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00- Technical data 


1 Identification 
(ARL005810; Edition 05.2018) 
> “1.1 Engine number/engine data”, page 1 


1.1 Engine number/engine data 


Engine number 


(å) Note 


The engine cover panel must be removed to make the engine 
number visible. 


@ The engine number (engine code and serial number) is loca- 
ted on the top of the cylinder block at the front -arrow-. 


+ Engine codes starting with the letter “C” have four letters (pre- 
viously three letters). 


A10-11086 


¢ The first 3 characters of the engine code stand for the engine 
capacity and the mechanical construction and design. They 
are stamped onto the cylinder block together with the serial 
number. 


@ The 4th character indicates the power output and torque of the 
engine and is determined by the engine control unit. 


A ot 


+è The four-letter engine code is found on the type plate (certain 
countries only), vehicle data sticker and engine control unit. 


+ Fitting locations of the type plate (certain countries only) and 
the vehicle data sticker > Maintenance ; Booklet 417. 
Engine data 


¢ = Technical data for engines; Rep. gr. 00 ; Overview of en- 
gines 


1. Identification 1 
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2 Safety precautions 
> “2.1 Safety precautions when working on the fuel supply sys- 
tem”, page 2 


> “2.2 Safety precautions when working on vehicles with start/ 
stop system”, page 2 


> “2.3 Safety precautions when using testers and measuring in- 
struments during a road test”, page 3 


> “2.4 Safety precautions when working on the cooling system”, 


w 
oO 
Ww 


y 


“2.5 Safety precautions when working on the ignition system”, 


3] 
@O 
wo 


y 


“2.6 Safety precautions when working on the subframe”, 


‘© 
D 
> 


y 


“2.7 Safety precautions when working on the exhaust system”, 


— 
(ol 
A 


Safety precautions when.working on the fuel supply system 
Risk of injury - fuel system operates under high pressure 


The fuel system is pressurised. There.is a risk offinjury as fuel 
may spray out. 


Before opening the fuel system: 
— Put on safety goggles. 
— Put on protective gloves. 


- Release pressure (wrap a clean cloth around connection and 
open connection carefully). 


Risk of fire due to escaping fuel 


If the battery is connected, the door contact switch activates the 
fuel pump when the driver's door is opened. Escaping fuel may 
ignite, causing a fire. 


— Before opening the fuel system, disconnect power supply to 
fuel pump. 


PT 


2.2 Safety precautions when working on vehicles with start/stop system 
Risk of injury - engine may start unexpectedly 


The engine can start unexpectedly if the vehicle's start/stop sys- 
tem is activated. A message in the instrument cluster indicates 
whether the start/stop system is activated. 


- To deactivate the start/stop system, switch off the ignition. 


2 Rep. gr.00 - Technical data 
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2.3 Safety precautions when using testers and measuring instruments during 
a road test 
Risk of injury if test equipment is not secured 


If an accident occurs and the front passenger's airbag is triggered, 
test equipment which is not secured adequately may be catapul- 
ted through the vehicle with potentially serious consequences. 


— Secure test equipment on the rear seat with a strap. 


Or: 
— Have a second mechanic operate test equipment on the rear 
seat. 
2.4 Safety precautions when working on the cooling system 


Risk of scalding as hot coolant can escape 


The cooling system is under pressure when the engine is hot. Risk 
of scalding due to hot steam and hot coolant. 


— Puton protective gloves. 
— Puton safety goggles. 


— Cover filler cap on expansion tank with a cloth and open care- 
fully to release pressure. 


2.5 Safety precautions when working on the ignition system 


Risk,of injury due to electric shock 


When the engine is running, there are high voltage levels in the 
ignition system. There is a risk of electric shock when touching 
the ignition system! 


— Never touch,or,disconnectyignition wiring, when, the-engine.is 
running or being turned at cranking speed. 


PT 


Risk of damage to components 


Washing the engine or connecting/disconnecting electrical wiring 
may result in components being damaged if the engine is running. 


- Switch off ignition before connecting/disconnecting electrical 
wiring. 


- Switch off ignition before cleaning engine. 
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2.6 Safety precautions when working on the 
subframe 


When working on the subframe note the following warnings: 


A Caution 


Risk of damage to running gear components. 


@ The vehicle must NOT be lowered onto its wheels if the 
engine/gearbox mountings, steering rack or subframe 
cross brace are not properly installed. 


@ The vehicle must NOT be supported by applying a trolley 
Jack or similar to the subframe or subframe cross brace. 


2.7 Safety precautions when working on the 
exhaust system 


When working on the exhaust system please note the following: 


A Caution 


Risk of damage to flexible joint. 


@ Do not bend flexible joint more than 10°. 
$ /nstall flexible joint so that it is not under tension. 
$ Take care not to damage wire mesh on flexible joint. 


4 Rep. gr.00 - Technical data 


Audi A6 2011 > , Audi A6 China 2012 > , Audi A7 Sportback 2011 > 
6-cylinder direct injection engine with supercharger (3.0 Itr. 4-valve TFSI, EA837evo) - Edition 05.2018 Auer 


3 Repair instructions 


> “3.1 Rules for cleanliness”, page 5 

> “3.2 Foreign particles in engine”, page 5 

> “3.3 Contact corrosion”, page 5 

> “3.4 Routing and attachment of pipes, hoses and wiring”, page 


=> “3.5 Installing radiators and condensers”, page 6 


3.1 Rules for cleanliness 


Even small quantities of dirt can lead to defects. For this reason, 
please observe the following rules when working on the fuel sup- 
ply system, injection system and turbocharger: 


+ Clean connections and surrounding area thoroughly with en- 
gine cleaner or brake cleaner and dry cleaned area before 
loosening. 


+ Immediately seal open lines and connections with clean plugs, 
for example from engine bung set - VAS 6122- . 


+ After removal, place parts on a clean surface and cover them. 
Only use lint-free cloths. 


@ Carefully cover or seal open components if repairs cannot be 
carried out immediately. 


+ Only install clean components; replacement parts should only 
be unpacked immediately prior to installation. Do not use parts 
that have been previously unpacked and stored away loose 
(e.g. in toolboxes, etc.). 


+ Do not work with compressed air when the system is open. If 
possible, do not move vehicle. 


@ Make sure that no fuel runs onto the fuel hoses. Should this 
occur, the fuel hoses must be cleaned again immediately. 


+ Protect unplugged electrical connectors against dirt and mois- 
ture and make sure connections are dry when attaching. 


3.2 Foreign particles in engine 


@ When performing assembly work on the engine, all open pas- 
sages in the intake and exhaust systems must be sealed with 
suitable plugs (e.g. from engine bung set - VAS 6122- ) to 
prevent foreign particles from entering the engine. 


@ Inthe event of mechanical damage to one of the cylinder 
banks, the intake and exhaust systems and combustion cham- 
bers of thesopposite cylindembank'must always be examined 
for foreign particles to prevent further damage occurring later. 


3.3 Contact.corrosion 


Contact corrosion can occur if unsuitable fasteners are used (e.g. 
bolts, nuts, washers,,etc.). 


ied a reason, only fasteners with a.special surface. coating are 
itted. 


Additionally, all rubber and plastic parts and all adhesives are 
made of non-conductive materials. 


Always install new parts if you are not sure whether used parts 
can be re-fitted > Electronic parts catalogue . 
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Please note: 


+ We recommend using only genuine replacement parts; these 
have been tested and are compatible with aluminium. 


+ We recommend using Audi Genuine Accessories. 


+ Damage caused by contact corrosion is not covered by war- 
ranty. 


3.4 Routing and attachment of pipes, hoses 
and wiring 


@ Mark fuel lines, hydraulic lines, vacuum lines, lines for activa- 
ted charcoal filter and electrical wiring etc. before removal so 
they can be re-installed in the original positions and correctly 
connected. Make sketches or take photographs if necessary. 


+ To avoid damaging pipes, hoses and wiring, ensure sufficient 
clearance from all moving or hot components in engine com- 
partment,(limitedsspace:in engine compartment). 


3.5 Installing radiators and condensers 


Even when the»radiator and’condenser are correctly installed, 
slight impressions may be visible on the fins of these components. 
This does not mean that the components are damaged. If the fins 
are only very slightly distorted} this does not justify renewal of the 
radiator or the condenser. 
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10- Removing and installing engine 


1 Removing and installing engine 


> “1.1 Removing engine”, page 7 


> “1.2 Separating engine and gearbox”, page 22 


> “1.3 Securing engine to engine and gearbox support”, 
page 28 


> “1.4 Installing engine”, page 31 
1.1 Removing engine 


Special tools and workshop 
equipment required — 
VAS 5085 j VAS 6122 


VAS 6208 


VAS 6340 


Stepladder - VAS 5085- 

Engine bung set - VAS 6122- 

Scissor-type assembly platform - VAS.6131 B- 
Drip tray.for workshop hoist.- VAS 6208- 

Hose clip, pliers, - VAS.6340- 

Hose clip pliers - VAS 6362- 


© >% A A è o 
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@ Support set for Audi - VAS 6131/10- 


+ Supplementary set, Audi A8 >2002 - VAS 6131/11- 
+ Supplementary set, Audi Q7 >2005 - VAS 6131/13- 


+ Usédoil collection and’extraction unit - VAS 6622A- 
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VAS 6131 /10 
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VAS 6131 /13 SE 
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Procedure 


[a] Note 


è The engine is removed from underneath together with the 
gearbox and subframe (with lock carrier installed). 


+è Re-install all cable ties in the same locations when installing. 


+ All bolts on running gear components with bonded rubber 
bushes must be tightened with suspension in unladen position 
(vehicle unladen). 


@ Bonded rubber bushes can only be turned to a limited extent. x 
Therefore, before tightening the bolts, suspension compo- 
nents with bonded rubber bushes must be brought into a 
position corresponding to the normal position while driving 
(unladen position). Otherwise, the bush would be subject to 
torsion loading and its service life shortened. 


+è Before commencing work, use measuring tape or similar to 
measure dimension -a- from wheel centre to lower edge of 
wheel housing. 


@ This measurement must be taken with the suspension in the 
unladen position (vehicle unladen). 


+ Note down measurement. This will be needed when tightening 
the bolts/nuts on the suspension. 


A WARNING 


Make sure the vehicle cannot tip over when the engine is re- 


moved. 


@ Secure the vehicle, to do so, the luggage compartment 
must be empty. 


(å) Note 


Move the gearbox to position “N” and release the electromechan- 
ical parking brake before disconnecting the battery, so that the 
propshatt can be turned during removal. 


— Bring front wheels into straight-ahead position. 


A Caution 


Risk of irreparable damage to electronic components. 


@ Observe notes on procedure for disconnecting the battery. 


— Switch off ignition. 


— Disconnect earth wire from battery, terminal > -Electrical sys- 
tem; Rep. gr. 27 ; Battery; Disconnecting and connecting 
battery . 


— Discharge refrigerant circuit > Air conditioner with refrigerant 
R134a; Rep. gr. 87 ; Refrigerant circuit , or > Air conditioners 
with refrigerant R1234yf - General information; Rep. gr. 87 ; 
Working with the air conditioner service station; Discharging 
refrigerant circuit . 
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— Remove body brace > Running gear, axles, steering; Rep. 
gr. 40 ; Suspension strut, upper links; Removing and installing 
body brace . 


- Carefully pull engine cover panel off retaining pins one after 
another -arrows-. ni not ny — cover panel away, and 
| e : 


Risk of scalding due to hot steam and hot coolant. 


v Pie cooling system is under pressure when the engine is 
ot. 


@ To allow pressure to dissipate, cover filler cap on coolant 
expansion tank with cloth and open carefully. 


— Open filler cap -arrow- on coolant expansion tank. 


- Remove front wheels > Running gear, axles, steering; Rep. 
gr. 44 ; Wheels, tyres . 


— Remove wheel housing liners (front left and front right) > 
General body repairs, exterior; Rep. gr. 66 ; Wheel housing 
liners; Removing and installing wheel housing liner (front) . 


- Remove noise insulation panels > General body repairs, ex- 
terior; Rep. gr. 66 ; Noise insulation; Removing and installing 
noise insulation . 


- Remove propshaft > Rear final drive; Rep. gr. 39 ; Propshaft; 
Removing and installing propshaft . 
- Place drip tray for workshop hoist - VAS 6208- underneath. 


- Release hose clips -2-, disconnect coolant hoses from coolant 
pipes (front left) and drain off coolant. 


-— Remove bolt -1-. 


me | A19-11844 
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— Remove drain plug -1- and drain off coolant. 


— Lift retaining clip -2- and disconnect coolant hose from radia- 
tor. 


— Release hose clip -arrow-, disconnect coolant hose from cool- 
ant pipe (left-side) on gearbox and drain off coolant. 


— Remove bolts -arrows- and detach air duct -1-. 


- Remove bolts -arrows- and detach air duct -2- from lock car- 
rier. 


[a] Note 


Disrega 


Protected by copyright. Copying for private or commercial purpose 


permitted unless authorised by AUDI AG. AUDI AG does not guarantee o 


with respect to the correctness of information in this document. Copyright | 
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- Move hose -1- from activated charcoal filter system clear at air 
pipe. 
— Detach vacuum hose -2- from connection on air pipe. 


— Loosen hose clips -arrows- and detach air pipe. 


— Lift off air cleaner housing -1-. 
g onnect secondary air hose 


KETID 


& 
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— Release hose clip -1- and disconnect vacuum hose from ple- 
num chamber partition panel. 


— Unplug electrical connector -2- at activated charcoal filter sol- 
enoid valve 1 - N80- and detach vacuum hose -3- (press 
release tabs). 


— Detach activated charcoal filter solenoid valve 1 - N80- from 
bracket and move it clear to the side with hoses still attached. 


A Caution 


Take care to keep components clean. ; 


@ Observe rules for cleanliness when working on the fuel 
supply system = “3.1 Rules for cleanliness”, page 5. 
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A WARNING 


The fuel system is pressurised. 
Risk of injury as fuel may spray out. 
Put on safety goggles. 
Put on protective gloves. 


Release pressure (wrap a clean cloth around connection 
and open connection carefully). 


lel supply system; Rep. gr. 20; 
ng plug-in connectors . 


| inections with pugs (thoroughly 
cleaned rom engine bung set - VAS 612 


— Lift retaining‘clip -arrow- and detach coolant hose going to heat 
exchanger for heater (rear). 


[a] Note 


For illustration purposes, the installation position is shown with 
the plenum chamber partition panel removed. 


— Lift retaining clip -arrow- and detach coolant hose (front right) 
from coolant pipe (front). 


— Lift retaining clip -arrow- and disconnect coolant line. 


— Move coolant line clear and push to left side. 


— 

= 
—l 
— 
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— Lift retaining clip and detach coolant hose -arrow- from coolant 
pipe (front). 


— Release retainer -arrow A- and open cover -arrow B-. 


[ree 


— Remove nuts -2 and 3- and move electrical wiring clear. 
— Detach electrical connector -1- from bracket and unplug. 


— Remove bolts -arrows- and detach terminal 30 wiring junction 
2 - TV22- from plenum chamber partition panel. 


- Press foam wedge -1- to one side. 
— Remove bolts -arrows-. 
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— Unscrew nut -2- on longitudinal member (right-side) and move 
earth cables clear. 


— Release catch -arrow- to open wiring duct -1- and move elec- 
trical wiring harness clear. 


— Place drip tray for workshop hoist - VAS 6208- underneath. 


Pn f C l on = ANY E lil ne k 51-9 7 f was | a 
Ha eel PS, SAAN Pe ABR os Ease, 


permitted unless authorised by AUDI AG. AUDI AG does not guarante 


with respect to the correctness of information in this document. Cop 


gL A102 | 


| To 


— Remove cap nut -2- and move earth wiring clear. 


- Release fastener -arrow-, detach engine control unit - J623- 
-item 1- from bracket and swivel it to one side. 


AN 
PENS 


| A23-10596 
a} 


— Remove bolts -arrows- and detach cover -1- for electronics 
box in plenum chamber. 
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- Unplu nd unscrew nut -2- for elec- 
trical 

— Release tach relay carrier with fuse 
holder -3-. 


- chambers engine wiring harness at electronics box i in plenum 
chamber and move clear. = =~ 
ted unless aut! ed by AUDI AG. AUDI AG d 


— Release catches -arrows A- and lift off wiring protector -1- 
-arrow B-. 


— Move wiring harness clear and place on top of engine. 
— Secure engine control unit - J623- to prevent it falling. 


— Unplug electrical connector -3- from charge air cooling pump 
- V188- and move clear. 


(i Note 


Disregard items -1 and 2-. 


- Unplug electrical connectors -1, 2- for radiator fan (push re- 
tainer to the rear -arrow- and press down release catch). 


- Move electrical wiring harness clear. 


— Remove air intake grille (right-side) > General body repairs, 
exterior; Rep. gr. 63 ; Bumper (front); Removing and installing 
attachments . 
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— Unplug electrical connector -4- at secondary air pump motor - 
V101- and move electrical wiring clear. 


— Press release tabs, disconnect secondary air hose -2- and 
move hose clear. 


[a] Note 


Disregard items -1 and 3-. 


SENN A20-11058 


— Unplug electrical connector -1- at front wheel speed sensors 
on both sides. 


[a] Note 


Disregard -item 2-. 


— If fitted, unplug electrical, connector - 1- on front vehicle level 
senders (both side Cte, 


- Remove brake 
(brake hose rem 


Front brakes; ee nstalling brake caliper . 


A Caution 


Risk of damage to brake pistons. 
$ Do not operate brake pedal with brake caliper removed. 


— Remove nut -2- and pull out bolt -1-. 


— Pull upper suspension links upwards out of wheel bearing 
housing -arrows-. 


— Repeat procedure on opposite side of vehicle. 
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— Remove bolt -1- for anti-roll bar on both sides. 
— Remove nut -3- on both sides. 


a Note 


The bolts -2- are removed at a later stage. 


- Move clip clear -arrow-. 
— Unplug electrical connector -1- and move wiring clear. 


— Remove subframe cross brace > Running gear, axles, steer- 
ing; Rep. gr. 40 ; Subframe; Removing and installing subframe 
cross brace . 


AN Caution 


Risk of damage to running gear components. 


@ The vehicle must NOT be lowered onto its wheels if the 
engine/gearbox mountings, steering rack or subframe 
cross brace are not properly installed. 


— Remove bolts -arrows- on both sides and detach heat shield 
-1- for longitudinal member. 


— Unscrew nuts -arro 


- Detach intermediaté e'steering:shaft:fromste: 
move clear by telescoping onines toyether = => Running gear, 
axles, steering; Rep. gr. 48 ; Steering column; Removing and 
installing intermediate steering shaft). 


| A26-11055 |) 
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— Unplug electrical connector -2- at steering rack (release re- 
tainer -arrow- and press down release catch). 


— Unplug electrical connector -1-. 


— Move electrical wiring harness clear. 


Set up the scissor-type assembly platform as follows: 


— Setup scissor-type assembly platform - VAS 6131 B- with 
support set for Audi - VAS 6131/10- , support set -VAS 
6131/11- and supplementary set -VAS 6131/13- as follows: 


Platform |Parts of support set for Audi - VAS 6131/10- , sup- 
coordinates} port set -VAS 6131/11- and supplementary set - 
VAS 6131/13- 


| Bs | nsa | noa | nos | nsi | 
Be | nor | no2 | nos | non | 
Asca | nse | - | ~- | nz | 
Feme | nas | =- f pn 
B14 | nor | nos | nos | ma | 
sa laei n oe es L nt 


Initially hand-tighten the support elements on the scissor-type 
assembly platform. 


o o o o © © o opp 
eo o © o © o o ojO 
o o © © o o o OE 
o o o o o o o ONE 
o o o o o o o ojm 
o o © o o o o ojn 
o o © © © o o ojo 
e o èo o © o © ofr 


On Ook wnrd = 


— Position scissor-type assembly platform - VAS 6131 B- hori- 
zontally. 


* Take note of spirit level (bubble gauge). 


- Position scissor-type assembly platform - VAS 6131 B- below 
engine/gearbox assembly. 


A WARNING 


Accident risk if subframe mountings are detached. 
¢ Subframe bolis-2~and -3-imustnot be loosened. 


I 


— Remove subframe: bolt ‘both ‘Si d 
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- Position support elements from -VAS 6131/10- and -VAS 
6131/13- at front left and right of subframe as shown. 


— Make sure that threaded spindles are screwed in completely. 


VAS 6131/13-4 


— Position support elements from -VAS 6131/10- (rear left and 
right) at front attachment points of subframe cross brace as 
shown. 


>| 


» Sy 
5 A i \ 


- Position support elements from -VAS 6131/13- under left and 
right wheel bearing housings as shown. 


- Position support elements from -VAS 6131/10- and -VAS 
6131/11- (rear left and right) at tunnel cross member as 
shown. 


- Turn all spindles for support elements upwards until all locat- 
ing lugs make contact with mounting points. 


- Tighten base plates for support elements to 20 Nm on scissor- 
type assembly platform - VAS 6131 B- . 


VAS ~ VAS fe 
6131/10-3 = 6 131/10-4 [~mm ] 
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— Mark installation position of subframe and tunnel cross mem- 
ber on longitudinal members with felt-tip pen. 


— Unscrew subframe bolts -2- and -3- on both sides in several 
stages and in diagonal sequence. 


— Remove bolts -arrows- on tunnel cross member. 


LA caution o o 


el 


Danger of damage. to\hoses; pipes ‘and wiring connections and 
fo engine compartment. 


Ith | ness of information in ( ment 
$ Check that all hoses and wiring connections between en- 
gine, gearbox, subframe and body have been detached. 


$ Carefully guide out engine/gearbox assembly with sub- 
frame from engine compartment when lowering. 


— Lower engine/gearbox assembly using scissor-type assembly 
platform - VAS 6131 B- initially only as far as distance -a-. 


* Dimension -a- = 100 mm (maximum). 


~ [a10-10867 
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— Pry ball socket -2- of selector lever cable off gearbox selector 
lever using removal lever - 80 - 200- . 


— Press off securing clip -1- and remove selector lever cable 
from gearbox. 


a Note 


Take care not to bend or kink selector lever cable. 


— Remove refrigerant lines from air conditioner compressor > 
Heating, airconditioning; Rep. gr. 87 ; Air conditioner com- 
pressorDetaching and attaching refrigerant lines at air con- 
ditioner compressor . 


—; Lower engine/gearbox assembly further: 


— Pullout scissor-type' assembly platform - VAS 6131'B- with 
engine/gearbox assembly from underneath vehicle. 


1.2 Separating engine and gearbox 
Special tools and workshop equipment required 


@ Support set for Audi - VAS 6131/10- 
VAS 6131 /10 


@ Supplementary set, Audi A8 >2002 - VAS 6131/11- 


@ Support -VAS 6131/13-7- from support set, Audi Q7 >2005 - 
VAS 6131/13- 


Wo00-11571 
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+ Adapter - T40058- 
T40058 


iii : ) ited Wo0-10109 


Procedure 


* Engine/gearbox assembly removed and secured to scissor- 
type assembly platform - VAS 6131 B- 


— Remove poly V-belt tensioner for supercharger 


> “1.3.1 Removing and installing tensioner for poly V-belt for 
supercharger”, page 51. 


— Take electrical connector -2- for Lambda probe 2 after catalytic 
converter - G131- out of bracket, unplug and move wiring 
clear. 


[a] Note 


Disregard -item 1-. 


— Remove nuts -arrows- and bolt -1- and detach catalytic con- 
verter (left-side). 
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A Caution 


Risk of irreparable damage to gearbox control unit (mecha- 
tronic unit) because of static discharge. 


$ Before unplugging or plugging in electrical connector, me- 
chanic must “discharge static” by briefly touching vehicle 
earth, heater or lifting platform. 


@ Do NOT touch connector contacts in gearbox connector 
with your hands. 
A37-10893 


— Turn retainer catch anti-clockwise -arrow- and unplug electri- 
cal connector at gearbox. 


— Move electrical wiring harness clear at gearbox. 


— Unplug electrical connector -2- on gearbox oil cooling valve - 
N509- and move electrical wire clear. 


— Release hose clip -1- and detach coolant hose. 


- Remove electrical connector -1- for Lambda probe after cata- 
lytic converter - G130- from bracket and unplug connector. 


a Note 


Disregard -item 2-. 


— Remove nuts -arrows- and bolt -1- and detach catalytic cón- ~ 
verter (right-side). permitted unless authorised by AUDI AG. AUD 
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— Lift retaining clips -arrows- and detach connection. 
— Unplug electrical connector -1- at coolant circulation pump - 
V: 


— Remove bolts -arrows- and detach heat shield for drive shaft 
(left-side). 


— Unbolt drive shaft (left and right) from gearbox flange shafts 
= Running gear, axles, p pronlg'b Rep. gr. 40 ; Drive shaft; 
Removing and installing drive shaft . 


— Remove bolts -arrows-. 


[a] Note 


Place a cloth underneath to catch escaping ATF. 


— Release hose clip -1- and detach ATF cooler from coolant pipe 
on right side of gearbox. 


— Swivel ATF cooler to the side. 


Onnector -2- at engine speed sender - G28- 
ar. 


Protected by copy 
Disregard -item 1-. 


permitted Unless authorised by AUDI AG. AUDI AG does not guarantee or acce 


with respect to the correctness of information in t 


copyright. Copying for private or commercial purposes, in part or] & 


coca 
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— Detach bottom cover -1- from gearbox -arrow-. 


* The larger-diameter se 
gine. 


— Counterhold crankshaft using adapter - T40058- and angled 
ring spanner when loosening bolts for drive plate. 


(i Note 


Only rotate crankshaft in direction of engine rotation -arrow-. 


— Remove 6 bolts -arrow- for clutch module. Turn crankshaft 60° 
in direction of engine rotation each time. 
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— Set up scissor-type assembly platform - VAS 6131 B- with 
support set for Audi - VAS 6131/10- , supplementary set -VAS 
6131/11- and support -VAS 6131/13-7- as follows: 


[a] Note 


The other support elements remain unchanged. 


Platform | Parts from support set for Audi - VAS 6131/10- , 
coordinates| supplementary set -VAS 6131/11- and support - 
VAS 6131/13-7- 


— Secure support -VAS 6131/13-7- at tapped hole for poly V-belt 
tensioner for air conditioner compressor at front of engine 
(right-side) as illustrated. 


— Secure support -VAS 6131/13-7- to scissor-type assembly 
platform and tighten to 20 Nm. 


— Position support elements from -VAS 6131/10- and mountings 
-VAS 6131/11-4- at front of gearbox, as shown in illustration. 


— Screw spindles upwards on both sides until mountings - 
VAS 6131/11-4- make full contact with gearbox. 


— Tighten base plates for support elements to 20 Nm on scissor- 
type assembly platform - VAS 6131 B- . 


— Remove bolts -1- and -2- for starter. 
— Separate starter from gearbox and leave in position. 
— Unscrew remaining bolts -3 ... 10- securing engine to gearbox. 


(å) Note 


Disregard -item A-. 


\ o (st 


On One WH = 


VAS 6131 
410-3 


A34-10471 


1. Removing and installing engine 27 


COED Audi A6 2011 > , Audi A6 China 2012 > , Audi A7 Sportback 2011 > 
Aue: _ 6-cylinder direct injection engine with supercharger (3.0 Itr. 4-valve TFSI, EA837evo) - Edition 05.2018 


- Loosen clamping bolts -1- on sides of scissor-type assembly 
platform - VAS 6131 B- and pull rear section of platform to- 
gether with gearbox towards rear -arrow-. x 

Vr 


ai 


1.3 Securing engine to engine and gearbox support 


Special tools and workshop 


equipment required VAS 6095 


VAS 6100 


+ Lifting tackle - 2024A- 


+ Engine and gearbox support - VAS 6095- with universal 
mounting - VAS 6095/1- and bracket for V6 FSI engine, 
Audi A6 - VAS 6095/1-5- 


@ Workshop hoist - VAS 6100- 
+ Lift arm extension (workshop hoist) - VAS 6101- 
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Procedure 


* Engine/gearbox assembly removed and secured to scissor- 
type assembly platform - VAS 6131 B- (with engine detached 
from gearbox) 


> “1.2 Separating engine and gearbox”, page 22 . 
* Engine secured with support -VAS 6131/13-7- . 


— Detach poly V-belt from air conditioner compressor 
=> “1.2.2 Removing and installing poly V-belt for ancillaries” 
page 48. 


— Remove air conditioner compressor > Heating, air condition- 
ing; Rep. gr. 87 ; Air conditioner compressor; Detaching and 
attaching air conditioner compressor at bracket . 


A WARNING 


Risk of accident! 


@ The engine can only be transported with the gearbox re- 
moved using the method described. 


— Attach lifting tackle - 2024A- to engine lifting eyes and work- 
shop hoist - VAS 6100- with lift arm extension (workshop hoist) 
- VAS 6101- as shown in illustration. 


[a | rote 


To adjust to the centre of gravity of the assembly, the perforated 
rails ofthe supporthooksmust be positioned as shown. 


A WARNING 


Risk of accident. 


@ The support hooks and retaining pins on the lifting tackle 
must be secured with locking pins -arrows-. 


— Take up weight of engine with workshop hoist, but do not lift. 


— If fitted, take electrical connectors -2- for electrohydraulic en- 
gine mounting solenoid valves out of brackets and unplug 
(both sides). 


— Unscrew bolt -1- and detach bracket with electrical wiring from 
subframe. 


[a] Note 


The illustration shows the installation position with the engine in- 
stalled. 


La 
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-— Remove bolt -2- for engine mounting on both sides. 


a Note 


Disregard -item 1-. 


d 


pasna 2 n ps 
EF T EO , 
Kas à 
FI oon À E a 


ea 


— Remove support -VAS 6131/13-7- from engine. ` 
- Lift engine off engine cross n ember. wee 
h respect to the correctne f information in 


p 


_ 


er 


[At0-11756 


— Remove bolts -arrows- and detach engine support (left-side) 
with bracket for air conditioner compressor. 


-— Remove nut -1- and move earth wire clear at engine support. 


— Unscrew bolts -arrows- and remove engine support (right- 
side). 


— Tie up starter on engine. 
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— Secure engine with universal mounting - VAS 6095/1- and 
support bracket for V6 FSI engine, Audi A6 - VAS 6095/1-5- 
to engine and gearbox support - VAS 6095- as shown in 
illustration and tighten to 40 Nm. 


VAS 
6095/1-5 


VAS 
6095/1 


A10-11787 


1.4 Installing engine 


Special tools and workshop equipment required 
@ Ring spanner insert AF 16 - V.A.G 1332/14- 


V.A.G 1332/14 


@ Assembly aid - T40169- 
T40169 


W00-10593 
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¢ Transportation lock - T40170- 
T40170 


Wo00-10594 


Tightening torques 


(à Note 


@ Tightening torques apply only to lightly greased, oiled, 
phosphated or black-finished nuts and bolts. 


+è Additional lubricants such as engine or gearbox oil may be 
used, but do not use lubricants containing graphite. 


@ Do not use de-greased parts. 


@ Tolerance for tightening torques: + 15 %. 


Bolts/nuts 


@ = “2.1 Exploded view - assembly mountings”, page 37 


¢ Bolts securing engine to gearbox > 8-speed automatic gear- 
box; Rep. gr. 37 ; Removing and installing gearbox; Tighten- 
ing torques for gearbox 


@ Bolts securing engine to gearbox > 7-speed dual clutch gear- 
box; Rep. gr. 34 ; Removing and installing gearbox; Tighten- 
ing torques for gearbox 
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Procedure 


[a] Note 


+ 
+ 


+ 


+ 


Renew bolts tightened with specified tightening angle. 


Renew self-locking nuts and bolts as well as seals, gaskets 
and O-rings after removal. 


Do not remove plugs or protective caps until you are ready to 
fit the relevant line. 


Hose connections and air pipes/hoses must be free of oil and 
grease prior to fitting. 


Secure all hose connections with correct type of hose clips (as 
originahequipment)=»Electronic parts catalogue . 


To ensure that the air hoses can be properly secured at their 
connections, spray rust remover onto the worm thread of used 
hose clips*before installing. 


Re-install all cable ties in the same locations when installing. 
Engine. with subframe positioned on scissor-type assembly 
platform - VAS 6131 B- 

Engine secured with support -VAS 6131/13-7- . 


Before installing gearbox, remove residue from threaded holes 
for engine/gearbox bolts in cylinder block using a thread tap. 


Install engine support and engine mounting 
=> “2.1 Exploded view - assembly mountings”, page 37 . 


Join engine and gearbox; the procedures for doing so are giv- 
en in the following sections: 


=> 7-speed dual clutch gearbox; Rep. gr. 34 ; Removing and 
installing gearbox; Installing gearbox 


> 8-speed automatic gearbox; Rep. gr. 37 ; Removing and 
installing gearbox; Installing gearbox . 


Install starter > Electrical system; Rep. gr. 27 ; Starter; Ex- 
ploded view - starter . 


Install ATF cooler > 7-speed dual clutch gearbox; Rep. gr. 
34 ; ATF circuit; Removing and installing ATF cooler / > 8- 
speed automatic gearbox; Rep. gr. 37 ; ATF circuit; Removing 
and installing ATF cooler . 


Install drive shafts and heat shield > Running gear, axles, 
steering; Rep. gr. 40 ; Drive shaft; Exploded view - drive shaft 


Install catalytic converters 
=> “1.1 Exploded view - silencers”, page 335 . 
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— Raise engine/gearbox assembly using scissor-type assembly 
platform - VAS 6131 B- only until distance between subframe 
and body is -a-. 


* Dimension -a- = min. 100 mm. 
— Install selector lever cable and adjust if necessary. 


= 7-speed dual clutch gearbox; Rep. gr. 34 ; Selector mech- 
anism; Removing and installing selector lever cable 


@ = 8-speed automatic gearbox; Rep. gr. 37 ; Selector mech- 
anism; Removing and installing selector lever cable 


— Install refrigerant lines > Heating, air conditioning; Rep. gr. 
87 ; Air conditioner compressor; Detaching and attaching re- 
frigerant lines at air conditioner compressor . 


— Align subframe and tunnel cross member on longitudinal 
members according to markings made before removal. 


— Tighten bolts for tunnel cross member: 


@ = 7-speed dual clutch gearbox; Rep. gr. 34 ; Assembly 
mountings; Exploded view - assembly mountings 


@ = 8-speed automatic gearbox; Rep. gr. 37 ; Assembly mount- 
ings; Exploded view - assembly mountings 


- Tighten’subframe bolts only to specified torque (do not turn 
further); the bolts should only be fully tightened after perform- 
ing the wheel alignment check = Running gear, axles, steer- 
ing; Repagre 406eSubframe;,Exploded view - subframe . 


A WARNING 


Risk of accident if bolted connections are loose. 


@ Do NOT drive the vehicle unless the subframe bolts have 
been tightened to their final torque. 


Remaining installation steps are carried out in reverse sequence; 
note the following: 


— Install propshaft > Rear final drive; Rep. gr. 39 ; Propshaft; 
Removing and installing propshaft . 


— Install front silencers 
> “1.3 Removing and installing front silencers”, page 339 . 


— Secure intermediate steering shaft to steering rack > Running 
gear, axles, steering; Rep. gr. 48 ; Steering column; Removing 
and installing intermediate steering shaft . 


— Install upper suspension links and suspension strut > Run- 
ning gear, axles, steering; Rep. gr. 40 ; Suspension strut, 
upper links; Exploded view - suspension strut, upper links . 


- Install subframe cross brace and anti-roll bar > Running gear, 
axles, steering; Rep. gr. 40 ; Subframe; Exploded view - sub- 
frame . 


- Install brake calipers > Brake system; Rep. gr. 46 ; Front 
brakes; Removing and installing brake caliper . 


— Install front longitudinal member (bottom) > General body re- 
pairs, exterior; Rep. gr. 50 ; Lock carrier; Exploded view - lock 
carrier . 


— Install engine control unit 


=> “9.1 Removing and installing engine/motor control unit J623 
” page 334. 
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— Install filler neck for washer fluid reservoir > Electrical system; 
Rep. gr. 92 ; Windscreen washer system; Exploded view - 
windscreen washer system . 


— Electrical connections and routing > Current flow diagrams, 
Electrical fault finding and Fitting locations. 


— Install electrical wiring, terminal 30 wiring junction 2 - TV22- 
and cover for electronics box in engine compartment > Elec- 
trical system; Rep. gr. 97 ; Relay carriers, fuse carriers, 
electronic boxes; Overview of fitting locations - relay carriers, 
fuse carriers, electronic boxes . 


— Install air conditioner compressor > Heating, air conditioning; 
Rep. gr. 87 ; Air conditioner compressor; Detaching and at- 
taching air conditioner compressor at bracket . 


— Install poly V-belt 
> “1.2.2 Removing and installing poly V-belt for ancillaries”, 


page 48. 
— Install poly V-belt tensioner for supercharger 


=> “1.3.1 Removing and installing tensioner for poly V-belt for 
supercharger”, page 51. 


— Install lock carrier cover > General body repairs, exterior; 
Rep. gr. 63 ; Bumper (front); Removing and installing attach- 
ments . 


— Install body brace = Running gear, axles, steering; Rep. gr. 
40 ; Suspension strut, upper links; Exploded view - suspension 
strut, upper links . 


— Observe steps required after re-connecting battery > Electri- 
cal system; Rep. gr. 27 ; Battery; Disconnecting and connect- 
ing battery . 


— Install fuel supply line 
> “7.3 Removing and installing high-pressure pipe” 


page 326 . 
— Install plenum chamber cover > General body repairs, exte- 


rior; Rep. gr. 50 ; Bulkhead; Removing and installing plenum 
chamber cover . 


— Install engine cover panel 
> “3.1 Removing and installing engine cover panel” 


page 43. 


A Caution 


Risk of irreparable damage to control units because of exces- 
sive voltage. 


@ Never use battery charging equipment for boost starting. 


— Fill with engine oil”and check oil level = Maintenance ; Booklet 
411. 


— Secure coolant pipes 
=> “3.1 Exploded view - coolant pipes”, page 205 . 


— Connect coolant hoses.and connection with plug-in connector. 
> page 223. 


[a] Note 


Do not reuse coolant. 


— Fill up with coolant > page 185. 
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— Charge refrigerant system > Air conditioner with refrigerant 
R134a. 


- Align. subframe >)Running géar, axles, steering; Rep. gr. 40; 
Subframe;/Removing and installing subframe with steering 
rack. 


— Install wheel housing liners > General body repairs, exterior; 
Rep. gr. 66 ; Wheel housing liners; Exploded view - wheel 
housing liner, (front) . 


— Fit front wheels > Running gear, axles, steering; Rep..gr. 44; 
Wheels, tyres . 


— Check wheel alignment > Running gear, axles, steering; Rep. 
gr. 44 ; Wheel alignment check; Wheel alignment procedure . 


AN WARNING 


Risk of accident if bolted connections are loose. 


$ Tighten subframe bolts to final setting after performing 
wheel alignment check. 


— Fill up with ATF: 
= 7-speed dual clutch gearbox; Rep. gr. 34 ; ATF 
= 8-speed automatic gearbox; Rep. gr. 37 ; ATF 


— Install underbody trim = General body repairs, exterior; Rep. 
gr. 66 ; Underbody trim; Exploded view - underbody trim . 


— Install noise insulation panels > General body repairs, exte- 


rior; Rep. gr. 66 ; Noise insulation; Exploded view - noise 
insulation . 
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2 Assembly mountings 

=> “2.1 Exploded view - assembly mountings”, page 37 

= “2.2 Supporting engine in installation position”, page 39 

=> “2.3 Removing and installing engine mountings”, page 40 
=> “2.4 Removing and installing gearbox mounting”, page 42 
2.1 loded view - assembly mountings 


1 - Engine me 


QO) Depending on version, 
left side may include left 
electrohydraulic engine 
a solenoid valve 


QO) Depending on version, 
right side may include 
right electrohydraulic 
engine mounting sole- 
noid valve - N145- 


OQ) Removing and installing 
> “2.3 Removing and in- 
stalling engine mount- 
ings”, page 40 


2 - Bolt 
Q 20Nm 
3 - Bracket 
Q For engine mounting 


QO Renew retaining plate if 
engine mounting is de- 
fective 


4 - Bolt 
Q 40Nm 
5 - Bolt 
Q 20Nm 
6 - Engine support 


Q With bracket for air con- 
ditioner compressor 


7 - Heat shield 


8 - Bolt 
QO 10Nm 


9 - Bolt 
QO Renew after removing 
Q 90 Nm +90° 


10 - Subframe 


11 - Bolt 
QO 55Nm 


Gearbox mounting 
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1 - Bolt 
Q Tightening torque: 


@ = 7-speed dual clutch 
gearbox; Rep. gr. 34; As- 
sembly mountings; Explo- 
ded view - assembly 
mountings 


@ = 8-speed automatic gear- 
box; Rep. gr. 37 ; Assembly 
mountings; Exploded view - 
assembly mountings 


2 - Tunnel cross member 
Q lla and instal- 

ling: 

@ = 7-speed dual clutch 
gearbox; Rep. gr. 34; As- 
sembly mountings; Explo- 
ded view - assembly 
mountings 


@ = 8-speed automatic gear- 
box; Rep. gr. 37 ; Assembly 
mountings; Exploded view - 
assembly mountings 

3 - Stop plate 


Q) For gearbox mounting 


4 - Gearbox mounting 
ü Removing and installing 
> “2.4.2 Removing and 
installing gearbox kat > Pie. 
mounting”, page 42 SG ARF, 10 
Q Tightening torque: 


@ = 7-speed dual clutch 
gearbox; Rep. gr. 34 ; Assembly mountings; Exploded view - assembly mountings 


@ = 8-speed automatic gearbox; Rep. gr. 37 ; Assembly mountings; Exploded view - assembly mountings 
6 - Nut 

Q Tightening torque: 
@ = 7-speed dual clutch gearbox; Rep. gr. 34 ; Assembly mountings; Exploded view - assembly mountings 
@ = 8-speed automatic gearbox; Rep. gr. 37 ; Assembly mountings; Exploded view - assembly mountings 


7 - Bolt 
QO Tightening torque: 


@ = 7-speed dual clutch gearbox; Rep. gr. 34 ; Assembly mountings; Exploded view - assembly mountings 
@ = 8-speed automatic géarbox; Rep. gr. a:  Astambly mountings; Exploded view - assembly mountings 


8 - Gearbox support 
Q Removing and stale netomat c 


9 - Bolt 
Q Tightening torque: 


@ = 7-speed dual clutch gearbox; Rep. gr. 34 ; Assembly mountings; Exploded view - assembly mountings ji 
¢ = 8-speed automatic gearbox; Rep. gr. 37 ; Assembly mountings; Exploded view - assembly mountings 


10 - Nut 
Q Tightening torque: 
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@ = 7-speed dual clutch gearbox; Rep. gr. 34 ; Assembly mountings; Exploded view - assembly mountings 
@ = 8-speed automatic gearbox; Rep. gr. 37 ; Assembly mountings; Exploded view - assembly mountings 


2.2 Supporting engine in installation posi- 
tion 

Special tools and workshop equipment required 

Support bracket - 10-222A- 


WO0-11145 


Procedure 


A WARNING 


Risk of accident when weight of engine is shifted. 


$ /norder to support the engine as described below, the 
gearbox and tunnel cross members must be installed. 


— Remove engine cover panel 
> “3.1 Removing and installing engine cover panel” 
page 43. 


— Pull off foam wedge -arrow- (left and right) upwards. 


— Set up support bracket - 10-222A- on suspension turrets (left 


and right) as illustrated. 10-222 A/11 
— Engage spindles -10-222A/11- at engine lifting eyes (left and 7 
right). } 


— Partly take up weight of engine with spindles. 


i[ 410-11384 
z LZR 
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2.3 Removing and installing engine mount- 
ings 


a Note 


@ To avoid repeat repairs, proceed as follows if an engine 
mounting is defective: 


@ Renew engine mounting and corresponding bracket. 


Removing 


— Support engine in installation position 
> “2.2 Supporting engine in installation position”, page 39 . 


- Remove noise insulation panels > General body repairs, ex- 
terior; Rep. gr. 66 ; Noise insulation; Removing and installing 
noise insulation . 


— Remove relevant front wheel spoiler > General body repairs, 
exterior; Rep. gr. 66 ; Wheel housing liners; Exploded view - 
wheel housing liner (front) . 


- Remove corresponding cover -1- for drive shaft in wheel hous- 
ing. 


Engine mounting (left-side): 
-— Remove bolt -2- for subframe (left-side). 


a Note 


Bolts -1 and 3- on left side and all bolts for subframe on right side 
remain fitted. 


Engine mounting (right-side): 
— Remove bolt -1-. 


A10-11824 
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Both sides (continued): 


— If fitted, take electrical’connector -2- for relevant electrohy- 
draulic engine mounting solenoid valve out of bracket and 
unplug connector. 


— Remove bolts -1- and -arrows- and place relevant retaining 
plate to one side. 


[a] Note 
iit 


Disregard -item 2-. 4 EZ E’ CT 


d mit 
— Using spindle - 10-222A/11- -item 1-, raise engine through 
distance -a- on corresponding side. 
* Distance -a- = approx. 20 mm. 
— Detach engine mounting. 
Installing 


Installation is carried out in reverse order; note the following: 


(å) Note 


Renew bolts tightened with specified tightening angle. 


A WARNING 


Risk of accident if bolted connections are loose. 


A10-10928 


@ Do NOT drive the vehicle unless the subframe bolts have 
been tightened to their final torque. 


Tightening torques 
@ = “2.1 Exploded view - assembly mountings”, page 37 


@ = Running gear, axles, steering; Rep. gr. 40 ; Subframe; Ex- 
ploded view - subframe 


@ Wheel spoiler > General body repairs, exterior; Rep. gr. 66 ; 
Wheel housing liners; Exploded view - wheel housing liner 
(front) 


@ = General body repairs, exterior; Rep. gr. 66 ; Noise insula- 
tion; Exploded view - noise insulation 


2. Assembly mountings 41 


CORD Audi A6 2011 > , Audi A6 China 2012 > , Audi A7 Sportback 2011 > 
Aue: _ 6-cylinder direct injection engine with supercharger (3.0 Itr. 4-valve TFSI, EA837evo) - Edition 05.2018 


2.4 Removing and installing gearbox 
mounting 


=> “2.4.1 Removing and installing gearbox support with gearbox 
mounting”, page 42 


=> “2.4.2 Removing and installing gearbox mounting”, page 42 
2.4.1 Removing and installing gearbox sup- 
port with gearbox mounting 

Removing 
— Remove tunnel cross member: 


@ = 7-speed dual clutch gearbox; Rep. gr. 34 ; Assembly 
mountings; Exploded view - assembly mountings 


@ = 8-speed automatic gearbox; Rep. gr. 37 ; Assembly mount- 
ings; Exploded view - assembly mountings 


— Remove bolts -arrows- and detach gearbox support and gear- 
box mounting from gearbox. 


Installing 


Installation is carried out in reverse sequence. 
Tightening torques 


@ = 7-speed dual clutch gearbox; Rep. gr. 34 ; Assembly 
mountings; Exploded view - assembly mountings 


+ = 8-speed automatic gearbox; Rep. gr. 37 ; Assembly mount- 
ings; Exploded view - assembly mountings 


2.4.2 Removing and installing gearbox 
mounting 


Removing 


— Remove gearbox support with gearbox mounting 


> “2.4.1 Removing and installing gearbox support with gear- 
box mounting”, page 42 . 


— Unscrew bolt -1- and detach stop -2- for gearbox mounting. 


- Remove nut +4- and bolt -5- and detach gearbox mounting 
-6- from gearbox support -3-. 


Installing 

Installation is carried out in reverse order; note the following: 
- Position gearbox support -3- on gearbox mounting -6-. 

- Hand-tighten nut -4- and bolt -5-. 

— Tighten bolt -1- for stop -2-. 

— Tighten nut -4- and bolt -5-. 


- Install gearbox support with gearbox mounting 


> “2.4.1 Removing and installing gearbox support with gear- 
box mounting”, page 42. 


Tightening torques 


@ = 7-speed dual clutch gearbox; Rep. gr. 34 ; Assembly 
mountings; Exploded view - assembly mountings 


¢ = 8-speed automatic gearbox; Rep. gr. 37 ; Assembly mount- 
ings; Exploded view - assembly mountings 
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3 Engine cover panel 

= “3.1 Removing and installing engine cover panel”, page 43 

3.1 Removing and installing engine cover 
panel 

Removing 


- Carefully pull engine cover panel off retaining pins one after 
another -arrows-. Do not jerk engine cover panel away, and 
do not try to pull on one side only. 


Installing 


-— To avoid damage, do not strike the engine cover panel with 
your fist or with any kind of tool. 


— Position engine cover panel on engine and use both hands to 
press it down into retaining clips. 
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13- Crankshaft group 


1 Cylinder block (pulley end) 


> “1.1 Exploded view - poly V-belt drive”, page 44 


> “1.2 Removing and installing poly V-belt”, page 47 


> “1.3 Removing and installing tensioner for poly V-belt”, 
page 51 


> “1.4 Removing and installing vibration damper’, page 53 
> “1.5 Removing and installing sealing flange (pulley end)”, page 
53 


1.1 Exploded view - poly V-belt drive 


> “1.1.1 Exploded view - poly V-belt drive, poly V-belt for super- 
charger”, page 44 


> “1.1.2 Exploded view - poly V-belt drive, poly V-belt for ancilla- 
ries”, page 45 


1.1.1 Exploded view - poly V-belt drive, poly V-belt for supercharger 


1 - Poly V-belt 
QO For supercharger 
Q Check for wear 


Q Removing and installing 


=> “1.2.1 Removing and 
installing poly V-belt for 
supercharger’, 

page 47 


Q When installing, make 
sure it is properly seated 
on pulleys 

2 - Bolt 


OQ Not available separate- 
ly; combined as a unit 
with,-item,5- 

QO 40Nm 

QO 37 Nmf using door 
alignment tool - 3320- 


3 - Washer 
Q ‘Notavailable’separate- 
ly; combined as a unit 
with -item 5- 
4 - Supercharger 


QO Exploded view 
> “1.1 Exploded view - 
supercharger’, 
page 239 
5 - Idler roller 
QO For poly V-belt 


ū Combined as a unit with 
-items 2 and 3- 


6 - Vibration damper 
QO With poly V-belt pulley 
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Q Can only be installed in one position (holes are off-set). 

QO Removing and installing > “1.4 Removing and installing vibration damper”, page 53 
7 - Bolt 

Q Tightening torque > Item 1 (page 45) 
8 - Tensioner 

Q For poly V-belt 

Q Removing and installing 

> “1.3.1 Remowvingrand ir 

9 - Bolt 

Q 40Nm 


1.1.2 Exploded view - poly V-belt drive, poly V-belt for ancillaries 


1 - Bolt 
Q Renew after removing 
QO 20 Nm +90° 


2 - Vibration damper 


Q With double-sided poly 
V-belt pulley 

OQ Removing and installing 
=> “1.4 Removing and in- 


stalling vibration damp- 
er’, page 53 


3 - Poly V-belt 
Q Check for wear 
ū Before removing, mark 
direction of rotation with 
chalk or felt-tip pen 
Q Removing and installing 


> “1.2.2 Removing and 
installing poly V-belt for 
ancillaries”, page 48 


Q Do not kink 
Q When installing, make 


sure it is properly seated 
on pulleys 


8 9101112 
Ny 


4 - Cover 
Q For idler roller 
QO) Depending on version 


5 - Bolt 


QO Tightening torque > 
Electrical system; Rep. 
gr. 27 ; Alternator; Ex- 
ploded view - alternator 


6 - Alternator 


QO) Removing and installing 
> Electrical system; Rep. gr. 27 ; Alternator; Removing and installing alternator 


7 - Bolt 
QO 20Nm 


8 - Bracket 
ü For alternator 
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9 - Idler roller 

QO For poly V-belt 

QO 40Nm 
10 - Bolt 

Q Tightening torque > Item 14 (page 192) 
11 - Poly V-belt pulley 

QO For coolant pump 

Q Removing and installing > “2.5 Removing and installing coolant pump”, page 198 
12 - Bolt 

Q Tightening torque > Item 12 (page 192) 
13 - Coolant pump 

OQ Removing and installing > “2.5 Removing and installing coolant pump”, page 198 
14 - Bolt 

Q Tightening torque and sequence 

> Fig. “Sealing flange (pulley end) - tightening torque and sequence” , page 47 

15 - Sealing flange (pulley end) 

ü Renewing = “1.5 Removing and installing sealing flange (pulley end)”, page 53 
16 - Bolt 

QO 40Nm 


17 - Tensioner 
Q) For poly V-belt 


Q Removing and installing 
> “1.3.2 Removing and installing tensioner for poly V-belt for ancillaries”, page 51 


18 ~Cover 
QO For tensioner 
19 - Engine support (left-side) 
QV With bracket for air conditioner compressor 


20 - Bolt 
QO Tightening:torque=sltem,4\(page37) 


21\+ Air conditioner compressor 
Q Do not unscrew or disconnect refrigerant hoses or pipes. 
Q Removing and installing > Heating, air conditioning; Rep. gr. 87 ; Air conditioner compressor; Detaching 
and attaching air conditioner compressor at bracket 
22 - Bolt 
QO Tightening torque > Heating, air conditioning; Rep. gr. 87 ; Air conditioner compressor; Exploded view 
- air conditioner compressor drive unit 
23 - Dowel sleeve 
QO 2x 
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Sealing flange (pulley end) - tightening torque and sequence 


— Tighten bolts -arrows- in stages and in diagonal sequence; fi- 
nal torque 9 Nm. 


1.2 Removing and installing poly V-belt 


> “1.2.1 Removing and installing poly V-belt for supercharger”, 
page 47 


> “1.2.2 Removing and installing poly V-belt for ancillaries”, page 
48 


g Removing and installing poly V-belt for 
supercharger 


Special tools and workshop equipment required 
@ Locking pin - T10060A- 


Removing 


A WARNING 


Risk of injury as the radiator fans may start up automatically. 


@ Even when the ignition is switched off, the radiator fans 
can start up without warning due to accumulated heat in 
the engine compartment, etc. 


— Remove engine cover panel 
> “3.1 Removing and installing engine cover panel” 


page 43. 
— Remove noise insulation (front) > General body repairs, ex- 


terior; Rep. gr. 66 ; Noise insulation; Removing and installing 
noise insulation . 


T10060 A 


W00-11211 


1. Cylinder block (pulley end) 47 


CORD Audi A6 2011 > , Audi A6 China 2012 > , Audi A7 Sportback 2011 > 
Auð 6-cylinder direct injection engine with supercharger (3.0 Itr. 4-valve TFSI, EA837evo) - Edition 05.2018 


A Caution 


Wrong direction of rotation for a used poly V-belt can lead to 
irreparable damage. 


$ Before removing the poly V-belt mark the direction of ro- 
tation with chalk or a felt-tip pen for re-installation. 


- To slacken poly V-belt, turn tensioner in clockwise direction a x Í TF 


agi [Arae 


— Detach poly V-belt and lock tensioner with locking pin - T10060 
A-. 


Installing 

Installation is carried out in reverse order; note the following: 
- Fit poly V-belt on pulleys’as Shown in illustration, 

1- Tensioner CI D C) i 
2- Supercharger 

3- Idler roller 

4- Vibration damper 


— Fit poly V-belt onto idler roller -3- last. 


[a| Note 


When installing poly V-belt, make sure it is properly seated on 
pulleys. 


A13-10693 


— Start engine and check that poly V-belt(s) run properly. 


— Install engine cover panel _ , 
> “3.1 Removing and installing engine cover pane!” 


page 43. 
Tightening torques 


@ > General body repairs, exterior; Rep. gr. 66 ; Noise insula- 
tion; Exploded view - noise insulation 


1.2.2 Removing and installing poly V-belt for 
ancillaries 


Special tools and workshop equipment required 


@ Special wrench, long reach -3320/2- (included with door align- 
ment tool - 3320- ) 
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T10060 A 


permitted unless authorised by AUDI AG. AUDI AG does not q 


with respect to the correctness of informat 1 TNIS q u 


Removing 


— Remove poly V-belt for supercharger 
=> “1.2.1 Removing and installing poly V-belt for supercharger” 


page 47. 


— Remove bolt -arrow- using special wrench, long reach 
-3320/2- . 


— Push guide roller towards radiator cowl. 


(äl Note 


The guide roller cannot be detached. 


— Remove bolt -2- for coolant pipes (front left). 


(å) Note 


+è Forillustration purposes, the installation position is shown with 
the engine removed. 


@ Disregard -item 1-. 


— Remove bolt -1- for coolant pipes (front left). 


[a] Note 


Disregard -item 2-. 


: 
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A Caution 


Wrong direction of rotation for a used poly V-belt can lead to 
irreparable damage. 


$ Before removing the poly V-belt mark the direction of ro- 
tation with chalk or a felt-tip pen for re-installation. 


— To slacken poly V-belt, turn tensioner clockwise -arrow- and 
lock with locking pin - T10060 A- . 


— Take off poly V-belt. 


A13-10989 


Installing 

Installation is carried out in reverse order; note the following: 
— Fit poly V-belt on pulleys as shown in illustration. 

1- Alternator 

2- Idler roller 

3- Coolant pump 

4- Air conditioner compressor 


5- Tensioner for poly V-belt 
6- Vibration damper 


(å) Note 


When installing poly V-belt, make sure it is properly seated on 
pulleys. 


— Start engine and check that poly V-belt(s) run properly. 


— Install poly V-belt for supercharger 
> “1.2.1 Removing and installing poly V-belt for supercharger” 
page 47. 


Tightening torques 


@ = “1.1.2 Explodedwiew Sp 
cillaries”, page 45 


@ = “3.1 Exploded view - coolant pipes”, page 205 
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1.3 Removing and installing tensioner for 
poly V-belt 

> “1.3.1 Removing and installing tensioner for poly V-belt for su- 

percharger”, page 51 


> “1.3.2 Removing and installing tensioner for poly V-belt for an- 
cillaries”, page 51 


1.3.1 Removing and installing tensioner for 
poly V-belt for supercharger 
Removing 


— Remove poly V-belt for supercharger 
> “1.2.1 Removing and installing poly V-belt for supercharger” 


page 47. 
— Remove bolt -1- and detach poly V-belt tensioner -2-. 


[a] Note 


Ignore -T10060A- . 


Installing 
Installation is carried out in reverse order; note the following: 


— Install poly V-belt for supercharger 
> “1.2.1 Removing and installing poly V-belt for supercharger” 
page 47. 


Tightening torques 
$> “11.1 Exploded view - poly V-belt drive, poly V-belt for su- 
percharger”, page 44 


322 Removing and installing tensioner for 
poly V-belt for ancillaries 


Removing 


A WARNING 


Risk of injury as the radiator fans may start up automatically. 


@ Even when the ignition is switched off, the radiator fans 
can start up without warning due to accumulated heat in 
the engine compartment, etc. 


- Remove engine cover panel : 
=> “3.1 Removing and installing engine cover panel” 


page 43. 


060 
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— Remove bolt -2- for coolant pipes (front left). 


a Note 


Disregard -item 1-. 


— Remove bolt -1- for coolant pipes (front left). 


- To slacken poly V-belt, turn tensioner in clockwise direction 
-arrow-. 


— Remove poly V-belt from tensioner and release tensioner. T10060/A { ? 


(à Note 


Ignore -T10060A- . 


- Remove bolt -1- and detach poly V-belt tensioner -2- from cyl- 
inder block. 


Installing 
Installation is carried out in reverse order; note the following: 
— Install poly V-belt 


=> “1.2.2 Removing and installing poly V-belt for ancillaries”, 
page 48. 


— Install engine cover panel 


= “3.1 Removing and installing engine cover panel”, 
page 43. 


(ec 


Tightening torques 
@ = “1.1.2 Exploded view - poly V-belt drive, poly V-belt for an- 
cillaries” „page 45 


@ = “3.1 Exploded view - coolant pipes”, page 205 
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1.4 Removing and installing vibration damp- 
er 


Special tools and workshop equipment required 
@ Counterhold tool - 3036- 


Removing 


— Remove poly V-belt for supercharger 


=> “1.2.1 Removing and installing poly V-belt for supercharger”, 
page 47. 


— Remove poly V-belt from tensioner and release tensioner 


> “1.3.2 Removing and installing tensioner for poly V-belt for 
ancillaries”, page 51 . 


— Loosen bolts -1- for vibration damper using counterhold tool - 
30 


— Remove bolts and take off vibration damper. 
Installing 
Installation is carried out in reverse order; note the following: 


(å) Note 


@ Renew bolts tightened with specified tightening angle. 
@ Can only be installed in one position. 


Observe dowel sleeve when installing vibration damper. 


Install poly V-belt 
> “1.2.2 Removing and installing poly V-belt for ancillaries” 


page 48. 
Tightening torques 


@ = “1.1.2 Exploded view - poly V-belt drive, poly V-belt for an- 
cillaries’, page 45 


1.5 Removing and installing sealing flange 
(pulley end) 


Special tools and workshop equipment required 


3036 
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@ Pin wrench - 3212- 


@ Assembly tool - T40048 A- 


W00-11039 


@ Electric drill with plastic brush 

@ Safety goggles 

@ Sealant > Electronic parts catalogue 
Procedure 


- Remove vibration damper 
> “1.4 Removing and installing vibration damper”, page 53 . 


— Loosen bolts -arrows- for coolant pump pulley (counterhold 
with pin wrench - 3212- ). 


— Remove bolts and take off poly V-belt pulley. 
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— Loosen bolts -arrows- in diagonal sequence and remove. 


— Release sealing flange (pulley end) from bonded joint and take 
off sealing flange. 


[a] Note 


Renew sealing flange (pulley end) after removing. 


A Caution 


Protect lubrication system against contamination. 
$ Cover exposed parts of the engine. 


A WARNING 


Risk of eye injury. 


$ Puton safety goggles. 


— Remove sealant residue from cylinder block and sump (top 
section) -1- using rotating plastic brush or similar. 


— Clean surfaces; they must be free of oil and grease. 


(i) Note 


Note the use-by daterof the’sealant: 


— Cut off nozzle of tube at front marking (nozzle @ approx. 1.5 
mm). 
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A Caution 


Make sure lubrication system is not clogged by excess sealant. 


@ The sealant bead must not be thicker than specified. 


— Apply bead of sealant -arrow- onto sealing surface of new 
sealing flange (pulley end) as shown in illustration. 


* The groove on the sealing surface must be completely filled 
with sealant. 


* The bead of sealant must project 1.5 ... 2.0 mm above the 
sealing surface. 


(å) Note 


The sealing flange (pulley end) must be installed within 5 minutes 
after applying the sealant. 


| A13-10052 


- Fitassembly aid-T40048/1- onto assembly sleeve -T40048/2- 
and slide sealing-flange.-1-.onto assembly sleeve: 


— Detach assembly aid. 


T40048/1 


T40048/2 


- First position sealing flange -1- (with assembly sleeve - 
T40048/2- inserted) on crankshaft. 


— Keep sealing flange straight while pushing it onto engine seal- 
ing surface. Then bolt on 


> Fig. “Sealing flange (pulley end) - tightening torque and se- 
quence” , page 47. 


Remaining installation steps are carried out in reverse sequence; 
note the following: 


— Install vibration damper 
=> “1.4 Removing and installing vibration damper’, page 53 . 


Tightening torques 


@ = Fig. ““Sealing flange (pulley end) - tightening torque and se- 
quence” , page 47 


¢ = “2.1 Exploded view - coolant pump/thermostat”, page 191 
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2 Cylinder block (gearbox end) 
> “2.1 Exploded view - cylinder block (gearbox end)”, page 57 


> “2.2 Removing and installing drive plate”, page 57 


> “3.5 Removing and installing sender wheel”, page 66 


2.1 Exploded view - cylinder block (gearbox end) 


1 - Bolt 
OQ», Renew after removing, py 
O60 Nm.+90° 


p ss authorisec 


2- Drive plate o the correctne 
Q With hear ‘hangs 


Q Check running surface 
on bearing flange and 
holes for torque convert- 
er for cracks and scoring 

OQ Removing and installing 
> “2.2 Removing and in- 
stalling drive plate”, 
page 57 


3 - Sender wheel 


QO) For engine speed send- 
er - G28- 

üQ Removing and installing 

> “3.5 Removing and in- 
stalling sender wheel”, 

page 66 

Q Checking 
=> “3.6 Checking sender 
wheel”, page 67 


4 - Oil seal 
Q For crankshaft (gearbox 
end) 
QO) Renewing 


> “2.3 Renewing crank- 
shaft oil seal (gearbox 


end)”, page 58 
5 - Crankshaft 
6 - Dowel pin 
2.2 Removing and installing drive plate 


Special tools and workshop equipment required 
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+ Counterhold tool - 10-201- 


Removing 
* Gearbox removed: 


@ = 7-speed dual clutch gearbox; Rep. gr. 34 ; Removing and 
installing gearbox 


@ = 8-speed automatic gearbox; Rep. gr. 37 ; Removing and 
installing gearbox 


— Insert counterhold tool - 10-201- to slacken bolts. 


A Caution 


Take care not to damage outer surface of bearing flange on 


A13-11063 


drive plate. 


$ Use a multi-point socket bit with a length of at least 40 mm 
to slacken and tighten the drive plate bolts. 


— Remove bolts and take off drive plate and sender wheel. 
Installing 


Installation is carried out in reverse order; note the following: 


(à Note 


Renew bolts tightened with specified tightening angle. 


— Pay attention to dowel pin when installing drive plate. 


— Fit counterhold tool - 10-201- the other way round to tighten 
bolts. 


Tightening torques 


¢ = “2.1 Exploded view - cylinder block (gearbox end)”, 
page 57 


2.3 Renewing crankshaft oil seal (gearbox 
end) 


Special tools and workshop equipment required 
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+ Fitting tool - 710122 A- 
T10122A 


@ Guide piece - T10122/6- 
+ Extractor tool - T20143/2- 


Procedure 
* Gearbox removed: 


+ = 7-speed:dual clutch,gearbox; Rep. gr.»34-;;Removing-and 
installing gearbox 


+ > 8-speed automatic gearbox; Rep. gr. 37 ; Removing and 
installing gearbox 


— Remove drive plate 
=> “2.2 Removing and installing drive plate”, page 57 . 


— Pry out oil seal using extractor hook -T20143/2- . 
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— Clean contact surface and sealing surface. 
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— Fit assembly aid -T10122/1- onto guide piece - T10122/6- and 
slide oil seal -A- onto guide piece. 101221 


— Detach assembly aid -T10122/1- . 
ei; 


Ci; 


T10122/6 


7 B 


A13-11119 


- Fit\guide piece *740122/6 onto crankshaft. 


— Bolt guide piece to crankshaft through securing points -A- us- 
ing bolts -arrows-; a T10122/6 


A Caution 


Risk of leaks if installed incorrectly. 


@ Slide oil seal onto crankshaft by hand to prevent sealing 
lip on oil seal from folding over. 


= oa oil seal over guide piece - T10122/6- onto crankshaft by 
and. 


- Press in oil seal evenly all round using thrust piece - 
T10122/5- . 
— Remove guide piece - T10122/6- . 


- Check that oil seal and its sealing lip are correctly seated. If 
sealing lip is partially folded over, repeat procedure with a new 
oil seal. 


— Install drive plate 
> “2.2 Removing and installing drive plate”, page 57 . 
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3 Crankshaft 
> “3.1 Exploded view - crankshaft”, page 61 


> “3.2 Crankshaft dimensions”, page 65 


> “3.3 Measuring axial clearance of crankshaft’, page 65 


> “3.4 Measuring radial clearance of crankshaft”, page 65 


> “3.5 Removing and installing sender wheel”, page 66 
> “3.6 Checking sender wheel”, page 67 


3.1 Exploded view - crankshaft 


[a] Note 


When performing assembly work, secure engine to engine and gearbox support - VAS 6095- 
> “1.3 Securing engine to engine and gearbox support’, page 28 . 


1 - Sealing flange (pulley end) 
OQ) Renewing 


=> “1.5 Removing and in- 
stalling sealing flange 
ulley end)”, page 53 


2 - Bolt 


Q Tightening torque and 
sequence 
> Fig. “Sealing flange 
ulley end) - tightenin 
torque and sequence” , 
page 47 


3 - Crankshaft 


Q Measuring axial clear- 
ance 


=> “3.3 Measuring axial 
clearance of crank- 


shaft’, page 65 
Q Measuring radial clear- 
ance 


> “3.4 Measuring radial 
clearance of crank- 


shaft”, page 65 


Q Crankshaft dimensions 
> “3.2 Cra isha 
mensions”! page| 39 ( 

4 - Dowel sleeve S 


QO 4x 


Q Inserting imretaining 
frame 
> Fig. ““Applying séal SJ} 


ant to retaining frame, 


position of dowel 
sleeves” , page 63 CEJ 
5 - Seal 
Q Renew after removing 
6 - Bolt 


Q For sealing surfaces: retaining frame to cylinder block 
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QO Differing bolt lengths and bolt heads 

QO Tightening torque and sequence > Fig. “Installing retaining frame” , page 64 
7 - Bolt 

QO Long, large collar 

Q For retaining frame (inner row) 

QO Renew after removing 

0 Use old bolts when measuring radial clearance 

Q Tightening torque and sequence > Fig. “Installing retaining frame” , page 64 


8 - Bolt 
Q Short, small collar 
Q For retaining frame (outer row) 
Q Tightening torque and sequence = Fig. “Installing retaining frame” , page 64 


9 - Retaining frame 
Q With valve for oil pressure control - N428- = Fig. ““ Valve for oil pressure control -N428- ”“ , page 63 
QO To remove, detach guide rail > Item 1 (page 96) for drive chain for valve gear 
ū Applying sealant > Fig. ““Applying sealant to retaining frame, position of dowel sleeves 
Q 


Removing and installing valve for oil pressure control - N428- 
=> “4.6 Removing and installing valve for oil pressure control N428 ”, page 176 


10 - Seal 
QO Renew after removing 


nu 


, page 63 


11 - Thrust washer 
Q Only fitted on 3rd crankshaft bearing 
Q Installation position: oil groove faces outwards 
Q Make sure it engages in retaining frame 


12 - Bearing shell 
Q For retaining frame (without oil groove) 
QO) Renew used bearing shells 
QO Note installation position 
Q 


Install new bearing shells for retaining frame with correct coloured markings 
> Fig. “Matching Crankshaft bearing shells to bearings in retaining frame™ , page 64 


13 - Thrust washer 
Q Only fitted on 3rd crankshaft bearing 
Q Installation position:,oil groove|faces outwards 
QO Make sure it engages in cylinder block 


14 - Bearing;shell 
Q For cylinder block (with oil groove) 
QO Renew used bearing shells 
QO Note installation position 
Q Install new bearing shells for the cylinder block with the correct coloured markings 
> Fig. ““Matching crankshaft bearing shells to bearings in cylinder block” , page 64 


15 - Cylinder block 
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Plug for “TDC” marking - tightening torque 


[a] Note 


Renew O-ring after removal. 


— Tighten plug -arrow- to 14 Nm. 


Valve for oil pressure control - N428- 

1- Electrical connector 

2- O-ring - renew after removal 

3- Bolt, 9 Nm 

4- Valve for oil pressure control - N428- 


Applying sealant to retaining frame, position of dowel sleeves 9“ 

- Cléan surfaces: they must be free of oil and grease. °° 

— Apply sealant beads -arrows- onto clean sealing surfaces of 
retaining frame as shown in illustration. 


* The groove on the sealing surface must be completely filled 
with sealant. 


* The beads of sealant must project 1.5 ... 2.0 mm above the 
sealing surface. 


— Fit seals -1- and -2-. 


— Check that dowel sleeves -3 ... 6- are inserted in retaining 
frame at positions shown in illustration. 


A13-10488 


3. Crankshaft 63 


CORD Audi A6 2011 > , Audi A6 China 2012 > , Audi A7 Sportback 2011 > 
Aue: 6-cylinder direct injection engine with supercharger (3.0 Itr. 4-valve TFSI, EA837evo) - Edition 05.2018 


Installing retaining frame 


a Note 


Renew bolts tightened with specified tightening angle. 


— Install long bolts in inner row on retaining frame. 
— Tighten bolts in stages in the sequence shown: 


[Stage | Bolts | Tightening torque/angle specification 
Pt 1 5ONm o 


Turn 90° further 
17.312 [15NMm_ S 
|4. | -17...31-  |Tur 90° further 


Matching crankshaft bearing shells to bearings in cylinder block 


¢ Bearing shells of the correct thickness are matched to the 
bearings in the cylinder block at the factory. Coloured dots on 
the side of the bearing shells are used to identify the bearing 
shell thickness. 


+è The allocation of the bearing shells to the bearing positions in 
the cylinder block is indicated by a code letter at the relevant 
bearing on the retaining frame. 


Code letter on retaining frame Colour coding of bearing 


Matching crankshaft bearing shells to bearings in retaining frame 


¢ Bearing shells ofthe correct thickness are matched to the 
bearings in the retaining frame at the factory. Coloured dots 
on the side of the bearing shells are,used to identify the bear- 
ing shell thickness: 


+ The allocation of the bearing shells to the bearing positions in 
the retaining frame is indicated by a sequence of letters.on the 
gearbox flange on the crankshaft. The first letter in the se- 
gh stands ‘for bearing “1” the:second letter for bearing 
“2”, etc. 


Letter on crankshaft Colour coding of bearing 
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3. Crankshaft dimensions 


2 
Honing dimension Crankshaft bearing journal Ø Crankshaft conrod journal Ø 
mm mm 
Basic dimension 65.000 — 0.022 56.000 — 0.022 
— 0.042 — 0.042 


3.3 Measuring axial clearance of crankshaft 
Special tools and workshop equipment required 
@ Universal dial gauge bracket - VW 387- 


WO0-11125 


+ Dial gauge - VAS 6079- 
VAS 6079 


WO0-11309 


Procedure 


— Secure dial gauge - VAS 6079- with universal dial gauge 
bracket - VW 387- to cylinder block as shown in illustration. 


— Apply dial gauge to crank web. 


— Press crankshaft against dial gauge by hand and set gauge to 
“Q”. 


— Push crankshaft away from dial gauge and read off value. 


* Axial clearance: 0.15 ... 0.25 mm 


3.4 Measuring radial clearance of crank- 
shaft 


Special tools and workshop equipment required 
@ Plastigauge 
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Procedure 


a Note 


Use old bolts when measuring radial clearance. 


— Remove retaining frame and clean bearing journals. 


ge corresponding to the width of the 
al. or in the bearing shell. 


> tioned in the centre of the bear- 


— Fit retaining frame and secure with old bolts 


> Fig,.““Installing retaining frame", page, 64 without rotating 


crankshaft. 
- Remove retaining frame again. 
— Compare width of Plastigauge with measurement scale. 
Radial clearance: 
* New: 0.015 ... 0.055 mm. 
* Wear limit: 0.080 mm. 
— When carrying out final assembly, renew bolts. 


3.5 Removing and installing sender wheel 
Removing 
* Gearbox removed: 


@ = 7-speed dual clutch gearbox; Rep. gr. 34 ; Removing and 
installing gearbox 


@ = 8-speed automatic gearbox; Rep. gr. 37 ; Removing and 
installing gearbox 


— Remove drive plate 


> “2.2 Removing and installing drive plate”, page 57 . 
— Detach sender wheel -arrow-. 


Installing 
Installation is carried out in reverse order; note the following: 
— Install drive plate 


> “2.2 Removing and installing drive plate”, page 57 . 
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3.6 Checking sender wheel 


A Caution 


Risk of magnetic fields causing irreparable damage to sender 
wheel. 


@ The sender wheel must be kept away from magnets (e.g. 
base of torch, loudspeaker). 


@ /f the drive plate/flywheel or the sender wheel itself has 
been removed or renewed, check that the sender wheel 
is operating correctly before installation > page 67 . 


Special tools and workshop equipment required 


@ Sensor gauge - T10473- 
T10473 


Procedure 


* Sender wheel removed 
> “3.5\Removing and installing sender wheel”, page 66 . 


— Check entire circumference of sender wheel using sensor 
gauge - T10473- , as shown in illustration. 


T10473 
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Inspection image of sender wheel 
A - Sender wheel OK 
B - Sender wheel defective 


3[ at3-10884 
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4 Balance shaft 


=> “4.1 Exploded view - balance shaft”, page 69 
> “4.2 Removing and installing balance shaft”, page 69 
4.1 Exploded view - balance shaft 


1 - Balance shaft 
QO Removing and installing 


> “4.2 Removing and in- 
stalling balance shaft”, 
page 69 


2 - Bolt 
Q Renew after removing 


Q sd locating pin - 
T40116- as counterhold 
when loosening and 
tightening 


Q 40 Nm +90° 
3 - Chain sprocket for balance 
shaft 
Q With balance weight 
(gearbox end) 
4 - Bearing plate 


5 - Bolt 
OQ 15Nm 


6 - Balance weight (pulley end) 


Q Can only be fitted on 
balance shaft in one po- 
sition. 


7 - Bolt 
Q Renew after removing 


ū Use locating pin - 
T40116- as counterhold 
when loosening and 
tightening 


Q 40 Nm +90° 


4.2 Removing and installing balance shaft 


Special tools and workshop equipment required 
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@ Locating pins - T40116- 
T40116 


Protected by copyright. Copying for private or commercial purjposes 


permitted unless authorised by AUDI AG. AUDI AG does not guarantee or accept 


with respect to the correctness of information in this documerft. ( 


Removing 
* Gearbox removed: 


@ = 7-speed dual clutch gearbox; Rep. gr. 34 ; Removing and 
installing gearbox 


@ = 8-speed automatic gearbox; Rep. gr. 37 ; Removing and 
installing gearbox 


— Remove sealing flange (pulley end) 


> “1.5 Removing and installing sealing flange (pulley end)”, 
page 53. 


— Remove timing chain cover (bottom) 
=> “1.2.3 Removing and installing timing chain cover (bottom)” 
page 86. 

— Loosen bolt -arrow- by one turn (counterhold using locating 
pin -T40116- ). 


— Remove drive chain for valve gear 


> “2.6 Removing and installing drive chain for valve gear”, 
page 111. 


| 
| 
pF 


— Unscrew bolt -2- at pulley end of engine (counterhold balance 
weight -1- with a suitable pin) and detach balance weight from 
balance shaft. 
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— Unscrew bolts -arrows- and detach bearing plate for balance 
shaft from engine (gearbox end). 


— Pull balance shaft to rear out of cylinder block. 


ES a 


Installing 
Installation is carried out in reverse order; note the following: 


* Crankshaft -1- locked in “TDC” position with locking pin - 
T40069- . <r 7 T40069 


(ë) Note 


Balance weights can only be fitted on balance shaft in one posi- 
tion. 


— Install drive chain for valve gear 
> “2.6 Removing and installing drive chain for valve gear”, 
page 111. 

— Install timing chain cover (bottom) 
> “1.2.3 Removing and installing timing chain cover (bottom)” 
page 86. 

- Install sealing flange (pulley end) 
> “1.5 Removing and installing sealing flange (pulley end)” 
page 53. 


Tightening torques 
© & “AneExploded view Ab 
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5 Pistons and conrods 


> “5.1 Exploded view - pistons and conrods”, page 72 


> “5.2 Removing and installing pistons”, page 74 


> “5.3 Checking pistons and cylinder bores”, page 75 


> “5.4 Checking radial clearance of conrod bearings” 
page 76 


5.1 Exploded view - pistons and conrods 


a Note 


+ All bearing and running surfaces must be oiled before assembling. 


+ Oil spray jet for piston cooling = Fig. “Oil spray jet for piston cooling™ , page 74 . 


1 - Bolts 
QO Renew after removing 


Q) Use old bolts when 
measuring radial clear- 
ance 


ū Lubricate threads and 
contact surface 


Q 50 Nm +90° 


2 - Conrod bearing cap 


Q Mark installation posi- 
tion for re-installation 


Q Mark cylinder and con- 
rod allocation in colour 
> Fig. ““Marking con- 


DTT) 


rods” , page 73 

Q Installation position of 
conrod pairs 
> Fig. ““Conrod installa- 
tion position” , 
page 73 


3 - Bearing shells 


Q Ensure that retaining 
lugs are securely seat- 
ed. 


Q Renéw'used bearing 
shells 


Q There are oversized 
bearings available:for 
machined crankshaft 
conrod journals > Elec- 
tronic parts catalogue 


Q Lugs ,on:conrod-bear- 
ings must be on the 
same side 


4 - Conrod 
ū Only renew as a complete set 


Mark cylinder and conrod bearing cap allocation in colour = Fig. ““Marking conrods”™ , page 73 


Q 
QO Installation position of conrod pairs > Fig. “Conrod installation position” , page 73 
Q Axial clearance for each conrod pair (when new): 0.20 ... 0.45 mm 
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ū Measuring radial clearance > “5.4 Checking radial clearance of conrod bearings”, page 76 
5 - Circlip 
QO Renew after removing 
6 - Piston pin 
QO Removing and installing > “5.2 Removing and installing pistons”, page 74 
7 - Piston 
Q Mark installation position and cylinder number = Fig. “Installation position of pistons”™ , page 73 
QO Removing and installing > “5.2 Removing and installing pistons”, page 74 
Q Renew piston if cracking is visible on piston crown or piston skirt 
Q Checking pistons and cylinder bores > “5.3 Checking pistons and cylinder bores”, page 75 


8 - Piston rings 
Measuring ring gap = Fig. ““Measuring piston ring gap” , page 76 


Measuring ring-to-groove clearance = Fig. ““Measuring ring-to-groove clearance” , page 76 
Use piston ring pliers (commercially available) to remove and install 


Installation position: marking “TOP” or side with lettering faces towards piston crown 
Offset gaps by 120° 


Oooocdo 


Installation position of pistons 


A Caution 


Do not damage the coating of the piston crown. 


$ /f you intend to re-install used pistons, mark the cylinder 
number on the piston crown using paint. Do not attempt to 
mark the piston crown with a centre punch or by making 
a notch or similar. 


+ Arrows on piston crowns point to pulley end. 


Marking conrods 


(å) Note 


@ Only renew conrods as a complete set. 


@ Do not interchange conrod bearings. 


— Use a coloured pen to mark matching conrods and conrod 
bearing caps with cylinder numbers -arrow- for re-installation. 


Conrod installation position 


* The cast lugs -arrows- on the ground surfaces of the conrod 
pairs “1 and 2”, “3 and 4”, and “5 and 6” must face each other. 


O 
27 Ol 


T con |e 
JEO 


® 
N 
<2 


N 


K 
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Oil spray jet for piston cooling 


1- Apply locking fluid to bolt and tighten to 9 Nm; for locking 
fluid refer to > Electronic parts catalogue . 


2- Oil spray jet with spray nozzle valve (opening pressure: 
2 ... 2.4 bar) 


A Caution 


Risk of damage to oil spray jets. 


@ Do not bend oil spray jets. 


A13-10106 | 


$ Always renew bent oil spray jets. 


5.2 Removing and installing pistons 
Special tools and workshop equipment required 
@ Pin- VW 222A- 


WO0-11148 


@ Piston ring clamp, commercially available 
Removing 


* Engine secured to engine and gearbox support - VAS 6095- 


> “1.3 Securing engine to engine and gearbox support”, page 
28 


— Remove cylinder head 
> “3.2 Removi ndinstalling cylinder head”, page 117. 


— Remove sump (top section) 
> “1.4 Removing and installing sump (top section)”, 
page 160’. 
- Markinstallation position and matching of conrod bearing caps 


to cylinder and to.conrods. for, re-installation 
> Fig. “Marking conrods™ , page 73. 


— Unbolt conrod bearing caps. 


— Pull out pistons upwards with conrods. 


a Note 


/f piston pin is difficult to remove, heat piston to approx. 60 °C. 


— Take circlip out of piston pin boss. 

— Use drift - VW 222A- to drive out piston pin. 

Installing 

Installation is carried out in reverse order; note the following: 


74 Rep. gr.13 - Crankshaft group 


Audi A6 2011 > , Audi A6 China 2012 > , Audi A7 Sportback 2011 > 
6-cylinder direct injection engine with supercharger (3.0 Itr. 4-valve TFSI, EA837evo) - Edition 05.2018 Auer 


(i) Note 


Renew bolts tightened with specified tightening angle. 


— Oil running surfaces of bearing shells. 
— Install pistons using piston ring clamp. 
Installation position: 


e Pistons > Fig. “Installation position of pistons”™ , page 73 
e Conrods = Fig. “iConrod installation position™ , page 73 
— Install conrod bearing caps according to markings. 

— Install sump (upper section) 


=> “1.4 Removing and installing sump (top section)”, 
page 160. 


— Install cylinder head 
> “3.2 Removing and installing cylinder head”, page 117 . 


Tightening torques 

@ = “5.1 Exploded view - pistons and conrods”, page 72 
5.3 Checking pistons and cylinder bores 
Checking piston 


— Using a micrometer (75 ... 100 mm), measure approx. 15 mm 
from the lower edge, perpendicular to the piston pin axis. 


* Maximum deviation from nominal dimension: 0.03 mm. 


* 1) Dimensions including coating (thickness approx. 0.02 mm). 


The coating will wear down in service. 


Measuring cylinder bore 


— Use a cylinder gauge - VAS 6078- to take measurements at 3 
points in transverse direction -A- and in longitudinal direction 


* Maximum deviation from nominal dimension: 0.08 mm. 


Cylinder bore @ mm 


* 1) Measure at 50 mm into cylinder bore. 
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Measuring piston ring gap 


— Insert ring at right angle to cylinder wall from above and push 
down into lower cylinder opening approx. 15 mm from bottom 
of cylinder. 


- To do sọ, use a piston without rings. 


Wear limit 
h oro 
0.20 ... 0.30 
0.50 ... 0.70 


Ol sper Po2s...050 | -n 


1) Specification not yet available. 


Measuring ring-to-groove clearance 
— Clean groove in piston before checking clearance. 


Wear limit 
mm 


1st compression ring 0.04 ... 0.08 


2nd compression ring 0.03 ... 0.07 
Oil scraper ring 0.02 ... 0.06 | 0.15 


5.4 Checking radial clearance of conrod 
bearings 

Special tools and workshop equipment required 

+ Plastigauge 

Procedure 


a Note 


Use old bolts:;when measuring radial clearance: 


— Remove conrod bearing cap. 
- Clean bearing cap and bearing journal. 


- Place a length of Plastigauge corresponding to the width of the 
bearing on the bearing journal or in the bearing shell. 


— Fit conrod bearing cap and secure with old bolts 
> ltem 1 (page 72) without rotating crankshaft. 


— Remove conrod bearing cap again. 

- Compare width of Plastigauge with measurement scale. 
Radial clearance: 

* New: 0.010 ... 0.052 mm. 

* Wear limit: 0.120 mm. 

-— When carrying out final assembly, renew bolts. 
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15- Cylinder head, valve gear 


1 Timing chain cover 


> “1.1 Exploded view - timing chain cover’, page 77 
> “1.2 Removing and installing timing chain cover’, page 80 
1.1 Exploded view - timing chain cover 


1 - Bolt 
QO Renew after removing 


Q Tightening torque and 
sequence 
> Fig. “Timing chain 
cover (bottom) - tighten- 
ing torque and tighten- 
ing sequence” , 
page 80 

2 - Timing chain cover (bottom) 

OQ Removing and installing 
> “1.2.3 Removing and 
installing timing chain 


cover (bottom)” 
page 86 
3 - Oil seal 
Q) For crankshaft (gearbox 
end) 
Q Renewing 


> “2.3 Renewing crank- 
shaft oil seal (gearbox 


end)”, page 58 


4 - Dowel sleeve 
a 2x 


5 - Bolt 
Q Tightening torque 
> Item 3 (page 165) 
6 - Engine oil cooler 


OQ) Removing and installing 
=> “2.2 Removing and in- 
stalling engine oil cool- 


17 18 19 20 21 


er’, page 165 
7 - Gasket 


QO Renew after removing 
8 - Bolt 
QO Renew after removing 


ü Tightening,torquerand,sequence 
> Fig. ““Timin in<overAbottom), - tightening torque and tightening sequence”™ , page 80 


9 - Oil pressure switch,- F22- 

Opening/closing pressure 2.5 ... 3.2 bar 

Grey insulation 

Check in + Vehicle diagnostic tester 


Removing and installing-= “43 Removing and-installing-oil-pressure Switch F22” pägë 173 
20 Nm 


Oooodo 
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10 - Seal 
QO Renew after removing 
11 - Cylinder head gasket (left-side) 


12 - Bolt 
QO Renew after removing 


Q Tightening torque and sequence 
> Fig. “Timing chain cover (left-side) - tightening torque and sequence” , page 79 


13 - Bracket 
14 - Timing chain cover (left-side) 

OY Removing,and installing.> “1.2.1 Removing and installing timing chain cover (left-side)”, page 80 
15 - Bolt 


Q Renew after removing 


Q Tightening torque and sequence 
> Fig. “Timing chain cover (left-side) - tightening torque and sequence”™ , page 79 


16 - Bracket 
17 - Bracket 
Q For electrical connectors for Lambda probes (left-side) 


18 - Bolt 


Q Tightening torque and sequence 
> Fig. “Timing chain cover (left-side) - tightening torque and sequence™ , page 79 


19 - Seal 
Q Renew after removing 
20 - Bracket 
Q For electrical connectors for Lambda probes (right-side) 


21 - Bolt 


Q Tightening torque and sequence 
=> Fig. “Timing chain cover (left-side) - tightening torque and sequence” , page 79 


22 - Seals 
Q Renew after removing 


23 - Bolt 


QO) Tightening torque and sequence 
> Fig. “Timing chain cover (right-side) - tightening torque and sequence” , page 79 


24 - Bracket 
Q) For electrical connectors 


25 - Timing chain cover (right-side) 

OQ Removing and installing > “1.2.1 Removing and installing timing chain cover (left-side)”, page 80 
26 - Bracket 
27 - Bolt 


Q Renew after removing 


Q Tightening torque and sequence 
> Fig. “Timing chain cover (right-side) - tightening torque and sequence” , page 79 


28 - Dowel sleeve 
QO 2x 


29 - Cylinder head gasket (right-side) 
30 - Bolt 


Q Tightening torque and sequence 
> Fig. “Timing chain cover (bottom) - tightening torque and tightening sequence” , page 80 
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31 - Engine speed sender - G28- 

Q Removing and installing > “1.6 Removing and installing engine speed sender G28 ”, page 380 
32 - Bolt 

Q Tightening torque = Item 11 (page 376) 


Timing chain cover (left-side) - tightening torque and sequence 


[a] Note 


+è Renew bolts tightened with specified tightening angle. 


+ oe naos -AITOWS A and B- are secured together with the 
oR cov fa&side). 


a lalka e a Turn 90° further 


Timing chain cover (right-side) - tightening torque and sequence 


i) Note 


Renew bolts tightened with specified tightening angle. 


@ The brackets -arrows A and B- are secured together with the 
timing chain cover (right-side). 


@ -/tem 8- is a centre hex stud. 


— Tighten bolts in stages in the sequence shown: 


Stage | Bolts | Tightening torque/angle specification | 


2. | -1..8- __| Turn 90° further 
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Timing.chain.cover (bottom) - tightening torque and tightening 
sequence 


a Note 


Renew bolts tightened with specified tightening angle. 


-— Tighten bolts in stages as follows: 


[Stage | Bolts _| Tightening torque/angle specification | 
1. | arrows- f3Nm S 
2. | -1...9 [3 Nmin diagonal sequence | 
3. | -1.5 [Tum 90° further 


4 | -arows- f9Nm o 
5 | 78- fèanm i y 
6. |  -6.7,8- [Tum 90° further | 
z | œ fom S ë 
8. | -> Tum 180° further 
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1.2 Removing and installing timing chain 
cover 


> “1.2.1 Removing and installing timing chain cover (left-side)”, 
page 80 


> “1.2.2 Removing and installing timing chain cover (right-side)”, 
page 83 


> “1.2.3 Removing and installing timing chain cover (bottom)”, 
page 86 


1.2.1 Removing and installing timing chain 
cover (left-side) 

Special tools and workshop equipment required 

¢@ Electric drill with plastic brush 

+ Safety goggles 

@ Sealant => Electronic parts catalogue 

Removing 


a Note 


Re-install all cable ties in the same locations when installing. 


— Remove engine cover panel 
> “3.1 Removing and installing engine cover panel”, 
page 43. 


- Unbolt combination valve (left-side) for secondary air system 
from cylinder head > page 359 and place to one side. 


— Remove coolant pipe (left-side) 


> “3.2.4 Removing and installing coolant pipe (left-side)”, page 
213. 
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— Unplug connectors -1- for camshaft control valve 2 - N208- and 
for exhaust camshaft control valve 2 - N319- . 


[a] Note 


Disregard -item 2-. 


— Release retainers -arrow-, detach wiring duct -1- towards rear 
and press to one side. 


— Detach electrical connectors -3, 4, 5- from bracket and place 
to one side. 


(å) Note 


Disregard items -1 and 2-. 


— Unscrew bolts -arrows- and detach bracket -1- for electrical 
connectors. 
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— Unscrew bolts -1 ... 8- and detach brackets -arrows A, B-. 


- Carefully release timing chain cover (left-side) from bonded 
joint, e.g. using a spatula, and detach. 


Installing 


(ë) Note 


+ Renew bolts tightened with specified tightening angle. 
@ Renew O-rings after removing. 


— Remove old sealant from sealing surfaces. 


AN Caution 


Protect lubrication system against contamination. 
$ Cover exposed parts of the engine. 


A WARNING 


Risk of eye injury. 


$ Put on safety goggles. 


— Remove remaining sealant on timing chain cover -1- and cyl- 
inder head using rotating plastic brush or similar. 


— Clean surfaces; they must be free of oil and grease. 


(å) Note 


Note the use-by date of the sealant. 


A17-10940 


- Cut off nozzle of tube at front marking (nozzle @ approx. 2 
mm). 


A17-0081 


82 Rep. gr.15 - Cylinder head, valve gear 


Audi A6 2011 > , Audi A6 China 2012 > , Audi A7 Sportback 2011 > 
6-cylinder direct injection engine with supercharger (3.0 Itr. 4-valve TFSI, EA837evo) - Edition 05.2018 Auer 


A Caution 


Make sure lubrication system is not clogged by excess sealant. 


$ The sealant bead must not be thicker than specified. 


— Apply sealant bead -arrow- onto clean sealing surfaces of tim- 
ing chain cover as illustrated. 


* Width of sealant bead: 2.5 mm. 


(ë) Note 


The timing chain cover must be installed within 5 minutes after 
applying the’sealant. 


A13-10104 


hit timing,chain.cover (left-side) together with brackets 
-arrows A and B- and tighten bolts 
=> Fig. “Timing chain cover (left-side) - tightening torque and 
equence’’ eS9 


Remaining.installation steps are carried outin reverse sequence; 
note the following: 


[a] Note 


Renew O-ring after removal. 


— Install coolant pipe (left-side) 
eet Removing and installing coolant pipe (left-side)”, page 


- Install combination valve for secondary air 
> “3.4.1 Removing and installing combination valve (left- 


side)”, page 359 . 


— Install engine cover panel 


> “3.1 Removing and installing engine cover panel”, 
page 43. 


Tightening torques 


@ = Fig. “Timing chain cover (left-side) - tightening torque and 
sequence” , page 79 


1.2.2 Removing and installing timing chain 
cover (right-side) 

Special tools and workshop equipment required 

@ Electric drill with plastic brush 

@ Safety goggles 

@ Sealant => Electronic parts catalogue 

Removing 


[a] Note 


Re-install all cable ties in the same locations when installing. 
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— Remove engine cover panel 
> “3.1 Removing and installing engine cover panel” 


page 43. 

— Remove air cleaner housing 
> “3.2 Removing and installing air cleaner housing” 
page 292. 


— Remove Lambda probe - G39- 
> “8.2.1 Removing and installing Lambda probe G39 / G130 


— Unbolt combination valve (right-side) for secondary air system 
from cylinder head 5 page 362 and place'to one side. °° 


— Unplug connectors -1- for camshaft control valve - N205- and 
exhaust camshaft control valve 2 - N318- . 


(å) Note 


Disregard -item 2-. 


— Detach electrical connectors -1 ... 5- from bracket and place 
to one side. 
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— Move wiring harness clear at timing chain cover (right-side). 
— Unscrew bolts=4m...8=sand:detach»brackets -arrows A, B-. 


— Carefully release timing chain cover (right-side) from bonded 
joint, e.g. using a Spatula, and detach. 


Installing 


[a] Note 


+è Renew bolts tightened with specified tightening angle. 


@ Renew O-rings after removing. 
— Remove old sealant from sealing surfaces. 


A Caution 


Protect lubrication system against contamination. 


@ Cover exposed parts of the engine. 


A WARNING 


Risk of eye injury. 


$ Puton safety goggles. 


— Remove remaining sealant on timing chain cover -1- and cyl- 
inder head using rotating plastic brush or similar. 


— Clean surfaces; they must be free of oil and grease. 


(å) Note 


Note the use-by date of the sealant. 
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— Cut off nozzle of tube at front marking (nozzle @ approx. 2 
mm). 
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A Caution 


Make sure lubrication system is not clogged by excess sealant. 


$ The sealant bead must not be thicker than specified. 


— Apply sealant bead -arrow- onto clean sealing surfaces of tim- 
ing chain cover as illustrated. 


¢ Width of sealant bead: 2.5 mm. 


(ê) Note 


The timing chain cover must be installed within 5 minutes after 
applying the sealant. 
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— Fit timing chain cover (right-side) together with brackets 
-arrows A al B- and tighten bolts 
“Tim i 


sequence” page 79. 


Remaining installation steps are carried out in reverse sequence; 
note the following: 


(a! Note 


Renew O-ring after removal. 


— Install combination valve for secondary air 


> “3.4.2 Removing and installing combination valve (right- 
side)”, page 362 . 


- Install Lambda probe - G39- 


> “8.2.1 Removing and installing Lambda probe G39 / G130 
”, page 330. 


— Install air cleaner housing 


> “3.2 Removing and installing air cleaner housing”, 
page 292. 


— Install engine cover panel 
> “3.1 Removing and installing engine cover panel”, 
page 43. 


Tightening torques 


@ = Fig. “Timing chain cover (right-side 
sequence” , page 79 


+ & “4.1 Exploded view - valve gear’, page 129 
+ =“SstsExplodédwie€We:sécondary air system”, page 354 


1.23 Removing and installing timing-chain 
cover. (bottom) 

Special tools-and workshop: equipment required 

@ Electric drill with plastic brush attachment 

+ Safety goggles 

@ Sealant > Electronic parts catalogue 
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Removing 
* Gearbox removed: 


@ = 7-speed dual clutch gearbox; Rep. gr. 34 ; Removing and 
installing gearbox 


@ = 8-speed automatic gearbox; Rep. gr. 37 ; Removing and 
installing gearbox 


* Engine oil drained > Maintenance ; Booklet 411 


[a] Note 


Re-install all cable ties in the same locations when installing. 


— Remove drive plate 
> “2.2 Removing and installing drive plate”, page 57 . 


— Remove timing chain covers (left and right) 
> “1.2.1 Removing and installing timing chain cover (left- 
side)”, page 80 , 
> “1.2.2 Removing and installing timing chain cover (right- 


side)”, page 83. 


— Remove oil filter element > Maintenance ; Booklet 411. 


— Remove engine oil cooler ; 
> “2.2 Removing and installing engine oil cooler’, page 165 . 


— Unplug electrical connector -arrow- at oil pressure switch - 
F22- and move wiring clear. 


— Unscrew bolts -arrows- and detach bracket -1-. 


= 
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— Remove bolt -1-. 


— Detach connection with crankcase breather hose, move clear 
and swivel to side. g*"™g™ Am Am 


a Note 


Disregard -item 2-. 


— Unplug electrical connector -3- at starter (push retainer to the 
rear and press down release catch). 


— Remove nut -2- for electrical wiring and detach starter. 


(i Note 


Disregard items -1 and 4-. 


© 
A = 
FN 


— Remove bolts -arrows-. 
— Slacken bolts -1 ... 9- in diagonal sequence and remove. 


- Carefully release timing chain cover (bottom) from bonded 
joint and remove cover. 


- Press crankshaft oil seal (gearbox end) out of timing chain 
cover (bottom). 
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Installing 
Installation is carried out in reverse order; note the following: 


[a] Note 


+è Renew bolts tightened with specified tightening angle. 


@ Renew seals after removing. 


— Pull dowel sleeve at top right out of cylinder block. 
— Bevel the dowel sleeve with a file, as illustrated. 

* Dimension -x- = 6.5 mm 

* Dimension -y- = 8 mm 


— Fit dowel sleeve on cylinder block in such a way that the bev- 
elled side points upwards. 


(å) Note 


Bevelling the dowel sleeve makes it easier to fit the timing chain 
cover (bottom) with the cylinder head installed. 


A Caution 


Protect lubrication system against contamination. 


A13-10053 


@ Cover exposed partsiof the engine. 


AN WARNING 


Risk of eye injury. 
$ Puton safety goggles. 


— Remove remaining sealant on timing chain cover (bottom) 
-1-, cylinder block and cylinder head using rotating plastic 
brush or similar. 


— Clean surfaces; they must be free of oil and grease. 


- Before installing gearbox, remove residue from threaded holes 
for engine/gearbox bolts in cylinder block using a thread tap. 


1. Timing chain cover 89 


CORD Audi A6 2011 > , Audi A6 China 2012 > , Audi A7 Sportback 2011 > 
Aue: _ 6-cylinder direct injection engine with supercharger (3.0 Itr. 4-valve TFSI, EA837evo) - Edition 05.2018 


- Clean old sealant from holes -arrow- in cylinder head gaskets. 


a Note 


With the cylinder head installed the holes.in the cylinder head 
gasket are only half visible. 


A Caution 


Avoid damage to cylinder head gasket. 


@ Only bend the ends of the cylinder head gaskets slightly 
and do not kink. 


(a! Note 


If the cylinder head gasket has been bent and kinked it must be 
renewed. 


- Carefully bend the ends of the cylinder head gaskets down 
very slightly -arrows-, just far enough to be able to clean the 
upper sealing surface on the cylinder head gasket and cylinder 
head. 


— Clean cylinder head gaskets (top and bottom); they must be 
free of oil and grease. 


(å Note 


Note the use-by date of the sealant. 


- Cut pf nozzle of tube at front marking (nozzle @ approx. 2 
mm). 
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— Apply a small amount of sealant to sealing surfaces of cylinder 
head gaskets (top and bottom). To do so, you again have to 
bend cylinder head gaskets down very slightly -arrows-. 


— Use a flat object (e.g. a feeler gauge) to apply sealant to the 
area between cylinder head and gasket. 


— Clean holes -arrow- in cylinder head gaskets and fill them with 
sealant. 


A Caution 


Makesuredubrication system is not clogged by excess sealant. 
@ The sealant bead must not be thicker than specified. 


— Apply sealant beads -1 ... 3- onto the clean sealing surfaces 
of the timing, chain cover (bottom).as illustrated. 


* The groove on the sealing surface must be completely filled 
with sealant. 


* The beads of sealant must project 1.5 ... 2.0 mm above the 
sealing surface. 


* Apply sealant -3- in a continuous bead as shown in illustration 
(although groove is not continuous). 


(à) Note 


The timing chain cover must be installed within 5 minutes after 
applying the sealant. 


— Insert seals -arrows- in grooves on timing chain cover (bot- 
tom). 


1. Timing chain cover 91 


COLD Audi A6 2011 > , Audi A6 China 2012 > , Audi A7 Sportback 2011 > 
Auð 6-cylinder direct injection engine with supercharger (3.0 Itr. 4-valve TFSI, EA837evo) - Edition 05.2018 


— Fit timing chain cover (bottom), guiding it towards sealing sur- 
face on cylinder block and cylinder head at an angle and from 
below. 


— Take care not to damage the cylinder head gaskets when fit- 
ting the cover. 


— Tighten bolts 
> Fig. “Timing chain cover (bottom) - tightening torque and 
tightening sequence” , page 80. 


Remaining installation steps are carried out in reverse sequence; 
note the following: 


— Install crankshaft oil seal (gearbox end) 


> “2.3 Renewing crankshaft oil seal (gearbox end)”, 
page 58. 


— Install engine oil cooler 
> “2.2 Removing and installing engine oil cooler’, page 165 . 


— Install oil filter element > Maintenance ; Booklet 411 . 
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— Install timing chain covers (left and right) 
> “1.2 Removing and installing timing chain cover’, page 80 . 


— Install drive plate 
> “2.2 Removing and installing drive plate”, page 57 . 


— Fill with engine oil and check oil level > Maintenance ; Booklet 
411. 


Tightening torques 


+ = “3.1 Explodedsi¢wartrankcase:sbfeather system”, 
page 167 
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2 Chain drive 


> “2.1 Exploded view - camshaft timing chains”, page 93 
> “2.2 Exploded view - drive chain for valve gear”, page 96 
> “2.3 Exploded view - drive chain for oil pump”, page 98 
> “2.4 Removing camshaft timing chain from camshafts”, 


page 98 

> “2.5 Removing and installing camshaft timing chain”, 

page 108 

> “2.6 Removing and installing drive chain for valve gear”, 

page 111 

> “2.7 Removing and installing drive chain for oil pump”, 

page 113 

2.1 Exploded view - camshaft timing chains 


Camshaft timing chain (left-side) 


1 - Bolts 
Q Tightening torque 
=> Item 4 (page 96) 
2 - Bearing mounting 
Q For drive chain sprocket 
for camshaft timing 
chain (left-side) 
3 - Bolt 
Q Renew after removing 
Q 80 Nm +90° 


4 - Camshaft adjuster 
Q) For exhaust camshaft 
ū Identification: “EX” 


QO Removing and installing 
> “2.4 Removing cam- 


shaft timing chain from 
camshafts”, page 98 


5 - Bolt 


QO Renew after removing 
Q 80 Nm +90° 


6 - Camshaft adjuster 
Q) For inlet camshaft 
Q Identification: “IN” 


QO) Removing and installing 
> “2.4 Removing cam- 


shaft timing chain from 
Ft ce ona fts” 98 


age 
7 - Camshaft timing chain (left- 
side) 


Q Mark direction of rota- 
tion for re-installation 


with a paint marker 
QO Removing, from camshafts = “2.4,Removing camshaft timing chain from-camshafts” e 98 


ü Removing,and installing > “2.5. Removing and installing camshaft timing chain”, page 108 
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8 - Bolt 
QO 9Nm 
9 - Slide 
10 - Chain tensioner 
QO For camshaft timing chain (left-side) 
ü Removing and installing > “2.5 Removing and installing camshaft timing chain”, page 108 


11 - Bearing plate 
Q For drive chain sprocket 


12 - Bolt 
Q) Tightening torque > Item 8 (page 96) 


13 - Drive chain sprocket 
Q) For camshaft timing chain (left-side) 


Camshaft timing chain (right-side) 


1 - Bolt 
Q Renew after removing 
Q 80 Nm +90° 


2 - Camshaft adjuster 

ū For exhaust camshaft 

Q Identification: “EX” 

Q Removing and installing 
=> "2.4 Removing cam- 
shaft timing chain from 
camshafts”, page 98 

3 - Bolt 

Q Tightening torque 

=> Item 11 (page 96) 
4 - Bearing mounting 


Q For drive chain sprocket 
for camshaft timing 
chain (right-side) 

QO Asymmetric version 


Q Installation position 


> Fig. “Installation po- 
sition: bearing mounting 
for drive sprocket for 
camshaft timing chain 
(right-side)™ , 
page 97 
5 - Drive chain sprocket 

Q For camshaft timing 
chain (right-side) 

QO Installation position 


> Fig. ““Installation po- 
sition: bearing mounting 


for drive sprocket for 
camshaft timing chain 


(right-side) , 
page 97 


6 - Bolt 
QO Renew after removing 
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n 80 Nm +90° 


7 - Camshaft adjuster 
Q) For inlet camshaft 
Q Identification: “IN” 


Q Removing and installing > “2.4 Removing camshaft timing chain from camshafts”, page 98 
8 - Camshaft timing chain (right-side) 
Q Mark direction of rotation for re-installation with a paint marker 
QO Removing from camshafts = “2.4 Removing camshaft timing chain from camshafts”, page 98 
Q Removing and installing > “2.5 Removing and installing camshaft timing chain”, page 108 
9 - Thrust washer 
Q For drive chain sprocket for camshaft timing chain (right-side) 
QO Asymmetric version 


QO Installation position 
> Fig. “Installation position: bearing mounting for drive sprocket for camshaft timing chain (right-side 


page 97 
10 - Chain tensioner 
Q For camshaft timing chain (right-side) 
Q Removing and installing > “2.5 Removing and installing camshaft timing chain”, page 108 
11 - Slide 


12 - Bolt 
QO 9Nm 


nu 


2. Chain drive 95 


CORD Audi A6 2011 > , Audi A6 China 2012 > , Audi A7 Sportback 2011 > 
Auð 6-cylinder direct injection engine with supercharger (3.0 Itr. 4-valve TFSI, EA837evo) - Edition 05.2018 


2.2 Exploded view - drive chain for valve gear 


1 - Guide rail 


2 - Bolt 
QO 16 Nm 


3 - Bolt 
Q 16Nm 


4 - Bolts 
Q Renew after removing 
Q 5Nm +90° 


5 - Bearing mounting 


Q For drive chain sprocket 
for camshaft timing 
chain (left-side) 


12 


6 - Drive chain sprocket 
Q) For camshaft timing 
chain (left-side) 
7 - Drive chain 
Q For timing drive 


Q) Mark direction of rota- 
tion for re-installation 
with a paint marker 

Q Removing and installing 


> “2.6 Removing and in- 
stalling drive chain for 
valve gear”, page 111 


8 - Bolt 
Q Renew after removing 
Q 8Nm +45° 


9 - Bearing plate 


Q) For drive chain sprocket 
for camshaft timing 
chain (left-side) 


10 - Chain sprocket for balance shaft 
Q With balance weight (gearbox end) 
11 - Bolt 
Q 30 Nm +90° 
12 - Bearing mounting 
Q For drive chain sprocket for camshaft timing chain (right-side) 
Q Asymmetric version 


QO Installation position 
> Fig. “Installation position: bearing mounting for drive sprocket for camshaft timing chain (righ 


13 - Drive chain sprocket 
Q For camshaft timing chain (right-side) 
QO Installation position 
> Fig. “Installation position: bearing mounting for drive sprocket for camshaft timing chain (right-side 


14 - Thrust washer 
Q For drive chain sprocket for camshaft timing chain (right-side) 
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QO Asymmetric version 


UO Installation position 
> Fig. “Installation position: bearing mounting for drive sprocket for camshaft timing chain (right-side 


15 - Seal 
QO Renew after removing 
16 - Chain tensioner 
Q Removing and installing > “2.6 Removing and installing drive chain for valve gear”, page 111 
17 - Bolt 
n 9Nm 
18 - Crankshaft 
19 - Bolt 
Q Tightening torque = Item 2 (page 69) 


Installation position: bearing mounting for drive sprocket for cam- 
shaft timing chain (right-side) 


* Dowel pins in bearing mounting -3- for drive sprocket for cam- 
shaft timing chain (right-side) must engage in drillings in thrust 
washer -1- and in cylinder block drillings. 

2 - Drive sprocket for camshaft timingchain (right-side) 


4 - Bolt 
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2.3 Exploded view - drive chain for oil pump 


1 - Bolt 
QO Renew after removing 
n 30 Nm +90° 


2 - Drive chain/sprocket 
Q) For oil pump 


ū Installation position: 
Side with lettering faces 
gearbox 


Q Can only be installed in 
one position 
3 - Chain tensioner 
Q With guide rail 


4 - Bolt 
Q 20Nm 


5 - Drive chain 
Q For oil pump 


ū Mark direction of rota- 
tion for re-installation 
with a paint marker 


Q Removing and installing 


=> “2.7 Removing and in- 
stalling drive chain for oil 


pump”, page 113 
2.4 Removing camshaft timing chain from 
camshafts 


Special tools and workshop equipment required 


@ Adapter - T40058- 
T40058 


woo-10109 
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+ 


+ 
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Locking pin - T40069- 


2x Locking pin - T40071- 


2x Camshaft clamp - T40133- 


Socket -T40297- 


Removing 


(å) Note 


+ 


+ 


In the following procedure the camshaft timing chains remain 
on the engine. 


Even when working on one cylinder head only, the procedure 
must still be carried out on both cylinder banks. 


Remove timing chain covers (left and right) 
=> “1.2 Removing and installing timing chain cover”, page 80. 


Remove cylinder head cover (left and right) 
=> “3.3 Removing and installing cylinder head cover’, 
page 124. 


Remove noise insulation panels > General body repairs, ex- 
terior; Rep. gr. 66 ; Noise insulation; Removing and installing 
noise insulation . 


T40069 


T40071 


T40133 
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— Insert guide pin of adapter -T40058- as follows: 


* The larger-diameter section -arrow 1- faces towards the en- 
gine. 


* The smaller-diameter section -arrow 2- faces the adapter. 


— Use adapter - T40058- and angled ring spanner to turn crank- 
shaft in direction of engine rotation -arrow- to “TDC”. 


a Note 


@ Turn the engine until the small notch -1- on the vibration damp- 
er is in line with the joint -2- between the cylinder block and 
the retaining frame on the left side (as seen in direction of 
travel). This makes it easier to screw in locking pin - T40069- 
in a later step. 


è The marking on the vibration damper is only a visual aid. The 
exact “TDC” position can only be obtained by screwing in the 
locking pin - T40069- . 


| 


=—— a 


* Threaded holes -arrows- in all camshafts must face upwards. 


(à) Note 


turn crankshaft one 
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Cylinder bank 1 (right-side): 


— Fit camshaft clamp - T40133/1- onto cylinder head -arrows- 
and tighten to 25 Nm. 


Cylinder bank 2 (left-side): 


— Fit camshaft clamp - T40133/2- onto cylinder head -arrows- 
and tighten to 25 Nm. 


ae s 


Continued for both cylinder banks: o 


- Remove plug -arrow-ifor crankshaft “TDG” marking from cyl- 
inder block. 


—. 


aN 
IZ 


— Screw locking pin - T40069- into hole (20 Nm); if necessary, 
turn crankshaft -1- backwards and forwards slightly to fully 
centralise locking pin. x 
a 
p = ay T40069 
1A T 


= Jf. 
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Cylinder bank 1 (right-side): 


— Press guide rail of chain tensioner for camshaft timing chain 
(right-side) inwards as far as the stop using a screwdriver 
-1-. Then lock chain tensioner byinserting locking pin - 
T40071-. A 


a Note 


The chain tensioner is oil-damped and can therefore only be 
compressed slowly by applying constant pressure. 


A Caution 


Risk of damage to camshafts. 


@ Do NOT use camshaft clamp - T40133- to counterhold 
when loosening bolt for camshaft adjuster or camshaft 
chain sprocket. 


— Apply socket -T40297- with ring spanner -2- to counterhold at 
corresponding camshaft adjuster. 


— Loosen bolt -1- for camshaft adjuster (inlet side). 


- Loosen bolt -3- for camshaft adjuster (exhaust side) by coun- 
terholding with socket -T40297- as well. 


VAN Caution 


Risk of irreparable damage to engine. 


¢@ Block off the opening in the valve timing housing with a 
clean cloth to prevent small items from dropping into the 
engine. 


— Mark position of camshaft adjusters with paint for re-installa- 
tion. 


- Unscrew bolts -1 and 2- and detach both camshaft adjusters. 
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Cylinder bank 2 (left-side): 


— Press guide rail of chain tensioner for camshaft timing chain 
(left-side) inwards as far as the stop using a screwdriver -1-. 
Then lock chain tensioner by inserting locking pin - T40071- . 


[a] Note 


The chain tensioner is oil-damped and can therefore only be 
compressed slowly by applying constant pressure. 


A Caution 


Risk of damage to camshafts. 


@ Do NOT use camshaft clamp - T40133- to counterhold 
when loosening bolt for camshaft adjuster or camshaft 
chain sprocket. 


— Apply socket -T40297- with ring spanner -2- to counterhold at 
corresponding camshaft adjuster. 


— Loosen bolt -1- for camshaft adjuster (exhaust side). 


— Loosen bolt -3- for camshaft adjuster (inlet side) by counter- 
holding with socket -T40297- as well. 


VAN Caution 


Risk of irreparable damage to engine. 


¢@ Block off the opening in the valve timing housing with a 
clean cloth to prevent small items from dropping into the 
engine. 


- eet position of camshaft adjusters with paint for re-installa- 
ion. 


— Unscrew bolts -1 and 2- and detach both camshaft adjusters. 
Installing 


[a] Note 


Renew bolts tightened with specified tightening angle. 


l CRAN 
i n 
(Sa Q-Q. to valves and piston crowns. 


Ê Phe aA must not be at “TDC” at any cylinder when 
the camshafts are turned. 
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* Drive chain for valve gear installed 


> “2.6 Removing and installing drive chain for valve gear”, 
page 111 


* Crankshaft -1- locked in “TDC” position with locking pin - F 
T40069- . ~ — T40069 


* Camshaft clamp -T40133/1- installed on cylinder bank 1 (right- 
side) and tightened to 25 Nm -arrows-. 


* Camshaft clamp -T40133/2- installed on cylinder bank 2 (left- 
side) and tightened to 25 Nm -arrows-. 


Cylinder bank 1 (right-side): 


A Caution 


Risk of damage to engine. 


@ The camshaft adjusters MUST be installed as described 
in the following work steps: 


. Fit or lead adjusters according to marks applied during re- 
moval. 


* Groove -1- or -4- on camshaft adjuster should align with cor- 
responding,adjustmentwindow -2- or -3-. 
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Fit camshaft adjusters according to marks applied during re- 
moval. 


— Fit timing chain onto drive chain sprocket and camshaft ad- 
justers and fit bolts -1 and 2- without tightening. 


e It should just be possible to turn both camshaft adjusters on 
the camshaft without axial movement. 


— Remove locking pin - T40071- . 


Cylinder bank 2 (left-side): 


A Caution 


Risk of damage to engine. 


$ The camshaft adjusters MUST be installed as described 
in the following work steps: 


* Fit camshaft adjusters according to marks applied during re- 
moval. 


* Groove -1- or -4- on camshaft adjuster should align with cor- 
responding adjustment window -2- or -3-. 


— Fit ao adjusters according to marks applied during re- 
moval. 


- Fit timing chain onto drive chain sprocket and camshaft ad- 
justers and fit bolt whoa Ani 


* It should just be p 
the camshaft withe 


Remove locking pin - T40071- . 
yt re ) { { [ ) pDr 


unte 
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Cylinder bank 1 (right-side): 


— Fit socket -T40297- onto camshaft adjuster of exhaust cam- 
shaft. 


— Apply torque wrench - V.A.G 1332- with open ring spanner 
insert - V.A.G 1332/9- to socket -T40297- . 


-— Have a second mechanic apply a torque of 40 Nm to camshaft 
adjuster in direction of -arrow-. 


— Tighten bolts as follows while keeping camshaft adjuster un- 
der tension: 


[Stage [Bolt [Tightening torque 


1. | si jAtcamshaft: 60 Nm 
1. | -#) (at camshaft: 60 Nm 


— Remove socket.-T40297-.. 


— Remove camshaft clamp -T40133/1- -arrows-. 


ee 
Cylinder bank 2 (left-side): 
— Fit socket -T40297- onto camshaft adjuster of inlet camshaft. 


— Apply torque wrench - V.A.G 1332- with open ring spanner 
insert - V.A.G 1332/9- to socket -T40297- . 


- Have a second mechanic apply a torque of 40 Nm to camshaft 
adjuster in direction of -arrow-. 


— Tighten bolts as follows while keeping camshaft adjuster un- 
der tension: 


Stage | _Bolt___[Tightening torque 


1 | [At camshaft: 60 Nm 
4 | 2 At camshaft: 60 Nm 


— Remove socket -T40297-. 


— Remove camshaft clamp -T40133/2- -arrows-. 
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Cylinder bank 1 (right-side): 


— Tighten camshaft adjuster bolts on cylinder head (right-side) 
as follows: 


Stage | ___Bolt___|Tightening torque | 


Tighten on camshaft to final tightening 
torque 

> “2.1 Exploded view - camshaft tim- 
ing chains”, page 93 

Tighten on camshaft to final tightening 
torque 

> “2.1 Exploded view - camshaft tim- 
ing chains”, page 93 


Cylinder bank 2 (left-side): 


— Tighten camshaft adjuster bolts on cylinder head (left-side) as 
follows: 


Tighten on camshaft to final tightening 
torque 


q 
> “2.1 Exploded view - camshaft tim- 


ing chains”, page 93 


Tighten on camshaft to final tightening 
torque 

=> “2.1 Exploded view - camshaft tim- 
ing chains”, page 93 


— Remove locking pin - T40069- . 


o 
CY 


SN, 


A 


E7 SA 
y 
vf A15-11588 


T40069 


Cn 
‘an J= Na} 
7] h| DESAY 


— Using adapter - T40058- and angled ring spanner, turn crank- 
shaft 2 revolutions in normal direction of rotation -arrow- until 
crankshaft is at “TDC” again. 


[a] Note 


/f you turn the crankshaft beyond “TDC” by mistake, turn it back 
o “TDC” again. 
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Cylinder bank 1 (right-side): 


— Fit camshaft clamp -T40133/1- on cylinder head and tighten 
-arrows-. 


* Tightening torque: 25 Nm 


Cylinder bank 2 (left-side): 


— Fit camshaft clamp -T40133/2- on cylinder head and tighten 
-arrows-. 


* Tightening torque: 25 Nm 


Continued for both cylinder banks: 
— Screw the locking pin - T40069- directly into the hole. 


+ The locking pin - T40069- must engage in the locating hole in 
crankshaft -1-. If it does not, reset valve timing. IC T40069 


— Remove camshaft clamps from both cylinder heads. 


— Removedocking»pin. 


Remaining installation steps are carried out in reverse sequence; 
note the following: 


— Install cylinder head cover 


> “3.3 Removing and installing cylinder head cover”, 
page.124,, 


— » Install timing. chain;covers (left,and right) 


> “1.2.1 Removing and installing timing chain cover (left- 
side)"; ‘page 80's 


Tightening torques 


@ = “2.1 Exploded view - camshaft timing chains”, page 93 


¢ = Fig. “Plug for TDC marking - tightening torque” , page 63 


+ = General body repairs, exterior; Rep. gr. 66 ; Noise insula- 
tion; Exploded view - noise insulation 


2.5 Removing and installing camshaft tim- 
ing chain 

Removing 

* Gearbox removed: 


@ = 7-speed dual clutch gearbox; Rep. gr. 34 ; Removing and 
installing gearbox 
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with respect to the correctne: yf information ir 
~ Remove timing chains from camshafts 

> “2.4 Removing camshaft timing chain from camshafts”, page 
98. 


A Caution 


/f a used timing chain rotates in the opposite direction when it 
is refitted, this can cause breakage. 


$ Mark running direction of timing chains (left and right) with 
paint for re-installation. Do not attempt to mark the timing 
chain with a centre punch or by making a notch or similar. 


— Remove locking pin - T40071- and detach camshaft timing 
chain (left-side). 


— Remove bolts -1, 2- and take off chain tensioner (right-side). 


La1s-11585 | 1585 
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— Press guide rail of chain tensioner for drive chain for valve gear 
in direction of -arrow- and lock chain tensioner by inserting 
locking pin - T40071- . 


— Remove bolt -1- securing bearing mounting for drive chain 
sprocket. 


— Pull off drive sprocket with bearing mounting and lift off cam- 
shaft timing chain (right-side). 


Installing 

a Note 

+è Note the correct inst. sioning element y ‘ six 
has been removed from the chain tensioner: drilling in base of s L 


housing faces chain, tensioner and piston faces tensioner rail, 
+ Renew bolts tightened with specified tightening angle. 


AN Caution A 7 


Risk of damage to valves and piston crowns. 


- (T40071 Ñ aa | 
> 


MEELT 


@ The crankshaft must not be at “TDC” at any cylinder when 
the camshafts are turned. 


— Fit camshaft timing chain (left-side) on drive chain sprocket 
according to marks made upon removal and guide chain up- 
wards to cylinder head. 


— Press down guide rail of chain tensioner for timing chain (left- 
side) and lock chain tensioner by inserting locking pin - 
T40071-. 


| A15-11584 | 


— Fit camshaft timing chain (right-side) on drive chain sprocket 
according to marks made upon removal and guide chain up- 
wards to cylinder head. 


— Install drive sprocket 


> Fig. “Installation position: bearing mounting for drive 
sprocket for camshaft timing chain (right-side)”" , page 97 . 


- Tighten bolt -1- securing bearing mounting for drive chain 
sprocket. 


-— Remove locking pin - T40071- . 


a Note 


Disregard -arrow-. 


A15-11454 
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— Fit chain tensioner on cylinder head (right-side). 
— Tighten bolts -1- and -2-. 


Remaining installation steps are carried out in reverse sequence; 
note the following: 


— Fit timing chains on camshafts > page 103. 
— Install timing chain cover (bottom) 


=> “1.2.3 Removing and installing timing chain cover (bottom)”, 
page 86. 


Tightening torques 
@ = “2.1 Exploded view - camshaft timing chains”, page 93 
2.6 Removing and installing drive chain for 

valve gear 


Special tools and workshop equipment required 


@ Locating pins - T40116- 
T40116 


W00-10394 


Removing 
* Gearbox removed: 


¢ = 7-speed dual clutch gearbox; Rep. gr. 34 ; Removing and 
installing gearbox 


@ = 8-speed automatic gearbox; Rep. gr. 37 ; Removing and 
installing gearbox 


— Remove timing chain cover (bottom) 


> “1.2.3 Removing and installing timing chain cover (bottom)”, 
page 86. 


— Remove timing chains 


> “2.5 Removing and installing camshaft timing chain”, 
page 108. 


— Remove bolts -1 and 2- and take off chain tensioner. 


f Y% J Ma 


fp y 


4 


- <— 
aiT 
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— Remove drive chain for auxiliary drives 
=> “2.7 Removing and installing drive chain for oil pump”, page 
113. 


A Caution 


/f a used drive chain rotates in the opposite direction when it is 
refitted, this can cause breakage. 


@ Mark running direction of drive chain with coloured arrows 
for re-installation. 


— Unscrew bolts - 


— Detach drive chain 
Installing 


Installation is carried outin reverse orderpnote:the following: «© 
permitted s autho ] DI AC 


Renew bolts tightened with specified tightening angle. 


* Crankshaft -1- locked in “TDC” position with locking pin - 
T40069- . 
A AA 
ASZ- Tao069 


A 


ley 


- Lock balance shaft sprocket in “TDC” position by inserting lo- 
cating pin -T40116- in adjustment window -arrow- of sprocket. 


- Position drive chain for valve gear onto drive chain sprockets 
(according to marks applied during removal). 


A15-11608 
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— Install guide rail and tighten bolts -1-. 
— Install chain tensioner and tighten bolts -2-. 


Locating pin -T40116- must be positioned in approximate cen- 
tre of adjustment window -arrow- in balance shaft sprocket. 


Locating pin must NOT make contact on left or right side. If 
necessary, adjust drive chain by one tooth. 


Install camshaft timing chains 
"25 Removin and installin camshaft timin chain” 


paas 106. cted D rigNt. ' Ing Ü 
Install timia chain ie Sey i 
“1.2.3 R 


Tightening t torques 


> “2.2 Exploded view - drive chain for valve gear”, page 96 


2.7 Removing and installing drive chain for 


oil pump 


Special tools and workshop equipment required 
@ Locking pin - T40071- 


Removing 


Gearbox removed: 


@ = 7-speed dual clutch gearbox; Rep. gr. 34 ; Removing and 


installing gearbox 


T40071 
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@ = 8-speed automatic gearbox; Rep. gr. 37 ; Removing and 
installing gearbox 


— Remove timing chain cover (bottom) 
> “1.2.3 Removing and installing timing chain cover (bottom)” 


page 86. 


— Use pliers to press down chain tensioner spring -arrows- and 
lock in place by inserting locking pin - T40071- . 


A Caution 


/f a used drive chain rotates in the opposite direction when it is 
refitted, this can cause breakage. 


$ Mark running direction of drive chain with paint for re-in- 
stallation. Do not attempt to mark the drive chain with a 
centre punch or by making a notch or similar. 


— Remove bolt -1- and take off chain tensioner. 


- Counterhold chain sprocket with a screwdriver -2- and remove 
bolt -1-. 

— Detach drive chain with chain sprocket. 

Installing 

Installation is carried out in reverse order; note the following: 


— Install timing chain cover (bottom) 


> “1.2.3 Removing and installing timing chain cover (bottom)”, 
page 86 . 


Tightening torques 
¢ > “2.3 Exploded view - drive chain for oil pump”, page 98 
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3 Cylinder head 
> “3.1 Exploded view - cylinder head”, page 115 


=> “3.2 Removing and installing cylinder head”, page 117 


> “3.3 Removing and installing cylinder head cover”, page 124 


=> “3.4 Checking compression”, page 126 


3.1 Exploded view - cylinder head 


[a] Note 


Illustration shows the cylinder head for cylinder bank 2 (left-side) as an example. 


1 - Cylinder head gasket 


Q Renewing 


> “3.2 Removing and in- 
stalling cylinder head”, 
page 117 


Q Installation position: 
part number must face 
cylinder head 


Q If renewed, change 
coolant and engine oil 
2 - Cylinder head 


Q Removing and installing 


> “3.2 Removing and in- 
stalling cylinder head”, 


page 117 
Q Checking for distortion 
> Sees H H : 


er headfor distortion.“ 

lage 11 

Q Machining limit 
= Fig. “Cylinder head 
machining limit” , 
page.117 

Q If renewed, change 
coolant and engine oil 

3 - Bolt 
QO Renew after removing 


QO Note correct sequence 
when loosening 
=> page 119 

Q Tightening torque and 
sequence 
> Fig. ““Cylinder head - 
tightening torque and 
sequence” , page 116 


4 - Gasket 
OQ For cylinder head cover 
Q Renew if damaged or leaking 


5 - Cylinder head cover 
QO Removing and installing > “3.3 Removing and installing cylinder head cover’, page 124 
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6 - Filler cap 
7 - Seal 
Q Renew if damaged or leaking 
8 - Bolt 
Q Renew if seal is damaged 
Q Tightening torque and sequence: 


@ = Fig. “Cylinder head cover (left-side) - tightening torque and sequence™ , page 116 


@ = Fig. “Cylinder head cover (right-side) - tightening torque and sequence” , page 116 


9 - Bolt 
Q Tightening torque and sequence 
= Fig. “Timing chain cover (bott 


Cylinder head cover (left-side) -‘tightening torque and' sequence 
— Tighten bolts in'the sequence -1 -.. 12-to 9 Nm. 


wad AM 
d A15-10390 


Cylinder head cover (right-side) - tightening torque and sequence 
— Tighten bolts in the sequence -1 ... 12- to 9 Nm. 


Cylinder head - tightening torque and sequence 


(à) Note 


Renew bolts tightened with specified tightening angle. 


— Tighten bolts in stages in the sequence shown: 


Stage | Bolts | Tightening torque/angle specification 
a a ee Screw in by hand until contact is made 


2 | 1.8 AON o 
3 | 1.8- [Tum 90° further 
4. | -1...8 [Tum90° further 
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Checking cylinder head for distortion 


— Use straight edge 500 mm - VAS 6075- and feeler gauge to 
measure cylinder head for distortion at several points. 


* Maximum distortion: 0.05 mm 


Cylinder head machining limit 


Machining of the cylinder head (surface grinding) is only permis- 
sible down to the minimum dimension -a-. 


í a, 


* Minimum dimension: -a- = 139.20 mm 


3.2 Removing and installing cylinder head 


> “3.2.1 Removing and installing cylinder head, bank 1 (right- 
side)”, page 117 


> “3.2.2 Removing cylinder head - bank 2 (left-side)”, page 119 


=> “3.2.3 Installing cylinder head”, page 122 


3.2.1 Removing and installing cylinder head, 
bank 1 (right-side) 


Special tools and workshop equipment required 


@ Socket XZN M12 (at least 75 mm), commercially available 


+ Engine bung set - VAS 6122- 
VAS 6122 


WO0-11228 


Procedure 
* Engine in vehicle. 


(ë) Note 


Reinstall all-cable ties in the same: locations when installing: 
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— Remove coolant pipe (front right) 
> “3.2.3 Removing and installing coolant pipe (front right)” 


page 211. 


— Remove coolant pipe (top) 
> “3.2.5 Removing and installing coolant pipe (top)” 


page 216. 


A WARNING 


The fuel system is pressurised. 


Risk of injury as fuel may spray out. 
Put on safety goggles. 
Put on protective gloves. 


Release pressure (wrap a clean cloth around connection 
and open connection carefully). 


— Disconnect fuel hose -1- > Fuel supply system; Rep. gr. 20 ; 
Plug-in connectors; Disconnecting plug-in connectors . 


- Seaboff yw lines and’connections with pluge (thoroughly 
clegned) om engine bung set - VAS 612 


- Reig ove camshafts (r ht-s 
4 Remavih ag (PR sie) ing camshaft”, page 134 . 


— Unplug:electrical connectors -arrows-~ at injectors: 


— Unplug electrical :connector™1-at temperature sender-for en 
gine temperature regulation - G694- . 


- Remove bolts -1, 2- and take chain tensioner off cylinder head. 


a Note 


Locking pin - T40071- remains in place. 


A15-11585 
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— Unscrew bolts -arrows- and detach bracket -1-. 


= 
[asns | 


— Remove bolts -arrows- at rear of cylinder head. 


— Slacken cylinder head bolts in the sequence -1 ... 8-. 


— Unscrew bolts, detach cylinder head and set it down on a soft 
surface (foam plastic). 


3.2.2 Removing cylinder head - bank 2 (left- 
side) 

Special tools and workshop equipment required 

@ Socket XZN M12 (at least 75 mm), commercially available 

Procedure 

* Engine in vehicle. 


[a] Note 


Re-install all cable ties in the same locations when installing. 


— Remove fuel line for MPI injection system 
=> “4.5 Removing and installing fuel line”, page 303 . 


— Remove camshafts (left-side) 
> “4.4 Removing and installing camshaft”, page 134 . 
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— Remove coolant pipe ( 
> “3. 2°PRemovingane 
208. | À | l 

- Unplug elẹctricalconnectors#1, 3- at injectors. 

— Unplug electrical connector -4- at fuel pressure sender - 
G2 


ù ar 
A 


q 
TP, | 
~ ‘= . a 
Z NN > A15-11617 
J — = = m 


The fuel system is pressurised. 
Risk of injury as fuel may spray out. 
Put on safety goggles. 
Put on protective gloves. 


Release pressure (wrap a clean cloth around connection 
and open connection carefully). 


— Remove union nut -2-. 


(å) Note 


Electrical connector -5- is unplugged in a later step. 


¢ If connection -arrow- has been unfastened or unbolted, it must 
be renewed. 


- Remove bolts -1, 2- and take chain tensioner off cylinder head. 


a Note 


Locking pin - T40071- remains in place. 
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— Move electrical wiring clear. 
— Remove bolt -arrow- and pull out guide tube for oil dipstick. 


— Remove bolts -arrows- at rear of cylinder head. 


— Slacken cylinder head bolts in the sequence -1 ... 8-. 


— Remove bolts, detach cylinder head and unplug electrical con- 
nector for injector for cylinder 4. 


— Place cylinder head onto soft surface (foam plastic). 
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3.2.3 Installing cylinder head 


Procedure 


A Caution 


Risk of damage to sealing surfaces. 


$ Carefully remove sealantresiduedrom cylinder head and 
cylinder block. 


$ Ensure that no long scores or scratches,are,made on.the 
surfaces. 


Risk of damage to cylinder block. 


@ No oil or coolant must be allowed to remain in the blind 
holes for the cylinder head bolts in the cylinder block. 


Risk of leaks at cylinder head gasket. 


@ Carefully remove any sealant residue from the cylinder 
head and cylinder block. Ensure that no long scores or 
scratches are made on the surfaces. 


Carefully remove any remaining emery and abrasive ma- 
terial. 


Do not remove new cylinder head gasket from packaging 
until it is ready to be fitted. 


Handle the cylinder head gasket very carefully to prevent 
damage to the silicone coating or the indented area of the 
gasket. 


Risk of damage to open valves. 


@ When installing an exchange cylinder head, the plastic 
protectors fitted to protect the open valves should not be 
removed until the cylinder head is ready to be fitted. 


Risk of damage to valves and piston crowns after working on 
valve gear. 


$ Turn the engine carefully at least 2 rotations to ensure that 
none of the valves make contact when the starter is op- 
erated. 


(å Note 


@ Renew bolts tightened with specified tightening angle. 


@ Renew self-locking nuts, seals, gaskets and O-rings after re- 
moval. 


+ Note the different sealants for sealing surfaces and cylinder 
head bolts = Electronic parts catalogue . 


@ When installing an exchange cylinder head, the contact sur- 
faces between the hydraulic compensation elements, roller 
rocker fingers and cams must be oiled before installing the 
cylinder head cover. 


@ After renewing the cylinder head or cylinder head gasket, 
change the coolant and engine oil. 
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* lf connection -arrow- has been unfastened or unbolted, it must 
be renewed. 


* Camshafts on cylinder head (right-side) locked in “TDC” posi- = 
tion -arrows- with camshaft clamp - T40133/1- (25 Nm) @T 


* The camshaft clamp - T40133/1- is positioned correctly if the 
holes for the cylinder head bolts remain free. 


* Camshafts on cylinder head (left-side) locked in “TDC” posi- 
tion -arrows- with camshaft clamp - T40133/2- (25 Nm) 


* The camshaft clamp - T40133/2- is positioned correctly if the 
holes for the cylinder head bolts remain free. 


* Crankshaft -1- locked in “TDC” position with locking pin - 
T40069-.. 


T40069 
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— Fit new seals for coolant pipe (front). BNE ti If] ANN 
— Place cylinder head gasket in position. O KT 


« Installation position: the word “oben” (top) or the Part No. 
should be visible. 


* Pay attention to dowel sleeves -arrows- in cylinder block. 
— Fit cylinder head. 


— Tighten cylinder head bolts 
> Fig. “Cylinder head - tightening torque and sequence w _ a 
page 116. Sea 


[| A15-10072 | 


— Tighten bolts -arrows-. 


(i Note 


Cylinder head"boltsdomnothave tobe torqued down again later 
after repair worki 


Remaining installationssteps.are.carried out in reverse sequence; 
note the following: 


- Install camshafts Py Da 
=> “4.4 Removing and installing camshaft”, page 134 . ý ; N 
— Install coolant pipe (front left) 


> “3.2. Removing and installing coolant'pipe (frontileft)”, page 
208 . 


— Install fuel line for MPI injection system 
=> “4.5 Removing and installing fuel line”, page 303 . 


— Install coolant pipe (top) 
> “3.2.5 Removing and installing coolant pipe (top)”, 
page 216. 


— Install coolant pipe (front right) 


> “3.2.3 Removing and installing coolant pipe (front right)”, 
page 211. 


- Electrical connections and routing > Current flow diagrams, 
Electrical fault finding and Fitting locations. 


— Change engine oil > Maintenance ; Booklet 411 . 


- Fill cooling system with fresh coolant 
> “1.3 Draining and filling cooling system”, page 183 . 


Tightening torques 


= Fig. “Cylinder head - tightening torque and sequence” , 
page 116 


¢ = Fig. “Guide tube for oil dipstick - tightening torque” , 
page 158 


@ = Item 19 (page 206) 


3.3 Removing and installing cylinder head 
cover 
Removing 


-— Remove ignition coils 


=> “1.3 Removing and installing ignition coils with output 
stages”, page 376. 
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Cylinder bank 1 (right-side): 
— Move fuel hose clear at cylinder head cover. 


— Unscrew bolts in the sequence -12 ... 1- and remove cylinder 
head cover. 


Cylinder bank 2 (left-side): 


[a] Note 


The crankcase breather hose -arrow- cannot be disconnected 
from the cylinder head cover without being damaged irreparably. 
— Remove bolts in the sequence -12 ... 1-. 


— Move cylinder head cover to one side with crankcase breather 
hose -arrow- connected. 
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If cylinder head cover is being removed: 


— Remove throttle valve module - J338- 


=> “4.3 Removing and installing throttle valve module J338 ”, 
page 301. 


— Remove bolt -1-, detach connection with crankcase breather 
hose and move clear. 


— Detach cylinder head cover. 


(å Note 


Disregard -item 2-. 


Installing 


Installation is carried out in reverse order; note the following: 


(à) Note 


@ Renew O-ring after removal. 
@ Renew gasket for cylinder head cover if damaged. 
@ Renew cylinder head cover bolts if gasket is damaged. 


— Clean surfaces; they must be free of oil and grease. 
- Install throttle valve module - J338- 


=> “4.3 Removing and. installing throttle valve module J338 ”, 
pag . 


— Installignition coils 


> “1.3Removingand. installing ignition coils with output 
stages”, page 3/6. 
Tightening torques 


@ = Fig..““Cylinder head cover (left-side)--. tightening torque. and 
sequence” , page 116 


@ = Fig. ““Cylinder head cover (right-side) - tightening torque 


and sequence” , page 116 


3.4 Checking compression 
Special tools and workshop equipment required 
+ Spark plug spanner - 3122B- 


WO0-11129 
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# Compression tester - V.A.G 1763- 
V.A.G 1763 


WO0-11177 


Procedure 
* Engine oil temperature at least'30\°C 
* Battery voltagecatileast 1215W 


— Remove ignition coils 


> “1.3 Removing and installing ignition coils with output 
stages”, page 376. 
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— Unplug electrical connectors -4, 5- for injectors at rear of cyl- 
inder head (left and right). 


a Note 


Disregard -items 1, 2, 3-. 


— Unscrew spark plugs using spark plug socket - 3122B- . 


— Check compression pressure with compression tester - V.A.G 
1763- . 


a Note 


Using the compression tester > Operating instructions . 


— Have a 2nd mechanic press down the accelerator pedal com- 
pletely and at the same time operate the starter until the 
pressure on the tester display no longer increases. 


— Repeat procedure on each cylinder. 


[Compression pressure yy] r 


Assembly is carried out in reverse sequence; note the following: 


— Install spark plugs > Maintenance ; Booklet 411. 


— Install ignition coils 
> “1.3 Removing and installing ignition coils with output 
stages”, page 376. 


— Erase any entries in event memory resulting from testing: 
* Vehicle diagnostic tester must be connected. 
— Selecting operating mode. 


- Using button and “Function/component selection” func- 
tion, select the following in succession from tree: 


Drive train 

01 - Self-diagnosis compatible systems 
Simos injection and ignition system 
Functions 


© © >è èo è 


Readiness code 
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4 Valve gear 


=> “4.1 Exploded view - valve gear”, page 129 
> “4.2 Measuring axial clearance of camshaft”, page 132 


=> “4.3 Measuring radial clearance of camshaft”, page 133 
=> “4.4 Removing and installing camshaft”, page 134 


=> “4.5 Removing and installing camshaft control valves”, 
page 141 


> “4.6 Checking hydraulic compensation elements”, page 142 


=> “4.7 Removing and installing valve stem oil seals”, page 144 


4.1 Exploded view - valve gear 


(å) Note 


@ Cylinder heads which have cracks between the valve seats or between a valve seat insert and the spark 
plug thread can be re-installed without reducing service life, provided the cracks are only slight and do not 
exceed a maximum of 0.3 mm in width, and no more than the first 4 turns of the spark plug threads are 
cracked. 


+è Illustration shows the cylinder head for cylinder bank 2 (left-side) as an example. 
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1 - Exhaust valve 
() Must not be machined; 
only grinding-in is per- 
missible 
Q Mark installation posi- 
tion for re-installation 
Q Checking 


> “5.2 Checking 
valves”, page 154 


ū Valve dimensions 
=> “5.3 Valve dimen- 


sions”, page 154 
Q Checking valve guides 
=> “5.1 Checking valve 
guides”, page 153 
2 - Sealing plug 


Q Apply sealant when in- 
stalling; refer to > Elec- 
tronic parts catalogue 


3 - Cylinder head 


Q Checking valve guides 
=> “5.1 Checking valve 


guides”, page 153 
4 - Valve stem oil seal 


ü Removing and installing 


=> “4.7 Removing and in- 


stalling valve stem oil 
seals”, page 144 


5 - Valve spring 
Q Installation position 
> Fig. “Installation po- 


sition of valve spring” , 


page 132 b 
6 - Valve spring plate 


7 - Valve cotters 


8 - Hydraulic compensation element 
Q Clipped into roller rocker finger -item 8- 
Q Checking > “4.6 Checking hydraulic compensation elements”, page 142 
Q Mark installation position for re-installation 
Q Lubricate contact surface before installing 


9 - Securing clip 
OQ Not supplied separately 
Q Check for firm attachment 


10 - Roller rocker finger 
Q Markinstallation»position,for re-installation 
Q (Check roller bearings for ease of movement 
Q ‘Lubricate contact surface before installing 
Q Assembly: attach to hydraulic compensation element -item 5- using securing clip -item 9- 


11 - Bolt 
QO Renew after removing 
O ‘Tightening torque and sequence 


ai hig. Retaining frame for. camshafts-of cylinder head; bank2 (left-side) 4 tightening torque and se- 


quence” , page 132 
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12 - Retaining frame 
Q With integrated camshaft bearings 
QO Removing and installing > “4.4 Removing and installing camshaft”, page 134 
13 - Bolt 
Q 5Nm 
14 - Camshaft control valve 2 - N208- 
Q Cylinder bank 1 (right-side): camshaft control valve 1 - N205- 
Q Removing and installing = “4.5 Removing and installing camshaft control valves”, page 141 
15 - O-ring 
QO Renew after removing 
16 - Bolt 
Q 5Nm 
17 - Exhaust camshaft control valve 2 - N319- 
Q Cylinder bank 1 (right-side): exhaust camshaft control valve 1 - N318- 
Q Removing and installing > “4.5 Removing and installing camshaft control valves”, page 141 
18 - O-ring 
QO Renew after removing 
19 - Compression ring 
20 - Inlet camshaft 
Q Removing and installing > “4.4 Removing and installing camshaft’, page 134 
Q Measuring axial clearance = “4.2 Measuring axial clearance of camshaft”, page 132 
Q Measuring radial clearance = “4.3 Measuring radial clearance of camshaft”, page 133 
Q Runout: max. 0.04 mm 


21 - Rectangular section seals 
Q One or two installed (depending on version); for allocation refer to > Electronic parts catalogue 


22 - Exhaust camshaft 
Q Removing and installing > “4.4 Removing and installing camshaft’, page 134 
Q Measuring axial clearance > “4.2 Measuring axial clearance of camshaft”, page 132 
Q Measuring radial clearance = “4.3 Measuring radial clearance of camshaft”, page 133 
QO) Runout: max. 0.04 mm 

23 - Banjo bolt 
QO With valve 
Q 25Nm 

24 - Oil pipe 

25 - Inlet valve 

Must not be machined; only grinding-in is permissible 

Mark installation position for re-installation 

Checking >5.2 Checking valves”, page 154 

Valve dimensions = “5.3 Valve dimensions”, page 154 

Checking,valve guides = “5.1 Checking valve guides”, page 153 


Ooococoo 
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Installation position of valve spring 


* Closely spaced spring coils -arrow- face towards cylinder 
head. 


A15-10101 


Retaining frame for camshafts of cylinder head, bank 1 (right- 
side) - tightening:torque*and.sequence 


Ok 


Renew bolts tightened with specified tightening angle. 


-— Tighten bolts in stages in the sequence shown: 


Screw in by hand until contact is made 
The retaining frame should make 
contact with the cylinder head over 


the full surface 


a ea Turn 90° further 


Retaining frame for camshafts of cylinder head, bank 2 (left-side) 
- tightening torque and sequence 


(å Note 


Renew bolts tightened with specified tightening angle. 


— Tighten bolts in stages in the sequence shown: 


Stage_|_Bots_| | Tightening torque/angle specification | 


Screw in by hand until contact is made 

* The retaining frame should make 
contact with the cylinder head over 
the full surface 


2 | 2 BNm o ë 
3. | -1..21- [Tum90° further | 


| A15-11302 | 1302 


4.2 Measuring axial clearance of camshaft 


Special tools and workshop equipment required 
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+ 


Universal dial gauge bracket - VW 387- 


+ Dial gauge - VAS 6080- 


Procedure 


Remove camshafts 
> “4.4 Removing and installing camshaft’, page 134 . 


Mark allocation of roller rocker fingers for re-installation. 


Carefully remove roller rocker fingers and place them on a 
clean surface. 


Re-insert camshafts, install retaining frame 
> Fig. “Retaining frame for camshafts of cylinder head, bank 


1 (right-side) - tightening torque and sequence” , page 132 or 
> Fig. “Retaining frame for camshafts of cylinder head, bank 
2 (left-side) - tightening torque and sequence” , page 132 and 
tighten with old bolts to 8 Nm (do not turn further). 


Secure universal dial gauge\bracket - VW 387- with dial gauge 
- VAS 6079- to cylinder head as shown in illustration. 


Préss:camshaftiagainstdial gauge by hand. 


Set dial gauge to “0”. 
Press camshaft away from dial gauge and read off value: 
Axial clearance: 0.100 ... 0.191 mm 


4.3 Measuring radial clearance of camshaft 


Special tools and workshop equipment required 


@ Plastigauge 


Procedure 


[a] Note 


Use old bolts when measuring radial clearance. 


Vedk 


W00-11125 


VAS 6080 


Ọ 


WO0-11196 
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— Remove camshafts 
=> “4.4 Removing and installing camshaft”, page 134 . 


— Mark allocation of roller rocker fingers for re-installation. 


— Carefully remove roller rocker fingers and place them on a 
clean surface. 


— Clean bearings and bearing journals. 


— Place a length of Plastigauge corresponding to the width of the 
bearing on the bearing journal or bearing shell to be measured. 


* The Plastigauge*mustbepositioned'in,the centre of the bear- 
ing. 


- Re-insert camshafts, fit retaining frame and secure with old 
bolts without rotating camshafts 
> Fig. “Retaining frame for camshafts of cylinder head, bank 
1 (right-side) - tightening torque and sequence”™ , page 132 or 
> Fig. “Retaining frame for-camshafts of ¢ylinder‘head! bank 


2 (left-side) - tightening torque and sequence’, page, 132. 


— Remove retaining frame and camshafts. again. 


— Compare width of Plastigauge with measurement scale. 
Radial clearance: 

* 24mm bearing Ø: 0.024 ... 0.066 mm 

* 36mm bearing Ø: 0.032 ... 0.078 mm 

— When carrying out final assembly, renew bolts. 


4.4 Removing and installing camshaft 


Special tools and workshop equipment required 


+ Impact extractor attachment -T10133/3- from tool set for FSI 
engines - T10133 C- 710133 C 


@ Locating pins - T40116- 


W00-10394 


@ Electric drill with plastic brush 
+ Safety goggles 
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@ Sealant = Electronic parts catalogue 
Removing 


— Remove timing chain from camshafts 
a,°4 Removing camshaft timing chain from camshafts”, page 


Cylinder bank 1 (right-side): 


— Remove high-pressure pump 


> “7.2 Removing and installing high-pressure pump”, 
page 322. 


— Unplug electrical connector -2- at Hall sender - G40- . 


— Remove bolts -arrows- and detach housing -1- for high-pres- 
sure pump. 


— Remove bolt -4- for earth wire. 
— Unplug electrical connectors_on, cylinder head: 


1 - For camshaft control valve. 1- N205-./ exhaust.camshaft.con- 
trol valve 1 - N318- 


5 - For Hall sender 3 - G300- 
— Move electrical wiring harness to one side. 


[a] Note 


Disregard items -2 and 3-. 


Cylinder bank 2 (left-side): 


- Remove vacuum pump > Brake system; Rep. gr. 47 ; Vac- 
uum system; Removing and installing vacuum pump . 


— Remove bolt -5- for earth wire. 
— Unplug electrical connectors on cylinder head: 
1 - For Hall sender 2 - G163- 


3 - For camshaft control valve 2 - N208- / exhaust camshaft con- 
trol valve 2 - N319- 


4 - For Hall sender 4 - G301- 


— Move electrical wiring harness to one side. 


[a] Note 


Disregard -item 2-. 
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Both sides (continued): 
— Remove corresponding intake manifold (bottom section) 


=> “4.2 Removing and installing intake manifold (bottom sec- 
tion) with fuel rail”, page 297 . 


-— Remove bolts -arrows- and detach corresponding camshaft 
control valves. 


Cylinder bank 1 (right-side): 


B Note 


For better access, loosen high-pressure pipe at fuel rail and 
bracket (leave high-pressure pipe in installation position). 

- Slacken retaining frame"bolts inthe Sequence -19 ... 1-. 

- Remove bolts, carefully release retaining frame from bonded 


joint and set itdownwith camshafts ona soft surface on work- 
bench. — oe 


-— Remove camshaft clamp - T40133/1- -arrows-. 
- Mark camshafts, remove and place on a clean surface. 
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Cylinder bank 2 (left-side): 
— Slacken retaining frame bolts in the sequence -21 ... 1-. 


— Remove bolts, carefully release retaining frame from bonded 
joint set it down with camshafts on a soft surface on work- 
ench. 


— Remove camshaft clamp - T40133/2- -arrows-. 


Installing 


(å) Note 


Renew seals and sealing plugs after removing. 
* Crankshaft -1- locked in “TDC” position with locking pin - 
T40069- . 


* Hydraulic compensation elements and roller rocker fingers in- 
stalled. 


A15-11582 


T40069 
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A Caution 


Protect lubrication system and bearings against contamina- 
tion. 


$ Coverexposed parts of the engine. 


A WARNING 


Risk of eye injury: 


$ Put on safety goggles. 


— Remove remaining sealant from cylinder head and retaining 
frame -1- using rotating plastic brush or similar. 


— Clean surfaces; they must be free of oil and grease. 
— Oil running surfaces of both camshafts. 


— Fit camshafts in retaining frame. 


* Camshafts must be in correct position in axial bearings 
-arrows- in retaining frame. 


* The ends of the rectangular section seals -1, 2, 3- must point 
up or down. The ends of the rectangular section seals must 
never point to the side. 


(å Note 


One or two rectangular section seals are installed on the exhaust 
camshaft -2 and/or 3- (depending on version); for allocation refer 
to > Electronic parts catalogue . 


— Turn retaining frame over with camshafts fitted, holding cam- 
shafts firmly in position. 


- Turn camshafts until threaded holes -arrows- point upwards. 


— Check that camshafts are still in correct position in axial bear- 
ings in retaining frame. 


t 
ETI A13-10476 |! 
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Cylinder bank 1 (right-side): 
1 


— Fit camshaft clamp - T40133/1- onto cylinder head -arrows- > - me 
and tighten to 25 Nm. ! 


Cylinder bank 2 (left-side): 


— Fit camshaft clamp - T40133/2- onto cylinder head -arrows- 
and tighten to 25 Nm. 


This owe 
ay u 


Continued for both cylinder banks: 


(ë) Note 


Note the use-by date of the sealant. 


- ou a nozzle of tube at front marking (nozzle @ approx. 
mm). 


[aos] 7-0081 


4. Valve gear 1 39 


GEED Audi A6 2011 > , Audi A6 China 2012 > , Audi A7 Sportback 2011 > 
. 6-cylinder direct injection engine with supercharger (3.0 Itr. 4-valve TFSI, EA837evo) - Edition 05.2018 


lis 


„Caution 


ide down again. 


„Make sure, excess, sealant dons net contaminate ponia 


bearings. 
$ The sealant beads must not be thicker than specified. 


— Apply beads of sealant -4 ... 8- onto clean sealing surfaces of 
retaining frame as shown in illustration. 


+ Width of sealant beads: 2.0 mm. 


— Apply beads of sealant -1 ... 3- onto clean sealing surfaces of 
retaining frame as shown in illustration. 


+ Width of sealant beads: 2.5 mm. 


(i Note 


The retaining frame must be installed within 5 minutes after ap- 
plying the sealant. 


— Fit retaining frame onto cylinder head. 
— Insert locating pins -T40116- in retaining frame and cylinder 
head. 


— Tighten bolts securing retaining frame for camshafts. 


[a| Note 


After installing the retaining frame, wait about 30 minutes for the ry |= a 
sealant to dry. ls 7 ] 


- Clean bore for outer sealing plug in cylinder head (left and 
right); it must be free of oil and grease. 


- Coat outer circumference of sealing plug -arrow- with sealant; 
for sealant refer to > Electronic parts catalogue . 


- Drive in sealing plug until flush. 
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— Use impact extractor attachment -T40116- to pull out locating 
pins -T10133/3- 


Remaining installation steps are carried out in reverse sequence; 
note the following: 


= -T10133/3 


J 


— Install camshaft control valves 


“ 


> “3.1 Exploded view - cylinder head”, page 115 . 
— Install intake manifold (bottom section) 


> “4.2 Removing and installing intake manifold (bottom sec- 


tion) with fuel rail”, page 297 


— Install housing for high-pressure pump drive and high-pres- 
sure pump 


“ 


> “7.2 Removing and installing high-pressure pump”, 
page 322. 


— Install vacuum pump => Brake system; Rep. gr. 47 ; Vacuum 
system; Removing and installing vacuum pump . 


— Electrical connections and routing > Current flow diagrams, 
Electrical fault finding and Fitting locations. 


— Fit timing chains on camshafts 
=> “2.5 Removing and installing camshaft timing chain”, 
page 108 . 


A Caution 


Risk of damage to valves and piston crowns after working on 
valve gear. 


@ The hydraulic tappets have to settle; wait for approx. 30 
minutes after installing camshafts before starting engine. 


$ Turn the engine carefully atleast 2 rotations to ensure that 
none T the valves make contact when the starter is op- 
erated. 


Tightening torques 
@ = “4.1 Exploded view - valve gear”, page 129 


% => Fig. Retaining frame for camshafts of cylinder head, bank 
1 (right sidah - tightening torque and sequence™ f page 132 

@\ > Fig/*“Retaining frame for camshafts of cylinder head, bank 
2 (ieside} “tightening torque and sequence™ , page 132 


4.5 Removing and installing camshaft.con- 
trol valves 


Removing 


— Remove engine cover panel 


= “3.1 Removing and installing engine cover panel”, 
page 43. 
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Cylinder bank 1 (right-side): 


- Move hose -1- for activated charcoal filter system clear at air 
pipe. 


- Detach vacuum hose -2- from connection on air pipe. 
- Loosen hose clips -arrows- and detach air pipe. 


Both sides (continued): 

— Unplug relevant electrical connector -1-. 

— Unscrew bolt -2- and detach valve. 

Installing 

Installation is carried out in reverse order; note the following: 


(å) Note i l jii Ly œN 
@ Renew O-rings after removing. a) | A asna |g 


@ Secure all hose connections. with correct type.of hose.clips. (as 
original equipment) > Electronic parts catalogue . 


— Install engine,cover: panel 
= “3.1 Removing and installing engine cover panel”, 
page 43. 


Tightening torques 
@ = “4.1 Exploded view - valve gear”, page 129 


@ = “2.2 Exploded view - hose connections for charge air sys- 
tem”, page 275 


4.6 Checking hydraulic compensation ele- 
ments 


a Note 


@ The hydraulic compensation elements cannot be serviced. 


@ /rregular valve noises when starting engine are normal. 


Special tools and workshop equipment required 
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@ Adapter - T40058- 


@ Feeler gauge 


Procedure 


Start engine and run until radiator fan has started up once. 


Increase engine speed to approx. 2500 rpm for 2 minutes 
(perform road test if necessary). 


If the compensation elements are still noisy, locate the defec- 
tive compensation element as follows: 


Remove cylinder head cover 


= “3.3 Removing and installing cylinder head cover”, 
page 124. 


Insert guide pin of adapter -T40058- as follows: 


The larger-diameter section -arrow 1- faces towards the en- 
gine. 


The smaller-diameter section -arrow 2- faces the adapter. 


Use adapter - T40058- and angled ring spanner to turn crank- 
shaft in direction of engine rotation -arrow-. 


T40058 


woo-10109 
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— Press roller rocker finger down -arrow- to determine clearance 
between cam and roller rocker finger. 


— lf it is possible to insert a feeler gauge of 0.20 mm between 
cam and roller rocker finger, renew hydraulic compensation 
element 


> “4.4 Removing and installing camshaft”, page 134 . 
Additional steps required 
— Install cylinder head cover 


=> “3.3 Removing and installing cylinder head cover”, 
page 124. 


4.7 Removing and installing valve stem oil 
seals 


> “4.7.1 Removing and installing valve stem oil seals (cylinder 
head installed)”, page 144 


> “4.7.2 Removing and installing valve stem oil seals (cylinder 


head removed)”, page 148 


4.7.1 Removing and installing valve stem oil seals (cylinder head installed) 


Special tools and workshop 
equipment required 
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© © è oè 


+ 


Spark plug spanner - 3122B- 
Valve stem seal puller - 3364- 
Valve stem seal fitting tool - 3365- 


Removal and installation device for valve cotters - VAS 5161 
A- with guide plate -VAS 5161/19C- , or substitute -VAS 
5161/19B- 


Adapters - T40012- 


Procedure 


Remove camshafts 
> “4.4 Removing and installing camshaft”, page 134 . 


Mark original positions of roller rocker fingers and hydraulic 
compensation elements for re-installation. 


Remove roller rocker fingers together with hydraulic compen- 
sation elements and put down on a clean surface. 


Unscrew spark plugs using spark plug socket - 3122B- . 
Set piston of appropriate cylinder to “bottom dead centre”. 


Apply drift -VAS 5161/3A- to valve spring plate and use plastic- 
headed hammer to release sticking valve cotters. 


Fit guide plate -VAS 5161/19C- from removal and installation 
device for valve cotters - VAS 5161 A- on cylinder head. 


Secure guide plate with knurled screws -VAS 5161/12- . 


Screw adapter - T40012/1- with seal hand-tight into the cor- 
responding spark plug thread. 


Connect"ädaptërtocóMmpresSsed air line using a commercially 
available connection piece and apply constant air pressure. 


Minimum pressure: 6 bar 


VAS 5161/73A 


A N 


s 1 ling 
“VAS 516 


As, 
PA 
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— Screw snap-in device -VAS 5161/6- with engaging fork - 
VAS 5161/5- into guide plate. 


— Insert assembly cartridge -VAS 5161/8A- in guide plate. 


— Attach pressure fork -VAS 5161/2- to snap-in device and push 
assembly cartridge down. 


— Atthe same time, turn knurled screw of assembly cartridge 
clockwise until tips engage in valve cotters. 


— Move knurled screw back and forth slightly; the valve cotters l fe Vi Gi 
are thus forced apart and taken up by the assembly cartridge. . j VAS 5161/5 $ 


— Release pressure fork. 

— Take out assembly cartridge. 

— Detach guide plate and turn to one side. 

* The compressed air hose remains connected. 
— Detach valve spring with valve spring plate. 


— Pull off valve stem oil seal with valve stem seal puller - 3364- . 


If the valve stem seal puller - 3364- cannot be used on some of 
the valve stem oil seals due to the confined space, proceed as 
follows: 


— Knock out pin -arrow- of puller using a drift and remove impact 
extractor attachment. 


— Apply bottom section of puller -3364- to valve stem oil seal. 


— Secure puller with a punch or roll-pin drift -1-, as shown in il- 
lustration. 


— Apply assembly leverto puller and pull out valve stem oil seal 
-arrow-. 
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A Caution 


Make sure valve stem oil seals are not damaged when instal- 


ling. 


@ New valve stem oil seals -B- are supplied with plastic 
sleeve; fit plastic sleeve -A- onto valve stem. 


— Lightly oil sealing lip of valve stem oil seal. 
— Slide valve stem oil seal onto plastic sleeve. 


— Carefully press valve stem oil seal onto valve guide using 
valve stem seal fitting tool - 3365- . 


— Remove plastic sleeve. 

If valve cotters have been removed from assembly cartridge, they 
must first be inserted in insertion device -VAS 5161/18- . 

+ Largendiameter,of.valve cotters faces upwards. 


— Press assembly cartridge onto insertion device from above 
and.take up valve cotters. 


— Insert valve spring and valve spring plate. 
* The closely spaced spring coils -arrow- face the cylinder head. 


A15-10101 
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— Secure guide plate -VAS 5161/19C- back onto cylinder head. 


— Insert assembly cartridge in guide plate. VAS 5161/8A 


— Press down pressure fork and pull knurled screw upwards 
while turning screw in both directions - this will insert the valve 
cotters. 


— Release pressure fork with knurled screw still in pulled posi- 
tion. 


— Repeat procedure for each valve. 
Assembling 


— Ensure that all roller rocker fingers make contact with the ends 
of the valve stems correctly and are clipped onto their respec- 
tive hydraulic compensation elements. 


— Install spark plugs > Maintenance ; Booklet 411. 


— Install camshafts 
> “4.4 Removing and installing camshaft”, page 134 . 


A Caution 


Risk of damage to valves and piston crowns after working on 
valve gear. 


$ The hydraulic tappets have to settle; wait for approx. 30 
minutes after installing camshafts before starting engine. 


$ Turn the engine carefully at least 2 rotations to ensure that 
none of the valves make contact when the starter is op- 
erated. 


4.7.2 Removing and installing valve stem oil seals (cylinder head removed) 
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Special tools and workshop 
equipment required 


+ 
+ 


VAS 5161 


Valve stem;seal-puller, - 3364- 
Valve stem seal fitting tool - 3365- 


Removal and installation device for valve cotters - VAS 5161 
A- with guide plate -VAS 5161/19C- , or substitute -VAS 
5161/19B- 


Engine and gearbox support - VAS 6095- 
Cylinder head tensioning device - VAS 6419- 


Procedure 


Remove camshafts 
> “4.4 Removing and installing camshaft”, page 134 . 


Mark original positions of roller rocker fingers and hydraulic 
compensation elements for re-installation. 


Remove roller rocker fingers together with hydraulic compen- 
sation elements and put down on a clean surface. 
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— Insert cylinder head tensioning device - VAS 6419- into engine 
and gearbox support - VAS 6095- . 


— Secure cylinder head in cylinder head tensioning device, as 
shown in illustration. 


- Connect cylinder head tensioning device to compressed air 
supply. 


- Using lever -arrow-, slide air pad under combustion chamber 
where valve stem oil seal is to be removed. 


— Apply just enough compressed air to bring air pad into contact 
with valve heads. 


— Apply drift-VAS 5161/3A- to valve spring plate and use plastic- 
headed hammer to release sticking valve cotters. 


— Fit guide plate -VAS 5161/19C- onto cylinder head. 
— Secure guide plate with knurled screws -VAS 5161/12- . 


— Screw snap-in device -VAS 5161/6- with engaging fork - 
VAS 5161/5- into guide plate. 


- Insert assembly cartridge -VAS 5161/8A- in guide plate. 


— Attach pressure fork -VAS 5161/2- to snap-in device and push 
assembly cartridge down. 


- Atthe same time, turn knurled screw of assembly cartridge A 
clockwise until tips engage in valve cotters. VAS 5161/ 


— Move knurled screw back and forth slightly; the valve cotters ie as IN Ue 
are thus forced apart and taken up by the assembly cartridge. MS is VAS 5161/5! 


S i) n a 


— Release pressure fork. 
- Take out assembly cartridge. 
- Detach guide plate and turn to one side. 


- Detach valve spring with valve spring plate. 
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— Pull off valve stem oil seal with valve stem seal puller - 3364- . 


A Caution 


Make sure valve stem oil seals are not damaged when instal- 


ling. 


@ New valve stem oil seals -B- are supplied with plastic 
sleeve; fit plastic sleeve -A- onto valve stem. 


L 


— Lightly oil sealing lip of valve stem oil seal. , 4 q 

— Slide valve stem oil seal onto plastic sleeve. = (( 

— Carefully press valve stem oil seal onto valve guide using 
valve stem seal fitting tool - 3365- . 

— Remove plastic sleeve. 

If valve cotters have been removed from assembly cartridge, they 

must first be inserted in insertion device -VAS 5161/18- . 

* Larger diameter of valve cotters faces upwards. 


— Press assembly cartridge onto insertion device from above 
and take up valve cotters. 


VAS 5161/18 


— Insert valve spring and valve spring plate. 


* The closely spaced spring coils -arrow- face the cylinder head. 


A15-10101 
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Assembling 
Assembly is carried out in reverse sequence; note the following: 


Secure guide plate -VAS 5161/19C- back onto cylinder head. 
Insert assembly cartridge in guide plate. 


Press down pressure fork and pull knurled screw upwards 
while turning screw in both directions - this will insert the valve 
cotters. 


Release pressure fork with knurled screw still in pulled posi- 
tion. 


Repeat procedure for each valve. 


Ensure that all roller rocker fingers make contact with the ends 
of the valve stems correctly and are clipped onto their respec- 
tiveshydraulic compensation elements. 


Install camshafts 
= “4.44Removing and installing camshaft”, page 134 . 
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5 Inlet and exhaust valves 


> “5.1 Checking valve guides”, page 153 
=> “5.2 Checking valves”, page 154 
> “5.3 Valve dimensions”, page 154 


5.1 Checking valve guides 


Special tools and workshop equipment required 
@ Universal dial gauge bracket - VW 387- 


WO0-11125 


+ Dial gauge - VAS'6079- 
VAS 6079 


WO0-11309 


Procedure 


(i) Note 


@ /fthe valve has to be renewed as part of a repair, use a new 
valve for the measurement. 


@ Only insert inlet valve into inlet valve guide and exhaust valve 
into exhaust valve guide, as the stem diameters are different. 
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— Secure dial gauge - VAS 6079- to cylinder head with universal 
dial gauge bracket - VW 387- as shown in illustration. 


VW 387— 
— Insert valve into guide. VAS 6079 

* End of valve stem must be flush with valve guide. 
— Measure the amount of sideways play. 

* Wear limit: 0.8 mm. 


— Ifthe wear limit is exceeded, repeat the measurement with 
new valves. 


— Renew cylinder head if wear limit is still exceeded. 


(å) Note 


Valve guides cannot be renewed. 


PY N15-10914 


5.2 Checking valves 


— Visually inspect for scoring on valve stems and valve seat sur- 
faces. 


— Renew valve if scoring is clearly visible. 


5.3 Valve dimensions 


[a| Note 


Inlet and exhaust valves must not be machined. Only grinding-in 
is permitted. 


[Dimension | Inlet valve | Exhaust valve _| 
obi) L] mm| 598+0.01 | 5.96+0.01 | 
a e) s, | B ñk 


AN WARNING 


Care must be taken when disposing of old sodium-cooled ex- 
haust valves - risk of injury. 


A15-0326 


@ The valves must be sawn in two with a metal saw between 
the centre of the stem and valve head. When doing so, the 
valves must not come into contact with water. 


@ Then throwa maximum often valves into a bucket of water 
and step away immediately. 


$ A sudden chemical reaction will occur upon contact with 
water in which the sodium filling burns. 


$ After performing these steps the valves can be disposed 
of in the normal way. 
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17- Lubrication 


1 Sump/oil pump 
=> “1.1 Exploded view - sump/oil pump”, page 155 


> “1.2 Engine oil”, page 158 


> “1.3 Removing and installing sump (bottom section)”, 
page 158 


> “1.4 Removing and installing sump (top section)”, page 160 


> “1.5 Removing and installing oil pump”, page 163 


> “1.6 Removing and installing oil level and oil temperature send- 
er G266 ”, page 164 


1.1 Exploded view - sump/oil pump 


[a] Note 


+è /flarge quantities of metal shavings or abrasion are found when performing engine repairs, this may be an 
indication of damage to the crankshaft or conrod bearings. To prevent further damage, the following steps 
are required after completion of repair work: clean the oil passages carefully and renew the oil spray jets, 
engine oil cooler and oil filter. 


+è Oil capacities, oil specifications and viscosity grades > Maintenance tables . 
+ Oil spray jet for piston cooling = Fig. “Oil spray jet for piston cooling”, page 74. 
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1 - Oil level and oil temperature 
sender - G266- 


Q Removing and installing 


> “1.6 Removing and in- 
stalling oil level and oil 
temperature sender 
G266 ”, page 164 


2 - Seal 
QO Renew after removing 


3 - Bolt 
QO Renew after removing 


Q Tightening torque and 
sequence 


> Fig. “Sump (bottom 
section) - tightening tor- 


que and sequence” , 
page 157 


4 - Sump (bottom section) 


QO Removing and installing 


> “1.3 Removing and in- 
stalling sump (bottom 


section)”, page 158 
5 - Bolt 
QO 9Nm 


6 - Baffle plate (bottom) 


7 - Bolt 
Q Renew after removing 


pe- AR| 
Q Tightening torque and ee 
sequence 
=> Fi “grime (to sec- — A 
tion tighteningntorque 4 7 
angsequenwe 29 28 27 


page 158 
8 - Sump (top’Section) 
û Removing and installing > “1.4 Removing and installing sump (top section)”, page 160 


9 - Dowel sleeve 
Q 2x 
10 - Baffle plate (top) 
11 - Bolt 
Q Renew after removing 
Q Apply locking fluid when installing; refer to > Electronic parts catalogue 
QO 3 Nm +90° 


12 - Gasket 
Q Insert in retaining frame 
QO Renew after removing 
13 - Oil pump drive shaft 
14 - O-ring 
QO Renew after removing 
15 - Sleeve 
QO 2x 
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16 - Bearing bracket 
17 ~Bolt 
Q 9Nm 
18 - Chain sprocket*for oilpump 
Q Can only be fitted in one position on drive shaft 
19 - Bolt 
T Renew afte removing 
Qti3;Nmet+90° 
20 - O-ring 
QO) Renew after removing 
21 - Seal 
QO) Renew after removing 
22 - Oil pump 
Q Do not dismantle 
ü Removing and installing > “1.5 Removing and installing oil pump”, page 163 


23 - Bolt 
Q 20Nm 
24 - O-ring 
QO Renew after removing 
25 - Bolt 
Q 9Nm 
26 - Intake connecting pipe 
Q For oil pump 
27 - Seal 


Q Renew after removing 
28 - Oil drain plug 
Q 30Nm 


29 - Nut 
QO 9Nm 


Sump (bottom section) - tightening torque and sequence 


[a] Note 


Renew bolts tightened with specified tightening angle. 


— Tighten bolts in stages as follows: 


Stage | Tightening torque/angle specification 


1o] 8 Nm in diagonal sequence 
ae! Turn 90° further in diagonal sequence 
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Sump (top section) - tightening torque and sequence 


— Tighten bolts -1 ... 6- in diagonal sequence and in stages to 
20 Nm: 


c 


j} 


) 
l 


Guide tube for oil dipstick - tightening torque 
— Tighten bolt -arrow- to 9 Nm. 


1.2 Engine oil 
Oil capacities, oil specifications and viscosity grades > Mainte- 
nance tables . 


A Caution 


Risk of damage to catalytic converter. 


@ The oil level must not be above the “MAX” mark on the 
dipstick. 


1.3 Removing and installing sump (bottom 
section) 

Special tools and workshop equipment required 

@ Electric drill with plastic brush attachment 


@ Safety goggles 
@ Sealant = Electronic parts catalogue 


Removing 
* Engine oil drained > Maintenance ; Booklet 411 
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— Unplug electrical connector -1- at oil level and oil temperature 
sender - G266- and move electrical wiring clear. 


A Caution 


Take care to keep components clean. 
@=Therewill still be*some oil in the sump (bottom section). 


— Loosen bolts for sump (bottom section) -2- in diagonal se- 
quence and: remove bolts, 


+itRelease sump: (bottom section) from: bonded jointe.g: with a 
spatula, taking care not to bend sump. 


Installing 


(i) Note 


@ Renew seals after removing. 


@ The sump (bottom section) must be renewed if its coating is 
damaged or if it is bent. 


AN Caution 


Protect lubrication system and bearings against contamina- 
tion. 


@ Cover exposed parts of the engine. 


A WARNING 


Risk of eye injury. 


$ Puton safety goggles. 


— Remove remaining sealant on bottom section -1- and top sec- 
tion of sump with a rotating plastic brush or similar. 


— Clean surfaces; they must be free of oil and grease. 


[a] Note 


Note the use-by date of the sealant. 


— Cut off nozzle of tube at front marking (nozzle @ approx. 1 
mm). 


Ly DI (O Me 
a ew (EE 


[_A17-10940 ] 17-10940 


1. Sump/oil pump 1 59 


CORD Audi A6 2011 > , Audi A6 China 2012 > , Audi A7 Sportback 2011 > 
Aue: _ 6-cylinder direct injection engine with supercharger (3.0 Itr. 4-valve TFSI, EA837evo) - Edition 05.2018 


A Caution 


Make sure lubrication system is not clogged by excess sealant. 


$ The sealant bead must not be thicker than specified. 


— Apply sealant bead -arrow- onto clean sealing surface of sump 
(bottom section) as shown in illustration. 


+ Width of sealant bead: approx. 1.5 mm. 


(a! Note 


The sump (bottom section) must be installed within 5 minutes af- 
ter applying the sealant. 


A17-10932 


— Fit sump (bottom section) -2-, tighten bolts 
=> Fig. ““Sump (bottom section) - tightening torque and se- 
quence” , page 157 and plug in electrical connector -1-. 


Remaining installation steps are carried out in reverse sequence; 
note the following: 


- eile engine oil and check oil level > Maintenance ; Booklet 


Tightening torques 
+ = Pig “Sump (bottom Section) - tightening torque and se- - - : 
quence”“ , page 157 i eee - 
eoo O NS 
1.4 Removing and installing sump (top sec- 
tion) 


Special tools and workshop equipment required 
+ Safety goggles 

@ Electric drill with plastic brush attachment 

@ Sealant = Electronic parts catalogue 
Removing 


* Engine secured to engine and gearbox support 
> “1.3 Securing engine to engine and gearbox support”, page 
28. 


— Remove timing chain cover (bottom) 


> “1.2.3 Removing and installing timing chain cover (bottom)”, 
page 86. 


-— Remove oil pump 
=> “1.5 Removing and installing oil pump”, page 163 . 
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— Unplug electrical connector -2-. 


— Slacken bolts -1 ... 6- for sump (top section) in diagonal se- 
quence and remove. 


- ip release sump (top section) from bonded joint and pry 
sump off dowel pins on cylinder block. 


Installing 


[a] Note 


Renew seal and O-ring after removal. 


| 


oo SO ID 


A17-10790 
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A Caution 


Protect lubrication system and bearings against contamina- 
tion. 


$ Cover exposed parts of the engine. 


— Remove old sealant from grooves on sump (top section) and 
from sealing surface. 


A WARNING 


Risk of eye injury. 


[ A17-10940 | 17-10940 


$ Put on safety goggles. 


— Remove remaining sealant from sump (top section) -1- and 
cylinder block using rotating plastic brush or similar. 


— Clean surfaces; they must be free of oil and grease. 


(å) Note 


Note the use-by date of the sealant. 


— Cut off nozzle of tube at front marking (nozzle @ approx. 1.5 
mm). 


A Caution 


Make sure lubrication system is not clogged by excess sealant. 
$ The sealant bead must not be thicker than specified. 


— Apply bead of sealant -arrow- onto clean sealing surface of 
sump (top section) as shown in illustration. 


* The grooves on the sealing surfaces must be completely filled 
with sealant. 


* The bead of sealant must project 1.5 ... 2.0 mm above the 
sealing surface. 


(à) Note 


The sump (top section) must be installed within 5 minutes after 
applying the sealant. 


[_A17-10023 | 
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— Fit seal -1- into retaining frame. 


[a] Note 


Disregard -item 2-. 


— Check that dowel sleeves are fitted, fit sump (top section) and 
tighten bolts 
=> Fig. ““Sump (top section) - tightening torque and se- 
quence” , page 158 . 


Remaining installation steps are carried out in reverse sequence; 
note the following: 


— Install oil pump 
> “1.5 Removing and installing oil pump”, page 163 . 


@ = “1.1 Exploded view - sump/oil pump”, page 155 


@ = Fig. “Sump (top section) =. tightening torque and se 


quence” „page 158 


I 


1.5 Removing and installing oil pump 
Removing 


— Remove sump (bottom section) 
> “1.3 Removing and installing sump (bottom section)” 


page 158 . 
— Remove bolts -arrows- and detach baffle plate. 


— Remove bolts -arrows-. 
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— Using pliers -2-, press drive shaft -1- back against spring pres- 
sure and detach oil pump -3-. 


a Note 


Oil pump drive shaft remains in position. 


Installing 
Installation is carried out in reverse order; note the following: 


a Note 


Renew O-rings. 


— Install sump (bottom section) 
> “1.3 Removing and installing sump (bottom section)” 


page 158. 
— Fill with engine oil and check oil level > Maintenance ; Booklet 
411. 


Tightening torques 
@ = “1.1 Exploded view - sump/oil pump”, page 155 


1.6 Removing and installing oil level and oil 
temperature sender - G266- 


Removing 
* Engine oil drained > Maintenance ; Booklet 411 
— Unplug electrical connector -2-, 


— Remove nuts -1- and detach oil level and oil temperature 
sender - G266- -item 3-. 


Installing 
Installation is carried out in reverse order; note the following: 


a Note 


Renew seal -4- after removing. 


— Fill with engine oil and check oil level > Maintenance ; Booklet 
411. 


Tightening torques 
@ = “1.1 Exploded view - sump/oil pump”, page 155 
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2 Engine oil cooler 


> “2.1 Exploded view - engine oil cooler”, page 165 
=> “2.2 Removing,and installing engine.oil cooler’, page 165 
2.1 Exploded view ~engine:oil:cooler 


1 - Engine oil cooler 


Q With oil cooler bypass 
valve 


Q See note > page 155 


Q Removing and installing 


> “2.2 Removing and in- 
stalling engine oil cool- 
er’, page 165 


2 - Bracket 
3 - Bolt 
QO) Renew after removing 
Q 3Nm+90° 
4 - Coolant hose 
5 - Timing chain cover (bottom) 
6 - Seal 
QO Renew after removing 
7 - Coolant pipe (top) 

OQ Removing and installing 
=> “3.2.5 Removing and 
installing coolant pipe 
(top)”, page 216 

8 - Bolt 


Q Tightening torque 
=> Item 19 (page 206) 


9 - Bolt 
QO Renew after removing 


Q 3Nm+90° 
2.2 Removing and installing engine oil cool- 
er 


Special tools and workshop equipment required 
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+ Hose clip pliers - VAS 6362- 
VAS 6362 


Removing 


— Drain coolant 
> “1.3 Draining and filling cooling system”, page 183 . 
— Remove plenum chamber partition panel > General body re- 


pairs, exterior; Rep. gr. 50 ; Bulkhead; Exploded view - plenum 
chamber partition panel . 


— Release retainers -arrow-, detach wiring duct -1- towards rear 
and push it upwards. 


A10-11841 


- Move electrical wiring and hoses to side. 


- Lift retaining clip -1-, release hose clip -2- and disconnect 
coolant hoses. y 


— Unscrew bolts -3- and -arrows- and detach engine oil cooler 
-4- to left side. 


Installing 


Installation is carried out in reverse order; note the following: 


a Note 


@ Renew bolts tightened with specified tightening angle. 


@ Renew gasket after removing. 


@ Secure all hose connections with correct type of hose clips (as 
original equipment) = Electronic parts catalogue . 


@ Do not reuse coolant. 


— Fill up with coolant > page 185 . 
Tightening torques 
@ = “1.1 Exploded view - sump/oil pump”, page 155 


@ = General body repairs, exterior; Rep. gr. 50 ; Bulkhead; 
Exploded view - plenum chamber partition panel 
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3 Crankcase breather 


> “3.1 Exploded view - crankcase breather system”, page 167 


> “3.2 Removing and installing oil separator”, page 168 


> “3.3 Removing and installing hose for crankcase breather sys- 
tem”, page 169 


> “3.4 Removing and installing crankcase breather shut-off valve 
N548 ”, page 170 


3.1 Exploded view - crankcase breather system 


1 - Gasket 
Q Renew after removing 


2 - Oil separator with cover 
OY With connection for 
crankcase breather 
OQ) Removing and installing 
5 “3.2 Removing and in- 


j 
= 


4 - O-ring 
Q Renew after removing 
Q "2x ön NAR versions 


5 - Connection 
Q) For crankcase breather 


Q Installation position 


> Fig. “Installing con- 
nection for crankcase 


breather™ , page 168 
6 - O-ring 
Q Renew after removing 
Q 2x on NAR versions 


7 - Bolt 

QO 9Nm 
8 - O-ring 

QO Renew after removing 
9 - Crankcase breather hoses 


QO To cylinder head covers . APS. , Í wee 


QO) Removing and installing 
> “3.3 Removing and installing hose for crankcase breather system”, page 169 


10 - Bolt 
Q 2.5Nm 
11 - O-ring 
QO Renew after removing 


12 - Crankcase breather hose 
UO To air pipe 
ū With crankcase breather shut-off valve - N548- 
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OQ) Removing and installing 
= “3.4 Removing and installing crankcase breather shut-off valve N548 ”, page 170 


13 - Hose clip 
üQ Not fitted on all versions; for allocation, refer to > Electronic parts catalogue 


14 - Bolt 
QO 2.5Nm 


15 - Bracket 


Installing connection for crankcase breather 


— Insert connection -1- for crankcase breather with new O-rings 
in cover for oil separator. 


* Installation position: lug -2- must engage in guide -arrow-. 


l 
3.2 Removing and installing oil separator 
Removing 


— Remove coolant pipe (top) 
> “3.2.5 Removing and installing coolant pipe (top)”, 
page 216. 


— Remove fuel pressure sender - G247- 
> “6.2 Removing and installing fuel pressure sender G247 ”, 
page 318. 


— Unscrew connection -arrow- (left and right). 


- Remove bolt -1-. 


— Detach connection with crankcase breather hose. 


a Note 


+è The illustration shows the installation position with the super- 
charger installed. 


@ Disregard -item 2-. 


1 68 Rep. gr.17 - Lubrication 


Audi A6 2011 > , Audi A6 China 2012 > , Audi A7 Sportback 2011 > COED 
6-cylinder direct injection engine with supercharger (3.0 Itr. 4-valve TFSI, EA837evo) - Edition 05.2018 Auer 


— Remove bolts -2- and -arrows-. 
— Detach bracket -3-. 


— Push electrical wiring and vacuum hoses to one side and de- 
tach oil separator with cover. 


[a] Note 


Disregard -item 1-. 


Installing 


Installation is carried out in reverse order; note the following: 


[a] Note 


Renew gasket after removing. 


* Renew connection -arrow-. 


— dnstallfuel pressure sender - G247- 


> “6(2\Removing and installing fuel pressure sender G247 ”, 
pag& 318 | 


— Install coolant pipe (top) 
> “3.2.5 Removing and installing coolant pipe (top)”, 
page.216 . 


Tightening torques 


2,3... Exploded view, crankcase, breather system”, 
page 167 


3.3 Removing and installing hose for crank- 
case breather system 


Removing 


(å) Note 


+è Re-install all cable ties in the same locations when installing. 


@ Crankcase breather hose cannot be detached from cylinder 
head cover (left-side) without being irreparably damaged. Al- 
ways renew hose after removal. 


— Remove throttle valve module - J338- 
> “4.3 Removing and installing throttle valve module J338 ” 


page 301. 
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— Release fasteners -arrow- and detach wiring duct -1- towards 
rear. 


— Detach crankcase breather hose -2- from cylinder head cov- 
ers. 


- Move crankcase breather hose.clear 


— Remove bolt -1- and etach tontegton with crankcase 
breather hose. ¥ 


Installing ~— = » —- < I 


Installation is carried out in reverse order; note the following: 


Note 7 — . 
i) [ES 


Renew O-rings after removing. 


— Install throttle valve module - J338- 


> “4.3 Removing and installing throttle valve module J338 ” 
page 301. 


Tightening torques 


> “3.1 Exploded view - crankcase breather system” 
page 167 


3.4 Removing and installing crankcase 
breather shut-off valve - N548- 


Removing 


g Note 


Re-fit all cable ties and heat insulation sleeves in the same 
locations when installing. 


@ The crankcase breather shut-off valve - N548- and the con- 
necting hose are combined as one component and cannot be 
removed individually. 


— Remove supercharger 


> “1.4 Removing and installing supercharger’, page 244 . 
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— If fitted, release clip -1-, pull crankcase breather hose -2- off 
oil separator -magnified view- and unclip it from bracket 
-arrow-. 


— Remove crankcase breather shut-off valve - N548- together 
with crankcase breather hose -2-. 


Installing 


Installation is carried out in reverse order; note the following: 


[a] Note 


Secure all hose connections with correct type of hose clips (as 
original equipment) > Electronic parts catalogue . 


— Install supercharger 
> “1.4 Removing and installing supercharger’, page 244 . 
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4 Oil filter/oil pressure switches 


=> “4.1 Exploded view - oil filter”, page 172 


=> “4.2 Exploded view - oil pressure switches/oil pressure control”, 
page 173 


=> “4.3 Removing and installing oil pressure switch F22 ”, 
page 173 


=> “4.4 Removing and installing oil pressure switch for reduced oil 
pressure F378 ”, page 174 


=> “4.5 Checking oil pressure”, page 175 
=> “4.6 Removing and installing valve for oil pressure control N428 
”, page 176 


4.1 Exploded view - oil filter 


1 - Oil filter housing 
Q With filter bypass valve 
Q With oil drain valve 


Q Combined as one unit 
with timing chain cover 
(bottom) 


3 - Seal . 
4 - Sealing cap 
-O 25 Nm 


A17-10395 
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4.2 Exploded view - oil pressure switches/oil pressure control 


1 - Seal 
QO Renew after removing 


2 - Oil pressure switch - F22- 
Q prea satel pres- 
1D os 32 


sure 2 ar (high 
pressure stage of oil 
pump) 


Q Black insulation 


Q Check in[Guided Fault 
Finding] > Vehicle di- 
agnostic tester 

OQ) Removing and installing 


=> “4.3 Removing and in- 
stalling oil pressure 
switch F22 ”, page 173 


OQ 20Nm 
3 - Oil pressure switch for re- 
duced oil pressure - F378- 


Q Opening/closing pres- 
sure 0.75 ... 1.05 bar 
(low pressure stage of 
oil pump) 


Q Light grey insulation 


Q Check in[Guided Fault 
Finding] > Vehicle di- 


agnostic tester 


OQ) Removing and installing 


> “4.4 Removing and in- 


stalling oil pressure 
switch for reduced oil 


pressure F378”, 
page 174 


Q 20Nm 
4 - Seal 

QO Renew after removing 
5 - Bolt 

Q 9Nm 
6 - Valve for oil pressure control - N428- 

Q Check in > Vehicle diagnostic tester 


QO) Removing and installing 
= “4.6 Removing and installing valve for oil pressure control N428 ”, page 176 


7 - O-ring 
QO Renew after removing 


A17-10696 


4.3 — Removing and installing oil pressure 
f switch »F22- 
Special tools and workshop equipment required 
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@ Articulated wrench, 24 mm =140175- 
740175 


Removing 


— Remove throttle valve module - J338- 


= “4.3 Removing and installing throttle valve module J338 ”, 
page 301. 


- Release fasteners -arrow- and detach wiring duct -1- towards 
rear. 


- Move electrical wiring and hoses clear and press to one side. 


[a| Note 


Place a cloth beneath the oil filter housing to catch escaping oil. 


— Unplug electrical connector -arrow-. 


- Use articulated wrench, 24 mm - T40175- to unscrew oil pres- 
sure switch - F22- . 


Installing 


Installation is carried out in reverse order; note the following: y ra | 


(å) Note 


@ Renew seal after removing. 


+è Fit the new oil pressure switch - F22- into the connection im- 
mediately to avoid loss of engine oil. 


— Install throttle valve module - J338- 
> “4.3 Removing and installing throttle valve module J338 ” 


page 301. 
— Check oil level > Maintenance ; Booklet 411. 


Tightening torques 

@ = "4.2 Exploded view - oil pressure switches/oil pressure con- 
trol”, page 173 

4.4 Removing and installing oil pressure 


switch for reduced oil pressure - F378- 


Special tools and workshop equipment required 
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@ Assembly tool - T10118- 
T10118 


@ Articulated wrench, 24 mm - T40175- 


Removing 


— Remove supercharger 
> “1.4 Removing and installing supercharger”, page 244 . 


— Use assembly tool - T10118- to unplug electrical connector 


— Use articulated wrench (24 mm) - T40175- to unscrew oil 
pressure switch for reduced oil pressure - F378- -item 1-. 


Installing 


Installation is carried out in reverse order; note the following: 


Tightening, torques 

@ >“4.2 view-~ oil, pressure.switches/oilpn A 
trol”, page 173 

4.5 Checking oil pressure 


Special tools and workshop equipment required 
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+ Oil pressure tester - V.A.G 1342- 
V.A.G 1342 


W00-11173 


Procedure 
* Oil level OK 
* Engine oil temperature approx. 80 °C 


— Remove oil pressure switch - F22- 


> “4.3 Removing and installing oil pressure switch F22 ”, page 
173. 


- Connect oil pressure tester - V.A.G 1342- to bore for oil pres- 
sure switch. 


— Screw oil pressure switch - F22- into oil pressure tester. 
— Start engine. 

* Minimum oil pressure at idling speed: 1.2 bar. 

* Minimum oil pressure at 2000 rpm: 1.5 bar. 

Assembling 


— Install oil pressure switch - F22- 
> “4.3 Removing and installing oil pressure switch F22”, page 


173. 

4.6 Removing and installing valve for oil 
pressure control - N428- 

Removing 


— Remove noise insulation hd = General body repairs, ex- 
terior; Rep. gr. 66 ; Noise insulation; Removing and installing 
noise insulation . 
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— Unplug electrical connector -2-. 


[a] Note 


Place a cloth underneath to catch escaping engine oil. 

— Remove bolt -1- and detach valve for oil pressure control - 
N428- . 

Installing 

Installation is carried out in reverse order; note the following: 


[a] Note 


Renew O-ring after removal. 


Tightening torques 


@ = “4.2 Exploded view - oil pressure switches/oil pressure con- 
trol”, page 173 


+ Æ General body repairs)exterior; Rep. gr. 66 ; Noise insula- 
‘tion; Exploded view > noise insulation 
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19- Cooling 


1 Cooling system/coolant 


> “1.1 Connection diagram - coolant hoses”, page 178 


> “1.2 Checking cooling system for leaks”, page 182 
> “1.3 Draining and filling cooling system”, page 183 


1.1 Connection diagram - coolant hoses 


> “1.1.1 Connection diagram - coolant hoses, vehicles without 
auxiliary heater”, page 178 


=> “1.1.2 Connection diagram - coolant hoses, vehicles with aux- 
iliary heater”, page 180 


1.1.1 Connection diagram - coolant hoses, vehicles without auxiliary heater 


(à Note 


Blue = Large coolant circuit 

Red = Small coolant circuit 

Orange = Coolant circuit for charge air cooler. 
Brown = Heating circuit 


Green = Coolant circuit for gearbox 


© >è >è è o è 


Arrows show direction of coolant flow. 
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1 - Water radiator for charge air 
cooling circuit 


2 - Radiator 


3 - Coolant temperature send- 
er - G62- 


4 - Thermostat 
5 - Coolant pump 
6 - Charge air cooler (right- 
side) 
Q In supercharger hous- 
ing 
7 - Bleeder screw 
8 - Cylinder head 
Q Cylinder bank 1 (right- 
side) 


9 - Temperature sender for en- 
g eo regulation - 


10™ Coolant circulation pump - 


11 = Bleeder screw 


12 - Heat exchanger for heater 


Q Removing and.installing 
> Heating, air condi- 
tioning; Rep. gr. 87°; : 
Front air conditioning 24 
unit; Removing and in- = 
stalling heat exchanger 


13 - Restrictor 


26 25 


14 - Engine oil cooler 


15 - ATF cooler 
OQ) Removing and installing: 


@ = 7-speed dual clutch gearbox; Rep. gr. 34 ; ATF circuit; Exploded view - ATF circuit 
@ = 8-speed automatic gearbox; Rep. gr. 37 ; ATF circuit; Exploded view - ATF circuit 
16 - Coolant valve for gearbox - N488- 


17 - Cylinder head 
Q Cylinder bank 2 (left-side) 


18 - Bleeder screw 


19 - Filler cap 
Q Checking pressure relief valve > page 183 


20 - Coolant expansion tank 


21 - Charge air cooler (left-side) 
QO In supercharger housing 


22 - Coolant shut-off valve 
Q Vacuum-controlled by solenoid for coolant circuit - N492- 


23 - Non-return valve 
ū Located in coolant hose 
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24 - Non-return valve 
ū Located in coolant hose 


25 - Auxiliary radiator 
Q Depending on vehicle equipment 


26 - Charge air cooling pump - V188- 


1.1.2 Connection diagram - coolant hoses, vehicles with auxiliary heater 


a Note 


Blue = Large coolant circuit 

Red = Small coolant circuit 

Orange = Coolant circuit for charge air cooler. 
Brown = Heating circuit 

Green = Coolant circuit for gearbox 


“ff o o o 


Arrows show direction of coolant flow. 


1 - Water radiator for charge air 
cooling circuit 


2 - Radiator 


3 - Coolant temperature send- 
er - G62- 


4 - Auxiliary heater 
Q With circulation pump - 
V55- 


13 14 15 16 
| 


Q Removing and installing 
> Auxiliary/supplemen- 
tary heater; Rep. gr. 82; 
Auxiliary/supplementa- 
ry heater; Removing 
and installing auxiliary/ 
supplementary heater 


5 - Thermostat 
6 - Coolant pump 


7 - Charge air cooler (right- 
side) 
QO) In supercharger-hous- 
ing 
8 - Bleeder screw 
9 - Cylinder head 
Q Cylinder bank 1 (right- 
side) 


10 - Temperature sender for 
engine temperature regulation 
- G694- 


25 

11 - Heater coolant shut-off — i S) 26 
valve - N279- 

Q Removing and installing 27 


> Auxiliary/supplemen- 
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tary heater; Rep. gr. 82 ; Coolant circuit with auxiliary/supplementary heater; Removing and installing 
heater coolant shut-off valve 


12 - Bleeder screw 


13 - Heat exchanger for heater 


QO Removing andinstalling s~Heating, air conditioning; Rep. gr. 87 ; Front air conditioning unit; Removing 
and installing heat exchanger 


14 - Suction-jet pump 
15 - Engine oil cooler 


16 - ATF cooler 
QO Removing and installing: 


@ = 7-speed dual clutch gearbox; Rep. gr. 34 ; ATF circuit; Exploded view - ATF circuit 
@ = 8-speed automatic gearbox; Rep. gr. 37 ; ATF circuit; Exploded view - ATF circuit 
17 - Coolant valve for gearbox - N488- 


18 - Cylinder head 
Q Cylinder bank 2 (left-side) 


19 - Bleeder screw 


20 - Filler cap 
Q Checking pressure relief valve > page 183 


21 - Coolant expansion tank 


22 - Charge air cooler (left-side) 
Q In supercharger housing 


23 - Coolant shut-off valve 
Q Vacuum-controlled by solenoid for coolant circuit - N492- 


24 - Non-return valve 
ū Located in coolant hose 


25 - Non-return valve 
ū Located in coolant hose 


26 - Auxiliary radiator 
OQ Depending on vehicle equipment 


27 - Charge air cooling pump - V188- 
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1.2 Checking cooling system for leaks 


Special tools and workshop 
equipment required V.A.G 1274/8 V.A.G 1274/9 


“ o 
a 


+ Adapter for cooling system tester - V.A.G 1274/8- 
+ Adapter for cooling system tester - V.A.G 1274/9- 
+ Cooling system tester - V.A.G 1274 B- 
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Procedure 
* Engine must be:warm. 


A WARNING 


The cooling system is under pressure when the engine is hot. 
Risk of scalding due to hot steam and hot coolant. 


Danger of scalding skin and other parts of the body. 
$ Puton protective gloves. 


$ Puton safety goggles. 


$ Cover filler cap on expansion tank with a cloth and open 
carefully to release pressure. 


— Open filler cap -arrow- on coolant expansion tank. 
— Fit cooling system tester - V.A.G 1274 B- with adapter - 
V.A.G 1274/8- onto coolant expansion tank. 


— Using hand pump on cooling system tester, build up a pres- 
sure of approx. 1.5 bar. 


* The pressure should not drop more than 0.2 bar within 10 mi- 


nutes. 4 
— Ifthe pressure drops more than 0.2 bar, locate leak and elim- <2 


inate fault. 


(å) Note 


The drop in pressure of 0.2 bar within 10 minutes is caused by 
the decrease in coolant temperature. The colder the engine is, 
the less the pressure will fall. If necessary, check again when the 
engine is cold. 


Checking pressure relief valve in filler cap 


— Fit ero system tester - V.A.G 1274 B- with adapter - 
V.A.G 1274/9- onto filler cap. 


— Build up pressure with hand pump on cooling system tester. 


* The pressure relief valve should open at a pressure of 
1.4 ... 1.6 bar. 


- Renew filler cap if pressure relief valve does not open as de- 
scribed. 


V.A.G 1274/9 
A19-10748 


1.3 Draining and filling cooling system 
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Special tools and workshop 


equipment required VAG 1274/8 VA.G 1274/10 


VAS 6208 


T10007 A 


@ Adapter for cooling system tester - V.A.G 1274/8- 
+ Pipe for cooling system tester - V.A.G 1274/10- 

# Cooling system charge unit - VAS 6096- 

+ Drip tray for workshop hoist - VAS 6208- 

+ Hose clip pliers - VAS 6362- 

@ Refractometer - T10007 A- 

Draining 


A WARNING 


The cooling system is under pressure when the engine is hot. 
Risk of scalding due to hot steam and hot coolant. 


Danger of scalding skin and other parts of the body. 
e Puton protective gloves. 


¢ Put on safety goggles. 


¢ Cover filler cap on expansion tank with a cloth and open 
carefully to release pressure. 
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— Open filler cap -arrc Nn coolant expansion tank. 


— Remove noise insulation panels > General body repairs, ex- 
terior; Rep) gr. '66 | Noise insulation; ioi and installing S 
noise insulation... G 


— Place drip tray for workshop hoist - VAS 6208- underneath. 
— Remove drain plug -1- and drain off coolant. 


[a] Note 


Disregard -item 2-. 


— Release hose clips -2-, disconnect coolant hoses from coolant 
pipes (front) and drain off coolant. 


[a] Note 


Disregard -item 1-. 


A 
3 


— Release hose clip -arrow-, disconnect coolant hose from cool- 
ant pipe (left-side) on gearbox and drain off coolant. 


Filling 


* Ignition switched off. 


A Caution Se ; 


To ensure optimal corrosion protection, only distilled water 
may be mixed with coolant additives. 


[A19-12073 ] 
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a Note 


+ The effectiveness of the coolant is greatly influenced by the 
quality of the water with which it is mixed. Because water may 
contain differentsubstances depending on the country or even 
the region, the water quality to be used for cooling systems 
has been specified. Distilled water meets all the requirements 
ahd is therefore recommended for use when topping apor fill- 
ing up.with coolant. 


+ Use only.coolant.additives.listed in.the > Electronic parts 
catalogue (ETKA). /f you use other coolant additives, this can 
significantly impair in particular the corrosion protection effect. 
The resulting damage could lead to loss of coolant and con- 
sequently to serious engine damage. 


+è Coolant with the recommended mixture ratio prevents frost 
and corrosion damage and stops scaling. At the same time it 
raises the boiling point of the fluid in the system. For this rea- 
son the cooling system must be filled all year round with the 
correct coolant additive. 


+ Because of its high boiling point, the coolant improves engine 
reliability under heavy loads, particularly in countries with trop- 
ical climates. 


@ Therefractometer- T10007A- MUST be used to determine the 
current level of frost protection. 


@ The mixture must guarantee frost protection down to at least 
-25 °C (in countries with arctic climate: down to -36 °C). The 
amount of antifreeze should only be increased if greater frost 
protection is required in very cold climates. This must only be 
down to -48 °C, however, as otherwise the cooling efficiency 
of the coolant is impaired. 


@ The coolant concentration must not be reduced by adding wa- 
ter even in warmer seasons and in warmer countries. Frost 
protection must be provided to at least -25 °C. 


+è Read off the level of frost protection on the scale for the rele- 
vant coolant additive. 


@ The temperature indicated on the refractometer - T10007A- 
corresponds to the temperature at which the first ice crystals 
can form in the coolant. 


@ Do not reuse coolant. 

@ Only use water/coolant additive as a lubricant for coolant ho- 
ses. 

Recommended mixture ratio for coolant 


* Coolant (40 %) and distilled water (60 %) for frost protection 
to -25 °C 


* Coolant (50 %) and distilled water (50 %) for frost protection 
to -36 °C 


* Coolant > Electronic parts catalogue (ETKA) 
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Procedure 
— Close drain plug -1-. 


- Fit coolant hoses with hose clips -2- onto coolant pipes (front 
left). 


GULD 


Protecte ur 
- Connect coolant hose to coolant pipe (left-side) o on gearbox 
with hose clip -arrows. ot 


with respect to the correctni f information in this document 
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- Fill reservoir of -VAS 6096- with at least 15 litres of premixed 
coolant (according to recommended ratio). 


— Fit adapter for cooling system tester - V.A.G 1274/8- onto 
coolant expansion tank. 


— Attach cooling system charge unit - VAS 6096- to adapter - 
V.A.G 1274/8- . 


— Run vent hose -1- into a small container -2-. 


a Note 


The vented air draws along a small amount of coolant, which 
should be collected. 


— Close both valves -A- and -B- (turn lever at right angles to di- 
rection of flow). 


— Connect hose -3- to compressed air supply. 
* Pressure: 7 ... 10 bar. 


— Connect = Vehicle diagnostic tester to vehicle. 

- Select following menu options on = Vehicle diagnostic tester: 
mode 

Follow instructions shown on vehicle diagnostic tester . 


© è è o 


1 88 Rep. gr.19 - Cooling 


Audi A6 2011 > , Audi A6 China 2012 > , Audi A7 Sportback 2011 > Cop 
6-cylinder direct injection engine with supercharger (3.0 Itr. 4-valve TFSI, EA837evo) - Edition 05.2018 Auer 


— Open valve -B- by setting lever in direction of flow. 


* The suction jet pump generates a partial vacuum in the cooling 
system; the needle on the gauge should move into the green 
zone. 


— Also briefly open valve -A- (turn lever in direction of flow) so 
that hose on reservoir of -VAS 6096- can fill with coolant. 


— Close valve -A- again. 
— Leave valve -B- open for another 2 minutes. 


* The suction jet pump continues to generate a partial vacuum 
in the cooling system; the needle on the gauge should remain 
in the green zone. 


VAS 6096/1 
| 


— Close valve -B-. 


* The needle on the gauge should stop in the green zone. The 
vacuum level in the cooling system is then sufficient for sub- 
sequent filling. 


a) Note 


/f the needle does not reach the green zone, repeat the proc- 
ess. 


@ Check cooling system for leaks if the vacuum is not main- 
tained. 

— Detach compressed air hose. 

— Open valve -A-. 


* The vacuum in the cooling system causes the coolant to be 
drawn out of the reservoir of -VAS 6096- ; the cooling system 
is then filled. 


— Detach cooling system charge unit - VAS 6096- from adapter 
-V.A.G 1274/8- on coolant expansion tank. 


— Attach pipe -V.A.G 1274/10- onto adapter -V.A.G 1274/8- . 


— Fill up with coolant until pipe for cooling system tester is filled. 
If i add further coolant when performing bleeding pro- 
cedure. 


— Remove engine cover panel 


> “3.1 Removing and installing engine cover panel”, 
page 43. 
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(a) Note 


Place a cloth underneath to catch escaping coolant. 


— Open bleeder screws -1- and -2- on charge air coolers one 
after the other until coolant comes out. 


— Close bleeder screws. 


— Remove plenum chamber cover > General body repairs, ex- 
terior; Rep. gr. 50 ; Bulkhead; Removing and installing plenum 
chamber cover . 


— Release coolant hose going to heat exchanger and pull back 
hose until coolant flows out at bleeder hole -arrow- in coolant 
hose. 


— Push coolant hose back onto connection and secure with 
spring-type hose clip. 


— Close bleeder screw. 


— On vehicles with auxiliary heater, switch heater on (for about 
30 seconds) and then off again. 


- Close filler cap on coolant expansion tank (make sure it en- Ee 
gages). ee ee IL 
- Start engine. : : 


— Set temperature to “HI” for all zones and select lowest blower 
speed (= 0). 


— Switch off air conditioner compressor (press button). 
¢ LED in button should not light up. 
— Run engine for 3 minutes at 2000 rpm. 


— Allow engine to run at idling speed until both large coolant ho- 
ses at radiator become warm. 


— Run engine for 2 minutes at 2000 rpm. 
— Switch off ignition and allow engine to cool down. 


— Install engine cover panel 


> “3.1 Removing and installing engin€ Gover panel”, 
page 43. 


— Check coolant level. 


* The coolant level must :be-at the MAX)marking when the en- 
gine is cold. 


* The coolant level can be above the MAX marking when the 
engine is warm. 


Tightening torques 
@ = “4.1 Exploded view - radiators/radiator fans”, page 222 


= “1.1 Exploded view - supercharger”, page 239 


+ Plenum chamber cover = General body repairs, exterior; Rep. 
gr. 50 ; Bulkhead; Exploded view - plenum chamber partition 
panel 


@ = General body repairs, exterior; Rep. gr. 66 ; Noise insula- 
tion; Exploded view - noise insulation 
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2 Coolant pump/thermostat assembly 
> “2.1 Exploded view- coolant pump/thermostat”, page 191 


=> “2.2 Exploded view - elecific coolantpump”/page 194 


=> “2.3 Exploded view - coolant temperature senders”, 
page 195 


> “2.4 Removing and installing electric coolant pump”; 
page 195 


> “2.5 Removing and installing coolant pump? -page 198 
> “2.6 Removing and installing thermostat”, page 200 


> “2.7 Removing and installing coolant temperature sender G62 
”, page 201 


> “2.8 Removing and installing temperature sender for engine 
temperature regulation G694 ”, page 202 


> “2.9 Removing and installing coolant valves”, page 203 
2.1 Exploded view - coolant pump/thermostat 


Coolant pump/thermostat 


1 - Bolt 


OQ Not available separate- 
ly; combined as a unit 
with -item 3- 


Q Tightening torque 
> Item 9 (page 45) 
2 - Washer 
Q Not available separate- 
ly; combined as a unit 
with -item 3- 
3 - Idler roller 
QO) For poly V-belt 


ū Combined as a unit with 
-items 1 and 2- 


4 - Connection 

QO For coolant hose 
5 - Gasket 

Q Renew after removing 
6 - Seal 

QO Renew after removing 


7 - Thermostat 


QO) Removing and installing 


=> “2.6 Removing and in- 
stalling thermostat”, 
page 200 


Q Starts to open at approx. 
87°C 


QO Fully open at approx. 


102°C 
Q Opening travel at least 8 
mm 
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a Note 


When removing and installing the 
thermostat, make sure that the nee- 
dle is fitted correctly (conical end 
fitted in wax expansion element of 
thermostat). lfnecessary, push ther- 
mostat needle as far as possible into 
wax expansion element. 


8 - Seal 
QO Renew after removing 
9 - Bolt 
Q 9Nm 
10 - Solenoid for coolant circuit - N492- 
Q Fitting location > Item 5 (page 288) 
11 - Coolant pump 
Q With gasket 
Q) Removing and installing > “2.5 Removing and installing coolant pump”, page 198 
12 - Bolt 
QO 9Nm 
13 - Poly V-belt pulley 
Q For coolant pump 
14 - Bolt 
OQ 20Nm 


15 - Bolt 
QO 9Nm 


Coolant valve 
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1 - Nut 

2 - Washer 

3 - Grommet 

4 - Spacer sleeve 
5 - Coolant hose 


6 - Gearbox oil cooling valve - 
N509- 


QO Removing and installing 
> “2.9 Removing and in- 
stalling coolant valves”, 
page 203 


7 - Bolt 
a 9Nm 
8 - Heat shield 
9 - Coolant hose 
10 - Bolt 
Q 9Nm 
11 - Bracket 


Q For gearbox oil cooling 
valve +- N509- 


12 - Subframe 
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2.2 Exploded view - electric coolant pump 


1 - Retaining clip 
Q For charge air cooling 
pump - V188- 


2 - Charge air cooling pump - 
V188- 
Q Removing and installing 


> “2.4.2 Removing and 
installing charge air 
cooling pump V188 ”, 
page 197 


3 - Coolant hoses 


4 - Bolt 
QO 9Nm 


5 - Bracket 


Q For coolant circulation 
pump - V50- and coolant 
valve for gearbox - 

N4 


6 - Bolt 
Q 1.5 Nm 


7 - Coolant circulationpumpe 
V50- 


ū Removing and installi 
> “2.4.1 Remov 
installing coolant circu- 
lation pump V50 ”, page 


195 
8 - Coolant hose 


9 - Coolant hose 
10 - Connection 
11 - Bolt 
Q 9Nm 
12 - Gearbox 
13 - Bolt 
Q 20Nm 
14 - Longitudinal member (left-side) 
15 - Bracket 
Q For charge air cooling pump - V188- 
16 - Bolt 
QO 9Nm 


17 - Bolt 
QO 20Nm 
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2.3 Exploded view - coolant temperature senders 


1 - O-ring 

QO Renew after removing 
2 - Retaining clip 
3 - Coolant temperature send- 
er - G62- 

Q Black insulation 


QO Removing and installing 


=> “2.7 Removing and in- 


stalling coolant temper- 
ature sender G62 ” 


page 201 
4 - O-ring 
Q Renew after removing 


5 - Temperature sender for en- 
gine temperature regulation - 
G694 


Q Black insulation 

Q Removing and installing 
=> “2.8 Removing and in- 
stalling tempaia ate 
sender for engine‘tem- 


perature regulation 
G694 ”, page&202. 


QO 3Nm 


2.4 Removing and installing electric coolant 
pump 


> “2.4.1 Removing and installing coolant circulation pump V50 ” 
page 195 


> “2.4.2 Removing and installing charge air cooling pump V188 
”, page 197 


2.4.1 Removing and installing coolant circula- 
tion pump - V50- 


Special tools and workshop equipment required 


A19-11870 
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+ Hose clip pliers - VAS 6340- 
VAS 6340 


WO0-11220 


Removing 


— Remove engine cover panel 


=> “3.1 Removing and installing engine cover panel”, 
page 43. 


— Drain coolant 
> “1.3 Draining and filling cooling system”, page 183 . 


— Remove plenum chamber partition panel > General body re- 
pairs, exterior; Rep. gr. 50 ; Bulkhead; Exploded view - plenum 
chamber partition panel . 


— Remove bolt -arrow-. 


(å) Note 


Place a cloth underneath to catch escaping coolant. 


- Release hose clip -1- and disconnect coolant hose. 


=m Ei 
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— Unplug electrical connector -1-. 


[a] Note 


Place a cloth underneath to catch escaping coolant. 


— Release hose clip -2- and disconnect coolant hose. 
— Remove bolts -arrows- and detach coolant circulation pump - 
V 


Installing 


Installation is carried out in reverse order; note the following: 


[a] Note 


Secure all hose connections with correct type of hose clips (as 
original equipment) > Electronic parts catalogue . 


(å) Note 


Do not reuse coolant. 


— Fill up with coolant > page 185. 
Tightening torques 
@ = “2.2 Exploded view - electric coolant pump”, page 194 


@ = General body repairs, exterior; Rep. gr. 50 ; Bulkhead; 
Exploded view - plenum chamber partition panel 


2.4.2 Removing and installing charge air cool- 
ing pump - V188- 

Special tools and workshop equipment required 

+ Hose clamps, up to 25 mm - 3094- 


» \ \ | 
KAN 


WoO0-11130 
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+ Hose clip pliers - VAS 6362- 
VAS 6362 


Removing g re 
— Remove wheel spoiler (front left) > General body repairs, ex- —, s , 
terior; Rep. gr. 66 ; Wheel housing liners; Exploded view - > 


wheel housing liner (front) . 


P3 


— Unplug electrical connector -3-. 
— Remove nut -2- and detach retaining clip. 


aN 
E ot a DA 


Place a cloth underneath to catch escaping coolant. 


— Use hose clampswip to:25 mmx-,3094. to clamp off coolant 
hoses at charge air cooling pump - V188- . 


- Detach charge air cooling pump, then release hose clips -1- 
and disconnect‘coolant,hoses. 


Installing 
Installation is carried out in reverse order; note the following: 


(i Note 


@ Secure all hose connections with correct type of hose clips (as 
original equipment) = Electronic parts catalogue . 


+ Do not reuse coolant. 


— Fill up with coolant > page 185 . 
Tightening torques 
@ = “2.2 Exploded view - electric coolant pump”, page 194 


+ = General body repairs, exterior; Rep. gr. 66 ; Wheel housing 
liners; Exploded view - wheel housing liner (front) 


2.5 Removing and installing coolant pump 


Special tools and workshop equipment required 
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@ Pin wrench - 3212- 


Removing 


— Drain coolant 
> “1.3 Draining and filling cooling system”, page 183 . 


— Remove poly V-belt for supercharger 


> “1.2.1 Removing and installing poly V-belt for supercharger”, 
page 47. 


— Remove poly V-belt from coolant pump pulley 
=> “1.2.2 Removing and installing poly V-belt for ancillaries” 


page 48 . 
— Remove lock carrier cover > General body repairs, exterior; 


Rep. gr. 63 ; Bumper (front); Removing and installing attach- 
ments . 


- Remove bolts -arrows- and detach air duct -1- from lock car- 
rier. 


(å) Note 


Disregard -item 2-. 


- Os olts -arrows- for coolant pump pulley (counterhold 
with pin wrench - 3212- ). 


Protectie! “Remove bolts and take off poly V-belt pulley." 


by AUDI / L \G rante 


tted unless a 
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— Disconnect vacuum hose -1-. - = 
J S SS be 
a Note AE, SII 


Place a cloth underneath to catch escaping coolant. 


- Remove bolts -arrows- and detach coolant pump. 
Installing 

Installation is carried out in reverse order; note the following: 
— Clean surfaces; they must be free of oil and grease. 


— Install lock carrier cover > General body repairs, exterior; 
Rep. gree63 j-Bumper(front); Removing and installing attach- 
ments.. 


= Install poly, V-belt 
din. Removingand installing poly V-belt for ancillaries”, 
page 48. 


(i) Note 


Do not reuse coolant. 


— Fill up with coolant > page 185. 
Tightening torques 
@ = “2.1 Exploded view - coolant pump/thermostat”, page 191 


@ = “3.1 Exploded view - air cleaner housing”, page 292 


2.6 Removing and installing thermostat 
Removing 
— Remove coolant pipe (front right) 


> “3.2.3 Removing and installing coolant pipe (front right)”, 
page 211. 
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[a] Note 


Place a cloth underneath to catch escaping coolant. 


— Remove bolts -arrows-. 

— Detach coolant thermostat with hose connection. 
Installing 

Installation is carried out in reverse order; note the following: 


[a] Note 


When removing and installing the thermostat, make sure that the 
needle is fitted correctly (conical end fitted in wax expansion el- 
ement of thermostat). If necessary, push thermostat needle as far 
as possible into wax expansion element. 


(å) Note 


Renew gasket after removing. 


— Install coolantpipe (front right) 
£ “3.2/3 Re ing and installing coolant pipe (front right)” 


page 211. 
Tightening torques 


¢ = “2.1 Exploded view.- coolant pump/thermostat”, page 191 


2.7 Removing and installing coolant temper- 
ature sender - G62- 


Removing 
* Engine cold. 


— Remove engine cover panel 


> “3.1 Removing and installing engine cover panel”, 
page 43. 


— To relieve residual pressure in cooling system, open filler cap 
-arrow- on coolant expansion tank briefly and then close cap 
again (it should click into place). 
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— Unplug electrical connector -2-. 


a Note 


Place a cloth underneath to catch escaping coolant. 


— Pull off retaining clip -1- and detach coolant temperature send- 
er - G62-. 

Installing 

Installation is carried out in reverse order; note the following: 


a Note 


@ Renew O-ring after removal. 


¢ Toavoid loss of coolant, insert new coolant temperature send- 
er - G62- immediately in coolant pipe (front). 
— Check coolant level > page 185 . 


— Install engine cover panel 
> “3.1 Removing and installing engine cover panel”, 


page 43. 
2.8 Removing and installing temperature 
sender for engine temperature regula- 
tion - G694- 


Special tools and workshop equipment required 


+ Twelve-point socket with jointed extension (15 mm, commer- 
cially available) 


(i Note 


To avoid having to remove the fuel rail, use a twelve-point socket 
(15 mm) -item1- with jointed extension -2- to unscrew the sender. 
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Removing a p 


— Remove supercharger \ 
> “1.4 Removing and installing supercharger’, page 244 . 


— Unplug electrical connector -2-. 


— Unscrew temperature sender for engine temperature regula- 
tion - G694- -item 1- 


Installing 
Installation is carried out in reverse order; note the following: 


— Install supercharger 
=> “1.4 Removing and installing supercharger”, page 244 . 


Tightening torques 
@ = “2.3 Exploded view - coolant temperature senders” 
page 195 
2.9 Removing and installing coolant valves 
Special tools and workshop equipment required 
+ Hose clamps, up to 25 mm - 3094- 


W00-11130 


+ Hose clip pliers - VAS 6340- 
VAS 6340 


= 


wWoO0-11220 


Removing 


~ Remove noise insulation (rear) > General body repairs, ex- 
terior; Rep. gr. 66 ; Noise insulation; Removing and installing 
noise insulation . 
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— Remove bolts -arrows- and detach heat shield -3-. 
— Unplug electrical connector -1-. 


— Clamp off coolant hoses using hose clamps -3094- , release 
hose clips -2- and disconnect coolant hoses. 


— Detach gearbox oil cooling valve - N509- . 
Installing 


Installation is carried out in reverse order; note the following: 


en ; iw 
(ë) Note ToO 


@ Secure all hose connections with correct type of hose clips (as 
original equipment) = Electronic parts catalogue . 


@ Do not reuse coolant. 


— Fill up with coolant > page 185 . 
Tightening torques 
@ = “2. l iew - coolant pump/thermostat”, page 191 


+è = Géneral’bodytepairs, exterior; Rep. gr. 66 ; Noise insula- 
tion; Exploded view - noise insulation 
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3 Coolant pipes 


> “3.1 Exploded view - coolant pipes”, page 205 


> “3.2 Removing and installing coolant pipes”, page 208 


3.1 Exploded view - coolant pipes 


[a] Note 


The arrow markings on coolant pipes and on ends of hoses must align. 


Coolant pipes on engine 


1 - Bolt 
a 9Nm 
2 - Coolant pipes (front left) 


OQ) Removing and installin 
=> “3.2.2 Removing at 
installing coolant pipes 
(front left)”, page 209 


3 - Bolt 
n 9Nm 
4 - Bracket 
5 - Bolt 
Q 22Nm 
6 - Seal 
QO) Renew after removing 
7 - Bolt 
QO 9Nm 
8 - Coolant pipe (front right) 


Q Removing and installing 


> “3.2.3 Removing and 
installing coolant pipe 
(front right)”, page 211 


9 - Seal 
QO Renew after removing 
10 - Bolt 
Q 9Nm 
11 - Bolt 
Q 9Nm 
12 - Bolt 25 24 23 


1415 16 17 


14 - Seals 
Q Renew after removing 

15 - Coolant pipes on supercharger ` = 
Q Removing and installing "3.2.6 Removirig-and installing Coolant? pipes on’supercharger”, page 217 
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16 - Seals 
QO Renew after removing 


17 - Seal 

QO Renew after removing 
18 - Coolant pipe (top) 

QO Removing and installing > “3.2.5 Removing and installing coolant pipe (top)”, page 216 
19 - Bolt 

QO 9Nm 
20 - Bolt 

QO 9Nm 
21 - Coolant pipe (left-side) 

Q Removing and installing > “3.2.4 Removing and installing coolant pipe (left-side)”, page 213 
22 - Bolt 

QO 9Nm 


23 - Seal 
QO Renew after removing 


24 - Coolant pipe (front left) 

Q Removing and installing > “3.2.1 Removing and installing coolant pipe (front left)”, page 208 
25 - Bolt 

QO 9Nm 


Coolant pipes on gearbox 
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1 - Gearbox 


2 - Bolt 

n 9Nm 
3 - Coolant pipe (right-side) on 
gearbox 

QO Removing and installing 


> “3.2.8 Removing and 
installing coolant pipe 
(right-side) on gearbox”, 
page 220 

4 - Bolt 


QO 9Nm 


5 - Bolt 

Q 9Nm 
6 - Coolant pipe (left-side) on 
gearbox 

OQ) Removing and installing 


> “3.2.7 Removing and 
installing coolant pipe 
(left-side) on gearbox”, 
page 219 


7 - Nut 
OQ 9Nm 
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3.2 Removing and installing coolant pipes 
> “3.2.1 Removing and installing coolant pipe (front left)”, 
page 208 


=> “3.2.2 Removing and installing coolant pipes (front left)”, 
page 209 


> “3.2.3 Removing and in§talling coolant pipe (front right)”, page 
211 


> “3.2.4 Removing and installing coolant pipe (left-side)”, 
page 213 


> “3.2.5 Removing and installing coolant pipe (top)”, page 216 


> “3.2.6 Removing and installing coolant pipes on supercharger”, 
page 217 


> “3.2.7 Removing and installing coolant pipe (left-side) on gear- 
box”, page 219 


> “3.2.8 Removing and installing coolant pipe (right-side) on 
gearbox”, page 220 


3.2.1 Removing and installing coolant pipe 
(front left) 


Special tools and workshop equipment required 
@ Hose clip pliers - VAS 6340- 


Removing 


A WARNING 


Risk of injury as the radiator fans may start up automatically. 


$ Even when the ignition is switched off, the radiator fans 
can start up without warning due to accumulated heat in 
the engine compartment, etc. 


— Drain coolant 
> “1.3 Draining and filling cooling system”, page 183 . 


— Remove coolant pipes (front left) 
> “3.2.2 Removing and installing coolant pipes (front left)” 


page 209. 
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- Lift retaining clip -2- and detach connection (top left) from ra- 
diator. 


[a] Note 


Disregard -item 1-. 


— Move clear vacuum hose -2-. 
— Lift retaining clip -3- and remove coolant hose. 


— Remove bolts -arrows-, release hose clips -1, 4- and detach 
coolant pipe (front left). 


Installing 
Installation is carried out in reverse order; note the following: 


(Ë) Note A i ay T- 


@ Renew gasket after removing. 


@ Secure all hose connections with correct type of hose clips (as 
original equipment) = Electronic parts catalogue . 


— Install coolant pipes (front left) 


=> “3.2.2 Removing and installing coolant pipes (front left)”, 
page 209. 


— Connect coolant hoses and connection with plug-in connector 
=> page 223. 


= "3.1 Rem 
page 43 . 
Tightening torques 


@ =“3.1 Exploded view - coolant pipes’, page 205 


3.2.2 Removing and installing coolant pipes 
(front left) 


Special tools and workshop equipment required 
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+ Hose clamps, up to 25 mm - 3094- 


W00-11130 


+ Drip tray for workshop hoist - VAS 6208- 
VAS 6208 


WO0-11209 


+ Hose clip pliers - VAS 6362- 
VAS 6362 


WO0-11227 


Removing 


A WARNING 


Risk of injury as the radiator fans may start up automatically. 


@ Even when the ignition is switched off, the radiator fans 
can start up without warning due to accumulated heat in 
the engine compartment, etc. 


— Remove engine cover panel 
> BSrieRemoving*andansialling engine cover panel” 


page 43°) 
- Remove noise insulation (front) > General body repairs, ex- 


terior Rep=gr. ‘66% Noise insulation; Removing and installing 
noise insulation . 
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A WARNING 


Risk of scalding due to hot steam and hot coolant. 


$ The cooling system is under pressure when the engine is 
hot. 


$ To allow pressure to dissipate, cover filler cap on coolant 
expansion tank with cloth and open caretully. 


— Open filler cap -arrow- on coolant expansion tank. 


— Place drip tray for workshop hoist - VAS 6208- underneath. 


[a] Note 


For illustration purposes, the installation position is shown in the 
following illustrations with the engine removed. 


— Clamp off coolant hoses using hose clamps, up to 25 mm - 
3094- , release hose clips -2- and disconnect coolant hoses 
from coolant pipes (front left). 


— Remove bolt -1-. 


— Release hose clips -1- and detach coolant hoses from coolant 
pipes at supercharger. 


[a] Note 


@ Secure allhose connections with correct type of hose clips(as 
original equipment) = Electronic parts catalogue . 


@ Donot reuse coolant. 


— Install engine cover panel 
> “3.1 Removing and installing engine cover panel” 


page 43. 
— Fill up with coolant > page 185 . 


Tightening torques 


@ = “3.1 Exploded view - coolant pipes”, page 205 


@ = General body repairs, exterior; Rep. gr. 66 ; Noise insula- 
tion; Exploded view - noise insulation 


3.2.3 Removing and installing coolant pipe 
(front right) 


Special tools and workshop equipment required 


A19-11108 


Fo 
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+ Hose clip pliers - VAS 6362- 
VAS 6362 


Removing 


— Remove supercharger 
> “1.4 Removing and installing supercharger” e 244. 


— Remove coolant pipe (front left) 


> “3.2.1 Removing and installing coolant pipe (front left)”, page 
208. 


— Remove lock carrier cover > General body repairs, exterior; 
Rep. gr. 63 ; Bumper (front); Removing and installing attach- 
ments . 


— Remove bolts -arrows- and detach air duct -1-. 


R TA 


= as a tae 


AUNES 


-= Remove bolts -arrows- and detach air duct -2- from lock car- 


Disregard -item 1-. 
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— Lift retaining clip -1- and disconnect coolant line. 
— Unplug electrical connector -2-. 


— Release fasteners -arrows- and detach intake manifold flap 
potentiometer - G336- . 


— Unplug electticalconnectom-2-. w 

— Lift retaining clip -1- and disconnect coolant hose. 

— Unscrew bolts -arrows- and remove coolant pipe (front right). 
Installing 

Installation is carried out in reverse order; note the following: 


[a] Note 


@ Renew seals after removing. 


@ Secure all hose connections with correct type of hose clips (as 
original equipment) = Electronic parts catalogue . 


— Connect coolant line and coolant hose with plug-in connector 
=> page 223. 


— Install lock carrier cover > General body repairs, exterior; 
Rep. gr. 63 ; Bumper (front); Removing and installing attach- 
ments . 


— Install coolant pipe (front left) 
ZA Removing and installing coolant pipe (front left)”, page 


— Install supercharger 
> “1.4 Removing and installing supercharger’, page 244 . 


[a] Note 


Do not reuse coolant. 


— Fill up with coolant > page 185 . 
Tightening torques 
@ = “3.1 Exploded view - coolant pipes”, page 205 


@ = “3.1 Exploded view - air cleaner housing”, page 292 


3.2.4 Removing and installing coolant pipe 
(left-side) 


Special tools and workshop equipment required 
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+ Hose clip pliers - VAS 6362- 
VAS 6362 


Removing 


— Drain coolant 
> “1.3 Draining and filling coolin tem”, page 183. 


— Remove body brace > Running gear, axles, steering; Rep. 
gr. 40 ; Suspension strut, upper links; Removing and installing 
body brace . 


— Unscrew bolts -arrows- and pull filler neck -1- out of washer 
fluid reservoir and through opening in body to right side. 


LANK 
- A92-10232 


1 


ing Tor pr r commer 


permitted unless at ot quarantes 


- Remove cap nut -2- and move earth wiring clear. _ 


— Release fastener -arrow-, detach engine control unit - J623- 
-item 1- from bracket and swivel it to one side. 


By) ) 


Ff 


> ae 


— Remove bolts -arrows- and detach cover -1- for electronics 
box in plenum chamber. 


4 a 


(ee | 


—_ e EA 
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— Unplug electrical connectors -1- and unscrew nut -2- for elec- 
trical wiring. 


— Release ca -arrows-.and detach relay carrier with fuse 
holder -3- 

— Disengag 4 o a A lectronics box in plenum 
chamber = 


Protected by copyright. Copying for private 
permitted unless authorised by AUDI AG. AUDI AG does not { i) ese ual 
A10-11373 | 


p : 
with respect t he correctness of informatic this docun ary N à 5 


— Release catches -arrows A- and lift off wiring protector -1- 
-arrow B-. 


— Move clear wiring harness and press to one side. 


Guus) 


‘we! 


— Take electrical connector -1- for Lambda probe 2 - G108- out 
of bracket, unplug and move wiring clear. 


[a] Note 


Disregard -item 2-. 


— Unplug electrical connector -1-. 
— Remove bolt -2-. 


— Lift retaining clips -arrows- and disconnect coolant hoses from 
coolant expansion tank. 
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— Move electrical wiring harness clear. 
— Release hose clips -arrows- and detach coolantihoses. 


— Remove bolt -1- and nut -2- and detach coolant pipe (left-side) 
towards rear. 


Installing 
Installation is carried out inreverse order; note the following: 


a Note 


@ Secure all hose connections with correct type of hose clips (as 
original equipment) = Electronic parts catalogue . 


+ Do not reuse coolant. 


— Fill up with coolant > page 185. 
Tightening torques 
@ = “3.1 Exploded view - coolant pipes”, page 205 


+ Filler neck for washer fluid reservoir > Electrical system; Rep. 
gr. 92 ; Windscreen washer system; Exploded view - wind- 
screen washer system 


@ Installing body brace > Running gear, axles, steering; Rep. 
gr. 40 ; Suspension strut, upper links; Exploded view - sus- 
pension strut, upper links 


3.2.5 Removing and installing coolant pipe 
(top) 


Removing 


[a| Note 


Re-install all cable ties in the same locations when installing. 


— Drain coolant 
> “1.3 Draining and filling cooling system”, page 183 . 


— Remove high-pressure pipe 
> “7.3 Removing and installing high-pressure pipe”, 
page 326 . 
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[a] Note 


Place a cloth underneath to catch escaping coolant. 
- Lift retaining clip -2- and disconnect coolant hose from coolant 
pipe. 


— Remove bolt -1- and pull coolant pipe rearwards out of cylinder 
block -arrow-. 


Installing 


Installation is carried out in reverse order; note the following: 


[a] Note 


Renew O-ring after removal. 


Clean and smoothen sealing surface for O-ring. 


Lubricate O-ring with coolant and slide onto coolant pipe. 


Connect coolant hose with plug-in connector > page 223 . 


Install high-pressure pipe 
=> “7.3 Removing and installing high-pressure pipe”, 
page 326 . 


(å) Note 


Do not reuse coolant. 


— Fill up with coolant > page 185 . 
Tightening torques 
@ = “3.1 Exploded view - coolant pipes”, page 205 


3.2.6 Removing and installing coolant pipes 
on supercharger 


Special tools and workshop equipment required 
+ Hose clamps, up to 25 mm - 3094- 


W0O0-11130 
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+ Drip tray for workshop hoist - VAS 6208- 
VAS 6208 


W00-11209 


+ Hose clip pliers - VAS 6362- 
VAS 6362 


WOO-11227 


Removing 


— Remove engine cover panel 
= “3.1 Removing and installing engine cover panel”, 


page 43. 


A WARNING 


Risk of scalding due to hot steam and hot coolant. 


$ The cooling system is under pressure when the engine is 
hot. 


4A 


$ To allow pressure to dissipate, cover filler cap on coolant 
expansion tank with cloth and open carefully. 


— Open filler cap -arrow- on coolant expansion tank. 


— Remove noise insulation (front) > General body repairs, ex- 
terior; Rep. gr. 66 ; Noise insulation; Removing and installing 
noise insulation . 

— Place drip tray for workshop hoist - VAS 6208- underneath. 


- Clamp off coolant hoses using hose clamps, up to 25 mm - 
3094- , release hose clips -1- and disconnect coolant hoses 
from coolant pipes at supercharger. 


a Note 


Disregard -item 2-. 


d 


Nam 
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— Move electrical wiring harness clear. 


— Remove bolts -1 and 2- and detach coolant pipes from super- 
charger. 


Installing 
Installation is carried out in reverse order; note the following: 


(i) Note 


@ Renew seals after removing. 


@ Secure all hose connections with correct type of hose clips (as 
original equipment) = Electronic parts catalogue . 


[a] Note 


Do not reuse coolant. 


— Fill up with coolant > page 185. 
Tightening torques 
@ = “3.1 Exploded view - coolant pipes”, page 205 


@ = General body repairs, exterior; Rep. gr. 66 ; Noise insula- 
tion; Exploded view - noise insulation 


3.2.7 Removing and installing coolant pipe 
(left-side) on gearbox 

Special tools and workshop equipment required 

+ Hose clip pliers - VAS 6340- 


VAS 6340 


WO0-11220 
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Removing 


— Remove engine,coverpanel 
> “3.1 Removing and installing engine cover panel” 
page 43. 


— Drain coolant 
> “1.3 Draining and filling cooling system”, page 183 . 


— Remove bolt:-2-and_nut -3-, 
— Release hose.clip;-1-;and.disconnect.coolant hose. 
— Detach coolant(\pipe (left-side) at gearbox. 


(i Note 


Disregard -item 4-. 


Installing 


Installation is carried out in reverse order; note the following: 


(à Note 


@ Secure all hose connections with correct type of hose clips (as 
original equipment) = Electronic parts catalogue . 


@ Do not reuse coolant. 


— Fill up with coolant > page 185. 
Tightening torques 
@ = “3.1 Exploded view - coolant pipes”, page 205 


3.2.8 Removing and installing coolant pipe 
(right-side) on gearbox 
Special tools and workshop equipment required 


+ Hose clip pliers - VAS 6340- 
VAS 6340 


W0O00-11220 


Removing 


— Remove engine cover panel Í 
> “3.1 Removing and installing engine cover panel”, 
page 43. 


— Drain coolant 
> “1.3 Draining and filling cooling system”, page 183 . 


- Remove plenum chamber partition panel > General body re- 
pairs, exterior; Rep. gr. 50 ; Bulkhead; Exploded view - plenum 
chamber partition panel . 
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— Remove bolts -arrows-. 

— Release hose clips -1, 2- and disconnect coolant hoses. 
— Detach coolant pipe (right-side) from gearbox. 

Installing 

Installation is‘carried,out'in, reverse order; note the following: 


9.0 0 


@ Secure all hose connections with correct type of hose clips (as 
original equipment) => Electronic parts catalogue « 


+: Do not reuse coolant: 


— Fill up with coolant > page 185. 
Tightening torques 


A19-11689 


@ = “3.1 Exploded view - coolant pipes”, page 205 


@ = General body repairs, exterior; Rep. gr. 50 ; Bulkhead; 
Exploded view - plenum chamber partition panel 
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4 Radiators/radiator fans 


=> “4.1 Exploded view - radiators/radiator fans”, page 222 
=> “4.2 Exploded view - auxiliary radiator’, page 225 
=> “4.3 Removing and installing radiator’, page 225 


> “4.4 Removing and installing water radiator for charge air cool- 
ing circuit”, page 230 


=> “4.5 Removing and installing radiator cowl”, page 234 
> “4.6 Removing and installing radiator fan V7 ”, page 236 


> “4.7 Removing and installing auxiliary radiator’, page 236 


4.1 Exploded view - radiators/radiator fans 


Radiator 


1 - Coolant hose 
Q Lift retaining clip to de- 
tach 


Q Connor tog 
=> page 22 
2 - O-ring 
Q Renew after removing 
3 - Air duct 
4 - Coolant hose 
Q Lift retaining clip to de- 
tach 


OQ Connecting 
> page 223 
5 - O-ring 
QO Renew after removing 
6 - Radiator 


ū Remove and install to- 
gether with radiator cowl 
= “4.3 Removing and in- 


stalling radiator” 
page 308 

Q If renewed, refill system 
with fresh coolant 


7 - O-ring 
QO Renew after removing 


QO) Press release ring to de- 


tach 27-4 0 


Q Connecting’ OO 9 | 
> inless authorised by AUDI AG. AUDI AG does not guarantee or accept any Liability 


9 - Coolantheseect to the correctness of information in this document. Copyright by AUDI AG. 
QO To coolant expansion tank 
QO) Press release ring to detach 
Q Connecting > page 223 
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10 - O-ring 
QO Renew after removing 
11 - Air duct 
12 - Coolant hoses 
13 - Bolt 
Q 4.5Nm 


14 - Water radiator for charge air cooling circuit 


QO Removing and installing 
=> “4.4 Removing and installing water radiator for charge air cooling circuit”, page 230 


15 - Retaining pin 
ū Use screwdriver to release and pull off 


16 - Rubber mounting 
Q For radiator 


17 - Bolt 
QO 5.5Nm 


18 - Radiator bracket 


19 - Bolt 
QO 5Nm 


20 - Washer 


21 - Bolt 
QO 4.5Nm 


Connecting coolant hose with plug-in connector 
— If damaged, renew retaining clip -4-. 4 
— If damaged, renew O-ring. To do so, remove O-ring -2- from 


plug-in connector -3- using a suitable tool (do not use a sharp 3 DP 


tool). Take care not to damage the plug-in connector or the 
surface on which the O-ring is seated. 


— Lightly lubricate new O-ring with coolant and fit O-ring in plug- 
in connector. 


— Press plug-in connector onto connection -1- until it engages 
audibly. 


2 
ty 


A19-12078 


— Press plug-in connector in again and then pull to check that it 
is correctly engaged. 


Radiator cowl and radiator fans 
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1 - Radiator fan 2 - V177- 


Q With radiator fan control 
unit 2 - J671- 


Q Removing and installing 


=> “4.6 Removing and in- 
stalling radiator fan V7”, 
page 236 


2 - Radiator fan - V7- 


Q With radiator fan control 
unit - J293- 


Q Removing and installing 


> “4.6 Removing and in- 
stalling radiator fan V7”, 
page 236 


3 - Radiator cowl 


Q Removing and installing 


=> “4.5 Removing and in- 
stalling radiator cowl”, 
page 234 


4 - Bolt 

Q 3.5Nm 
5 - Fan wheel 

Q Pin must engage in hole 
6 - Bolt 

QO 5Nm 
7 - Fan wheel 

Q Pin must engage in hole 
8 - Bolt 

QO 5Nm 


9 - Bolt 
QO 3.5Nm 


permitted unless authorised by AUDI AG. AUDI AG does t quarantee or accept any 


with respect to the correctness of information in this document. Copyright by A 
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4.2 Exploded view - auxiliary radiator 


1 - Front air duct 


Q Clipped onto rear air 
duct 


QO Move to side to unclip 
and remove 


2 - Clip 
3 - Auxiliary radiator 


Q Removing and installing 


> “4.7 Removing and in- 
stalling auxiliary radia- 
tor”, page 236 


Q If renewed, change 
coolant in entire system 


4 - Clip 
5 - Coolant hoses 
6 - Bolt 
QO 20 Nm 
7 - Nut 
QO 8 Nm 
8 - Bracket 
9 - Rubber bush 
ū For radiator 
10 - Rubber bush 
Q) For radiator 
11 - Washer 


12 - Bolt 
QO 3.5Nm 


4.3 Removing and installing radiator 


Radiator can only be removed and installed together with radiator 
cowl. 


Special tools and workshop equipment required 
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+ Drip tray for workshop hoist - VAS 6208- 
VAS 6208 


W00-11209 


+ Hose clip pliers - VAS 6362- 
VAS 6362 


WOO-11227 


Removing 


VAN WARNING 


Risk of injury as the radiator fans may start up automatically. 


$ Even when the ignition is switched off, the radiator fans 
can start up without warning due to accumulated heat in 
the engine compartment, etc. 


— Remove noise insulation (front) > General body repairs, ex- 
terior; Rep. gr. 66 ; Noise insulation; Removing and installing 
noise insulation . 


- Remove impact bar > General body repairs, exterior; Rep. 
gr. 63 ; Bumper (front); Removing and installing impact bar . 


— Place drip tray for workshop hoist - VAS 6208- underneath. 
— Remove drain plug -1- and drain off coolant. 


— Lift retaining clip -2- and disconnect coolant hose from radia- 
tor. 
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— Lift retaining clip -arrow-, detach connection from radiator and 
drain off coolant. 


+‘ Unplug electrical connectors “1, 2° forradiator fán (push re) P“ 
oeyptainer tọ the rear -arrow- and press down release ateh), antec 


with respect to the correctness of information in this document. Copyrigh 


— Remove bolts -arrows- and detach air duct -1-. 


ed Poe 


enn 


= Remove bolts -arrows- and detach air duct -1- from lock car- 
rier. 


[a] Note 


Disregard -item 2-. 
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— Lift retaining clips -1, 2- and detach connection (top left) from 
radiator. 


- Unclip air ducts -1, 2- from radiator. 


(à Note 


@ Depending on the version, an air duct -2- that surrounds the 
refrigerant line -1- may be fitted on the left, as shown in the 
illustration. 


@ This air duct cannot be removed and remains in its installation 
position after the radiator has been unclipped. 
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-— Remove bolt -1-. 


a Note 


Disregard -arrows-. 


z > 
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— Push catch down -arrow A- and move water radiator for charge 
air cooling circuit slightly in direction of -arrow B-. 


— Detach water radiator for charge air cooling circuit from radi- 
ator and swivel it to the left with coolant hoses attached, 
carefully moving item(s) clear at the air duct (left-side), if nec- 
essary. 


[a] Note 


Disregard -item 1-. 


— Unplug electrical connector -2- on refrigerant pressure and 
temperature sender - G395- . 


A Caution 


Risk of damage to condenser, refrigerant lines and refrigerant 
hoses. 


@ Do NOT stretch, kink or bend refrigerant lines and hoses. 


— Disengage retaining clip in direction of -arrow B- on both sides. 


— First pull condenser -1- out of radiator on right side in direction 
of -arrow A-. 


— Then carefully guide condenser out on the left, paying atten- 
tion to the refrigerant lines. 


— Swivel condenser to left side. 


— Release retaining pins for radiator on both sides -arrow A- and 
pull out upwards -arrow B-. 


[A19-11979 | 19-11979 
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— Remove bolts -1- on both sides and detach radiator bracket 
with radiator from lock carrier -arrow-. 


— Detach radiator. 


— Press locking tabs on left and right sides of radiator cowl to- 
gether -arrow- and lift radiator cowl off radiator. 


Installing 


Installation is carried out in reverse order; note the following: 


a Note 


If there are slight impressions on the tins, refer to 
> “3.5 Installing radiators and. lensers’, 


— Electrical connections and routing > Current flow diagrams, 
Electrical fault finding and Fitting locations. 


- Connect coolant hoses and connection with plug-in connector 
=> page 223. 


> 


(È) Note 


Do not reuse coolant. 


— Fill up with coolant > page 185. 
Tightening torques 
@ = “4.1 Exploded view - radiators/radiator fans”, page 222 


@ = “3.1 Exploded view - air cleaner housing”, page 292 


@ = Heating, air conditioning; Rep. gr. 87 ; Refrigerant circuit; 
Exploded view - condenser 


+ = General body repairs, exterior; Rep. gr. 63 ; Bumper (front); 
Exploded view - impact bar 


@ = General body repairs, exterior; Rep. gr. 66 ; Noise insula- 
tion; Exploded view - noise insulation 


4.4 Removing and installing water radiator 
for charge air cooling circuit 


Special tools and workshop equipment required 
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+ Hose clamps, up to 25 mm - 3094- 


+ Drip tray for workshop hoist - VAS 6208- 


+ Hose clip pliers - VAS 6362- 


Removing 


Remove lock carrier cover > General body repairs, exterior; 
Rep. gr. 63 ; Bumper (front); Removing and installing attach- 
ments . 


Remove closure plate for bumper cover (front) > General 
body repairs, exterior; Rep. gr. 63 ; Bumper (front); Removing 
and installing attachments . 


Remove air intake grille (left and right) > General body re- 
pairs, exterior; Rep. gr. 63 ; Bumper (front); Removing and 
installing attachments . 


W00-11130 


VAS 6208 


WO0-11209 


VAS 6362 


WO0-11227 
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— Remove bolts -arrows- and detach air duct -1-. 


= 


r 
- Remove bolts -arrows- and detach air duct -1- from lock car- 
rier. 


(i Note 


Disregard -item 2-. 


— Unclip air ducts -1, 2- from radiator. 


a Note 


@ Depending on the version, an air duct -2- that surrounds the 
refrigerant line -1- may be fitted on the left, as shown in the 
illustration. 


¢ This air duct cannot be removed and remains in its installation 
position after the radiator has been unclipped. 
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— Clamp off coolant hoses using hose clamps -3094- , release 
hose clips -arrows- and disconnect hoses. 


— Remove bolt -1-. 


— Push catch down -arrow A- and move water radiator (front) for 
charge air cooling circuit slightly in direction of -arrow B-. 


— Detach water radiator (front) for charge air cooling circuit from 
radiator and remove it downwards, carefully moving item(s) 
clear at air duct (left-side), if necessary. 


[a] Note 


Disregard -item 1-. 
Installing 


Installation is carried out in reverse order; note the following: 


(i) Note 


+ /fthere are slight impressions on the fins, refer to 
> “3.5 Installing radiators and condensers”, page 6. 


@ Secure all hose connections with correct type of hose clips (as 
original equipment) > Electronic parts catalogue . 


— Install air intake grille, closure plate for bumper cover and lock 
carrier cover > General body repairs, exterior; Rep. gr. 63 ; 
Bumper (front); Removing and installing attachments . 


— Fill up with coolant > page 185 . 
Tightening torques, .)), pying for privat ner pur| 
enar: joded view = Fadi radiator fans’ page, 222 


+ Refrigerant line-=> Heating,-air conditioning; Rep: gr. 87 ¢/Re- 
frigerant circuit; Exploded view - condenser 


@ = General body repairs, exterior; Rep. gr. 63 ; Bumper (front); 
Exploded view - impact bar 
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4.5 Removing and installing radiator cowl 


Removing 


A WARNING 


Risk of injury as the radiator fans may start up automatically. 


@ Even when the ignition is switched off, the radiator fans 
can start up without warning due to accumulated heat in 
the engine compartment, etc. 


— Remove noise insulation (front) > General body repairs, ex- 
terior; Rep. gr. 66 ; Noise insulation; Removing and installing 
noise insulation . 


— Unplug electrical connectors -1, 2- for radiator fan (push re- 
tainer to the rear -arrow- and press down release catch). 


- Drain coolant > page 183. 


— Remove water radiator for charge air cooling circuit 
= “4.4 Removing and installing water radiator for charge air 


cooling circuit”, page 230 . 


lift retaining clip -arrow-). 


- Lift retaining clip -2- and detach connection from radiator. 


a Note 


Disregard -item 1-. 
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— Remove bolt -1- on both sides. 


— Lift retaining clip -arrow- and disconnect coolant hoses from 
coolant expansion tank. 


| A19-11239 | 


NE 


— Press bottom of radiator slightly towards front. 


Protected by copyright. Copying for private or commercial purposes, in 


yermitted unless authorised by AUDI AG. AUDI AG does not guarantee 


with respect to the correctness of information in this document. Copy 


= za, | 
A19-11979 
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— Press and release locking tabs (left and right) for radiator cowl 
-arrow- simultaneously. 


— Remove radiator cowl downwards. 

Installing 

Installation is carried out in reverse order; note the following: 
— Connect coolant hose with plug-in connector > page 223 . 
Tightening torques 

@ = “3.1 Exploded view - air cleaner housing”, page 292 

@ = “3.1 Exploded view - secondary air system”, page 354 


@ = General body repairs, exterior; Rep. gr. 66 ; Noise insula- 
tion; Exploded view - noise insulation 


4.6 Removing and installing radiator fan - 
V7- 


Removing 


(å) Note 


Re-install all cable ties in the same locations when installing. 


— Remove radiator cowl 
> “4.5 Removing and installing radiator cowl”, page 234 . 


z. 


— Remove bolts -1- or -2- and detach corresponding fan wheel. TS wv 
- Remove bolts -arrows- on radiator fan. | == 


- Move electrical wiring harness clear and detach radiator fan. 


Installing 
Installation is carried out in reverse order; note the following: 
- Note installation position of fan wheel. 


* Pin -2- must engage in hole -1-. 


4.7 Removing: and installing auxiliary radia~ 
tor 0 | 3 


Special tools and workshop equipment required 
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+ Hose clamps, up to 25 mm - 3094- 


+ Drip tray for workshop hoist - VAS 6208- 


@ Hose clip pliers - VAS 6362- 


Removing 


Remove noise insulation (front) = General body repairs, ex- 
terior; Rep. gr. 66 ; Noise insulation; Removing and installing 
noise insulation . 


Remove wheel housing liner (front left) = General body re- 
pairs, exterior; Rep. gr. 66 ; Wheel housing liners; Removing 
and installing wheel housing liner (front) . 


Remove bumper cover (front) = General body repairs, exte- 
rior; Rep. gr. 63 ; Bumper (front); Removing and installing 
bumper cover . 


W00-11130 


VAS 6208 


WO0-11209 


VAS 6362 


WO0-11227 
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— Unclip air duct -1- in direction of -arrow- and remove. 


— Place drip tray for workshop hoist - VAS 6208- underneath. 


— Clamp off coolant hoses using hose clamps -3094- , release 
hose clips -arrows- and disconnect hoses. 


— Remove bolts -2-. 

— Lift radiator -1- off bracket. 

Installing 

Installation is carried out in reverse order; note the following: 


(a! Note = g TOE. 


+è Secure all hose connections with the correct type of hose clips 
(same as original equipment) = Electronic parts catalogue . 


+è The coolant in the entire system must be changed if the radi- 
ator is renewed. 


— Install bumper cover (front) > General body repairs, exterior; 
Rep. gr. 63 ; Bumper (front); Removing and installing bumper 


cover . 
- Check coolant level > page 185. 
Tightening torques 


@ = “4.2 Exploded view - auxiliary radiator”, page 225 


@ = General body repairs, exterior; Rep. gr. 66 ; Noise insula- 
tion; Exploded view - noise insulation 


@ = General body repairs; exterior;Rep: gr.°66 ; Wheel housing 
liners; Exploded view - wheel housing liner (front) 
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21- + Turbocharging/superchargi 


1 Supercharger 


> “1.1 Exploded view - supercharger”, page 239 


> “1.2 Exploded view - magnetic clutch”, page 242 
2# M Explodedwiew=rotor assembly”, page 243 


> “1.4 Removing/and installing supercharger”, page 244 


31.5 Ghecking.supercharger for leaks”, page 250 
> “1.6 Removing and installing magnetic clutch”, page 252 


> “+.7 Removing and installing pulley for supercharger”: 
page.259 


211.8 Removing and. installing drive,unit’, page 260 
> “1.9 Removing and installing rotor assembly”, page 263 


=> “1.10 Renewing drive shaft oil seal”, page 267 


=> “1.11 Securing supercharger to engine and gearbox support”, 
page 269 


> “1.12 Removing and installing sender 1 for turbocharger speed 
G688 ”, page 275 


1.1 Exploded view - supercharger 
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1 - Supercharger 
Q With charge air coolers 


Q Removing and installing 
supercharger 
> “1.4 Removing and in- 
stalling supercharger”, 
page 244 
Q Exploded view - charge 
air coolers 
=> “2.1 Exploded view - 
charge air system”, 
page 274 
Q) Secure to engine and 
gearbox support - VAS 
6095- when performing 
assembly work 
=> “1.11.1 Securing su- 
percharger to engine 
and gearbox support for 
assembly work”, 
page 269 
Q) Secure to engine and 
earbọx support - VAS 
95- when checking 
for‘leaks 
=> “1.11.2 Securing su- 
percharger to engine 
and gearbox‘support for 
leak test”, page 270 


2 - Ball stud 
Q) For engine cover panel 
QO 5Nm 

3 - Insulating plate 


4 - Bolt 


a <å 
Le 
7 
- 


As 
QO 5Nm 35 3433 32 31 30 29 aaa 
5 - O-rings 


Q Renew after removing 


6 - Bolt 
Q Tightening torque > Fig. ““ Throttle valve module -J338- - tightening torque” , page 297 


7 - Throttle valve module - J338- 
QO Removing and installing > “4.3 Removing and installing throttle valve module J338 ”, page 301 


8 - Intermediate flange 
9 - O-rings 
QO Renew after removing 


10 - Bolt 


Q Tightening torque and sequence 
> Fig. ““ Regulating flap control unit -J808- - tightening torque and sequence” , page 297 


11 - Intermediate flange 
12 - Regulating flap control unit - J808- 

QO Removing and installing > “4.4 Removing and installing regulating flap control unit J808 ”, page 303 
13 - Bolt 

n 9Nm 


14 - Bracket 
QO For change-over valves 
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15 - Connection 


16 - Bolt 


QO Ly ag torque and sequence 
> Fig. ““ Regulating flap control unit -J808- - tightening torque and sequence”™ , page 297 


17 - O-ring 

QO Renew after removing 
18 - Bolt 

Q 10Nm 


19 - Intake air temperature sender - G42- / intake manifold pressure sender - G71- 


QO Removing and installing 
> “6.1 Removing and installing intake air temperature sender G42 / intake manifold pressure sender G71 


”, page 318 
20 - O-ring 
QO Renew after removing 


21 - Bleeder screw 
Q For charge air cooler 
Q 1.5... 3.0 Nm 
22 - Seal 
QO Renew after removing 
23 - Nut 
Q 20Nm 
24 - Charge pressure sender 
Q Cylinder bank 1 (right-side): charge pressure sender - G31- 
Q Cylinder bank 2 (left-side): charge pressure sender 2 - G447- 


QO) Removing and installing 
> “2.4 Removing and installing charge pressure sender G31 / G447 ”, page 280 


25 - Bolt 

Q 10Nm 
26 - O-ring 

Q Renew after removing 
27 - Stud 

Q 17Nm 
28 - Connection 

QO) For crankcase breather 

Q Installation position > Fig. “Installing connection for crankcase breather” , page 168 
29 - Seals 

Q Renew after removing 
30 - O-rings 

Q 2x on USA versions 

Q Renew after removing 


31 - Engine lifting eye 
32 - Bolt 
Q 27Nm 
33 - O-ring 
QO Renew after removing 
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34 - Sender 1 for turbocharger speed - G688- 


OQ Removing and installing 
> “1.12 Removing and installing sender 1 for turbocharger speed G688 ”, page 272 


QO Do not use opening to check oil level 


35 - Bolt 
QO 10Nm 


1.2 Exploded view - magnetic clutch 


1 - Pulley 
Q For supercharger 


QO Removing and installing 
> “1.7 Removing and in- 


stalling pulley for super- 
charger. page 259 
2 - Bolt 


QO Renew after removing 
Q 20 Nm +90° 


3 - Magnetic clutch 


QO) Removing and installing 
> “1.6 Removing and in- 
stalling magnetic 
clutch”, page 252 

4 - Bolt 


OQ 20Nm 
5 - Carrier 
Q Only renew together 
with -item 3- 
Do not loosen bolts on 
armature 


m) 

ū Renew armature if nuts 
are loose 

OQ) Removing and installing 
> “1.6 Removing and in- 
stalling magnetic 
clutch”, page 252 

Q Clean friction lining and 
friction surface with 
brake cleaner before in- 
stalling 


Q Tighteningstorques:for HAET 
dampi [Aaa] 


ng. olt 
> Fig. “Tightening tor? 
que for Glamping bolt’ , page 243 
6 - Bolt 
QO 3.6Nm 
7 - Woodruff key 


8 - Supercharger, 


9 - O-ring 
ū Renew after removing 


10 - Trim 


242 Rep. gr.21 - Turbocharging/supercharging 


Audi A6 2011 > , Audi A6 China 2012 > , Audi A7 Sportback 2011 > | 
6-cylinder direct injection engine with supercharger (3.0 Itr. 4-valve TFSI, EA837evo) - Edition 05.2018 Auer 


Tightening torque for clamping bolt 
— Tighten clamping bolt -arrow- to 20 Nm. 


A21-10964 


1.3 Exploded view - rotor assembly 


1 - Bolt 
Q 27Nm 


QO) Remove old sealant/ 
locking fluid from 
threads (using a thread 
tap or similar) 


Q Before installing, lubri- 
cate a few threads of the 
cleaned bolts with seal- 
ant > Electronic parts 
catalogue 


2 - Drive unit 
QO Always renew oil seal 
-item 3- after removing 


Q Removing and installing 
> “1.8 Removing and in- 
stalling drive unit”, 
page 260 

3 - Oil seal 

o POPE 


4 - Dowel sleeve 


5 - Rotoriassembly 


QO). Removing and.installing, 
> “1.9 Removing and in- 


stalling rotor assembly” 
page 363 


Q After every removal and 
installation 
> “1.5 Checking super- 
charger for leaks”, 
page 250 


Q Remove old sealant/locking fluid from threads (using a thread tap or similar) 


A21-10863 


6 - Needle bearing 
QO For rotor assembly 


QO Renew together with rotor assembly > “1.9 Removing and installing rotor assembly”, page 263 
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7 - Supercharger housing 


8 - Needle bearing 
Q) Forrotor assembly 


Q Renew together with rotor assembly => “1.9 Removing and installing rotor assembly”, page 263 


9 - Dowel sleeve 


1.4 Removing.and installing supercharger 
Special tools and)>workshop equipment required 
+ Hose clamps, up to 25 mm - 3094- 


WO0-11130 


@ Engine bung set - VAS 6122- 
VAS 6122 


WO0-11228 


+ Drip tray for workshop hoist - VAS 6208- 


VAS 6208 


W00-11209 
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+ Hose clip pliers - VAS 6362- 
VAS 6362 


WO0-11227 


+ Adapter for cooling system tester - V.A.G 1274/8- 
V.A.G 1274/8 


WO0-11182 


+ Cooling system tester - V.A.G 1274 B- 
V.A.G 1274 B 


W00-11247 


Removing 


(i) Note 


@ Observe rules for cleanliness 
> “3.1 Rules for Cleanliness”, page's . 


+è Check that.all ait pipes.and hoses and vacuum lines are cor- 
rectly fitted and that there are no leaks before carrying out tests 
or repairs. 


— Remove poly V-belt for supercharger 
> “1.2.1 Removing and installing poly V-belt forsupercharger”, 


page 47, 
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— Place drip tray for workshop hoist - VAS 6208- underneath. 
— Remove bolt -1-. 


— Clamp off coolant hoses -2- with hose clamps, up to 25 mm - 
3094- . 


— Place drip tray for workshop hoist - VAS 6208- underneath. 


— Release hose clips -1- and detach coolant hoses from coolant 
pipes at supercharger. 


— Remove bolt -2- and press coolant pipes to the side. 


oe 
a Lx 


- Move hose -1- for activated charcoal filter system clear at air 
pipe. 
- Detach vacuum hose -2- from connection on air pipe. 


— Loosen hose clips -arrows- and detach air pipe. 
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— Unplug electrical connector -2- at activated charcoal filter sol- 
enoid valve 1 - N80- and detach vacuum hose -3- (press 
release tabs). 


— Detach activated charcoal filter solenoid valve 1 - N80- from 
bracket and move it clear to the side with hoses still attached. 


[a] Note 


Disregard -item 1-. 


— Unplug electrical connector -arrow- at throttle valve module - 
J338 


— Unplug electrical connector -arrow- at regulating flap control 
unit - J808- . 


f. 
[mer] 


4 
tvá 


— Unplug electrical connectors -1-. 


[a] Note 


Mark installation position of vacuum hoses for re-installation. 


— Disconnect vacuum hoses -4- and vacuum line -3-. 


- Disconnect vacuum hose -2-, move it clear and place it to left 
side. 


itted unless authori yy / TAG. A \G does not quarant iccept any liability 


aspect to the correctness of yrmat 1 this í ument. Copyright by AUDI AG 
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— Release fasteners -arrow- and press wiring duct -1- towards 
rear. 


er - G42- / intake manifold pressure sender - G71- . 


— Unplug electrical connector -1-. 7 | = 
— Detach valve -3- for crankcase breather system from bracket. F 7 7 i oe g 
— Unplug electrical connector -2- at intake air temperature send- - = , Ñ = 

a 


- Unplug electrical connectors -1, 2-. 


— Remove nuts -arrows- and lift off supercharger with charge air 
coolers. 


- Seal openings on supercharger and all relevant ducts and ho- 
ses of the charge air system using plugs from engine bung set 
- VAS 6122- or clean cloths. 


— Detach noise insulation panels. 
Installing 
Installation is carried out in reverse order; note the following: 


a Note 


@ Renew seals and O-rings after removal. 


+ Do not remove plugs or protective caps until you are ready to 
fit the relevant line. 


@ Secure all hose connections with correct type of hose clips (as 
original equipment) = Electronic parts catalogue . 


- Fit noise insulation panels. 
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Ensure that crankcase breather connection -1- is positioned 
correctly when fitting supercharger 

> Fig. “Installing connection for crankcase breather” , 
page 168. 


Install coolant pipes (front left) 


> “3.2.2 Removing and installing coolant pipes (front left)”, 
page 209. 


Electrical connections and routing > Current flow diagrams, 
Electrical fault finding and Fitting locations. 


Install poly V-belt for supercharger 


> “1.2.1 Removing and installing poly V-belt for supercharger”, 
page 47. 


Check coolant level and top up if necessary. 


[a] Note 


Do not reuse coolant. 


Open filler cap on coolant expansion tank. 
Fit cooing system tester - V.A.G 1274 B- with adapter - 
V.A.G 1274/8- onto coolant expansion tank. 


Using hand pump on cooling system tester, build up a pres- 
sure of approx. 0.5 bar. 


[a] Note 


Place a cloth underneath to catch escaping coolant. 


Open bleeder screws -1- and -2- on charge air coolers one 
after the other until coolant comes out. 


If necessary, correct the pressure during the bleeding proce- 
dure using the hand pump on the cooling system tester. 


Close bleeder screws. 


A) 
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— Check coolant level and top up if necessary. 


* The coolant level must be at the MAX marking when the en- 
gine is cold. 


* The coolant level can be above the MAX marking when the 
engine is warm. 


Tightening torques 
@ = “1.1 Exploded view - supercharger”, page 239 


@ = “2.2 Exploded view - hose connections for charge air sys- 
tem”, page 275 


1.5 Checking supercharger for leaks 
Special tools and workshop equipment required 


@ Charge air system tester - V.A.G 1687- with adapters -V.A.G 
1687/4- , -V.A.G 1687/10- , -V.A.G 1687/13-1- and -V.A.G 
1687/13-2- 


Procedure 


* Supercharger secured to engine and gearbox support - VAS 
6095- for leak test 
=> “1.11.1 Securing supercharger to engine and gearbox sup- 


port for assembly work”, page 269 . 


* Regulating flap control unit - J808- installed 
> “4.4 Removing and installing regulating flap control unit J808 


”, page 303. 


— Secure adapter -V.A.G 1687/13-1- to bottom of supercharger 
housing. 


- Secure hose connections with hose clips. 


(à Note 


For illustration purposes the supercharger is shown without the 
gearbox support. 
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- Secure adapter -V.A.G 1687/4- to top of supercharger hous- 
ing. 
— Secure hose connections with hose clips. 


V.A.G 1687/4 


— Secure adapter -V.A.G 1687/13-2- to supercharger housing 
with adapter - V.A.G 1687/10- . 


— Secure hose connections with hose clips. 


Prepare charge air system tester - V.A.G 1687- as follows: 


— Unscrew pressure control valve -2- completely and close 
valves -3- and -4-. 


° ae sure knob is pulled out before turning pressure control 
valve. 


— Connect charge air system tester - V.A.G 1687- as shown in 
illustration, and connect to compressed air line using a com- 
mercially available connection piece -1-. 


V.A.G 1687 


V.A.G 1687/10 
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— If there is water insight glass, remove drain plug -6- and drain V.A.G 1687 
water. = 


— Open valve -3-. 


A Caution 


Risk of damage if pressure is set too high. 


@ The pressure must not exceed 0.5 bar. 


. A E VW21-0168 
— Adjust pressure to 0.5 bar via pressure control valve -2-. 


— Open valve -4- and wait until test system is pressurised. If 
necessary, adjust pressure to 0.5 bar again. 


— Close valve -3-. 
+ Pressure must not drop by more than 0.1 bar for 30 seconds. 


— Check charge air system for audible leaks or leaks that can be 
felt with the hand; apply commercially available leak detecting 
spray or use ultrasonic tester - V.A.G 1842- . 


(å) Note 


@ For operation of ultrasonic tester -V.A.G 1842- , refer to > 
Operating instructions . 


+ Release pressure in test circuit by detaching hose coupling 
from adapter before removing adapter. 


1.6 Removing and installing magnetic clutch 
Special tools and workshop equipment required 


@ Puller -T40301- 
740301 


W0O0-11499 


+è Centring pin -T40302- 
T40302 


W00-11561 
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@ External power supply unit for clutch for supercharger - VAS 
69 


Removing 


* Supercharger secured to engine and gearbox support for as- 
sembly work 


=> “1.11.1 Securing supercharger to engine and gearbox sup- 
port for assembly work”, page 269 . 


— Remove bolts -1- and -2- and detach coolant pipes from su- 
percharger. 


A19-11858 


— Remove bolts -arrows-. 


—olLift magnetic clutch -1+ slightly and turn it until one of the three 
bolts for trim is accessible. 


— Remove first bolt -arrow-. 


— Remove remaining bolts; to do so, turn magnetic clutch 1/3 of 
a rotation each time. 


= 


-ya 
= ae 
a. GE 


— Detach magnetic clutch -1- -arrow-. 
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Loosen clamping bolt -arrow- for armature by two turns (turn 
armature to corresponding position). 


EE 


Apply puller -T40301- to armature. 


Claws -arrows- of puller must engage on armature as shown 
in illustration. 


A21-10798 


Detach armature -2- and remove. 
Detach trim -1-. 


KE 


3 
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— Remove O-ring -arrow-. 
Checking for wear on inner and outer friction linings 


aT: 


Beforere-installingya used magnetic clutch, the degree of wear 
on the inner and outer friction linings must be checked. This step 
is not necessary when fitting a new magnetic clutch. 


— Position caliper gauge -1- on highest point of inner friction lin- 
ing -2- (as shown in illustration) and measure distance -X- to 
friction surface -3-. 


* Specification: at least 0.2 mm. 


— Perform measurement in at least three different positions 
around circumference. 


— If specification is not met, renew magnetic clutch. 


[a21-11265 ] 


— Fit armature -2- onto magnetic clutch -1- and tighten centring 
pin -T40302- hand-tight. T40302 


— Use feeler gauge -3- to check distance between outer friction 
lining and outer friction surface. 


* Specification: minimum 0.2 mm. 
— If specification is not met, renew magnetic clutch. 


1. Supercharger 255 


CORD Audi A6 2011 > , Audi A6 China 2012 > , Audi A7 Sportback 2011 > 
Aue: _ 6-cylinder direct injection engine with supercharger (3.0 Itr. 4-valve TFSI, EA837evo) - Edition 05.2018 


« Armature -2- must still be on magnetic clutch -1- and centring 
pin -T40302- must be tightened hand-tight. 740302 


— Connect external power supply unit for clutch for supercharger 
- VAS 6909- to a 12 Volt battery or to jump-start terminal of 
another vehicle. 


— Connect electrical connector of adapter cable -VAS 6909- to 
magnetic clutch and switch on power supply to magnetic 
clutch. 


A Caution 


Risk of irreparable damage to magnetic clutch 


VAS 6909 


@ The magnetic clutch must not be connected to the power 
supply for longer than 15 minutes. 


$ The magnetic clutch heats up when current is applied. 


- With current applied) use feeler gauge -3- to check distance 
between clamping hub (shown in -blue-) and outer friction sur- 
face at point shown in illustration. 


— Perform this*measurement in‘all three positions of clamping 
hub. 


* Specification: maximum 1.3mm. 
— If specification is exceeded, renew magnetic clutch. 


— Switch off external power supply unit for clutch for supercharg- 
er - VAS 6909- . 


Installing 


(a! Note 


Renew O-ring after removal. 


— Insert O-ring -arrow- into groove on supercharger housing. 


256 Rep. gr.21 - Turbocharging/supercharging 


Audi A6 2011 > , Audi A6 China 2012 > , Audi A7 Sportback 2011 > | 
6-cylinder direct injection engine with supercharger (3.0 Itr. 4-valve TFSI, EA837evo) - Edition 05.2018 Auer 


— Fit armature -2- onto magnetic clutch -1-. 
— Fit trim -3- onto magnetic clutch and secure with three bolts 


A21-10799 


— Fit centring pin -T40302- into armature and magnetic clutch. 
* Armature will be centred relative to magnetic clutch. 740302 


— Connect external power supply unit for clutch for supercharger 
- VAS 6909- to a 12 Volt battery or to jump-start terminal of 
another vehicle. 


— Connect electrical connector of adapter cable -VAS 6909- to 
ee clutch and switch on power supply to magnetic 
clutch. 


* Armature is fixed to magnetic clutch when power supply is 
switched on. 


(å) Note 


+è /tis important to ensure that the current to the magnetic clutch 
generated by the external power supply unit for clutch for su- 
percharger - VAS 6909- is not interrupted during installation. 


VAS 6909 


A21-10808 


@ The current to the magnetic clutch generated by the external 
power supply unit for clutch for supercharger - VAS 6909- may 
be disconnected only after the clamping bolt of the clamping 
hub is tightened on the shaft. 


A Caution 


Risk of irreparable damage to magnetic clutch 


@ The magnetic clutch must not be connected to the power 
supply for longer than 15 minutes. 


@ The magnetic clutch heats up when current is applied. 


— Remove centring pin -T40302- with power supply switched on. 
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— Check that Woodruff key -1- is seated correctly in drive shaft F- : 
2 ~~ ary 
* Drive shaft must be free of oil and grease =e 
ee 
ra 4 


1 = 
-= 
N 


The following markings assistin aligning the armature of the mag- 
netic clutch with the shaft of the supercharger: 


* Position armature of magnetic clutch so that groove -4- for ~ 
Woodruff:key is oppositecarrow:marking 33+ on trim. 


* Position shaft of supercharger so that Woodruff key -2- faces 
“KEY” marking -1-. 


—- Fit armature -1- of magnetic clutch onto shaft -2- of super- 
charger -arrow-. 


— Fit magnetic clutch onto supercharger and tighten bolts 
-arrows- (keep power supply switched on). 
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Press pulley downwards by hand towards supercharger 
-arrow A- and at the same time tighten clamping bolt 
-arrow B- (keep power supply switched on). 


Switch off power supply and disconnect external power supply 
unit for clutch for supercharger - VAS 6909- from magnetic 
clutch and from power source. 


Install coolant pipes on supercharger 


=> “3.2.6 Removing and installing coolant pipes on supercharg- 
er’, page 217. 


Perform adaption for magnetic clutch after removing and in- 
stalling/renewing: 


Vehicle diagnostic tester must be connected. 
Selecting operating mode. 


Using button and “Function/component selection” func- 
tion, select the following in succession from tree: 


01 - Engine, self-diagnosis compatible systems 
Functions 
01 - Compressor clutch adaption 


Tightening torques 


+ 


> “1.2 Exploded view - magnetic clutch”, page 242 


1,7 Removing and installing pulley for,su- 


percharger 


Special tools and workshop equipment required 


+ 


Counterhold tool - T10172 A- with adapters -T10172/5- 


T10172/2-9 


VAS 6909 


r Dna 


> 
A 

EN 

A 


WO00-11244 
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Removing 


— Remove engine cover panel 
> “3.1 Removing and installing engine cover panel”, 
page 43. 


— Remove poly V-belt for supercharger 


=> “1.2.1 Removing and installing poly V-belt for supercharger”, 
page 47. 


- Loosen two bolts for pulley by one turn; when doing so, coun- 
terhold the other two bolts with counterhold tool - 110172 A- 
and adapters -T10172/5- . 


- Apply counterhold tool to loosened bolts and remove both oth- 
er bolts. 


— Remove remaining bolts and remove pulley. 
Installing 
Installation is carried out in reverse order; note the following: 


— Install poly V-belt for supercharger 
=> “1.2.1 Removing and installing poly V-belt for supercharger”, 


page 47. 


— Install engine cover panel 
=> “3.1 Removing and installing engine cover panel”, 
page 43. 


Tightening torques 
@ = “1.2 Exploded view - magnetic clutch”, page 242 


1.8 Removing and installing drive unit 
Special tools and workshop equipment required 


+ Used oil collection and extraction unit - VAS 6622A- 
VAS 6622 A 


W00-11526 


@ Sealant => Electronic parts catalogue 

@ Oil for supercharger drive > Electronic parts catalogue 
@ Spreader tool (commercially available) 

Removing 


* Supercharger secured to engine and gearbox support for as- 
sembly work 
> “1.11.1 Securing supercharger to engine and gearbox sup- 
port for assembly work”, page 269 . 


— Remove magnetic clutch 
> “1.6 Removing and installing magnetic clutch”, page 252 . 


- Position supercharger vertically in engine and gearbox sup- 
port. 


* Drive unit faces upwards. 
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— Detach Woodruff key -1- from drive shaft -2-. 


A21-10894 


— Remove bolts -arrows-. 


A Caution 


@ To make sure bearing cover -1- for rotor assembly does 


not come loose and remains properly sealed, always use 
spreader tool -arrows- to press off drive unit -2- as shown 


in illustration (do not use a hammer). ——- 
~~ —— 
. w s 
— Using a spreader tool, carefully press off drive unit from bear- A a 
ing cover and detach. eee ame 
=== 


z = A21-10895 
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— With the aid of used oil collection and extraction unit - VAS 
6622A- , extract all oil for supercharger drive from bearing 
cover (including oil chambers -arrows- between ribs). 


Installing 


a Note 


@ Renew seal for drive unit after removal. 

+ Fit self-locking bolts or bolts with'sealant >=Electronic parts 
catalogue . 

— Clean surfaces; they must be free of oil and grease. 


- Before assembly, always remove residues from threaded 
holes using a thread\tap. 


— Fill bearing cover with oil for supercharger drive. 


(à Note 


The container is filled with the required amount of oil. It is not 
possible to check the oil level at a later stage. 


— Apply athin layer of sealant to sealing surface -arrow- for drive 
unit on rotor assembly and fit assembly sleeve - T40318- onto 740318 
drive shaft, as shown in illustration. 


— Fit drive unit with new seal onto rotor assembly (note position 
of dowel sleeves -1, 2-). 


— Tighten bolts -arrows-. 
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— Fit Woodruff key -1- into drive shaft -2-. 
— Install magnetic clutch 
=> “1.6 Removing and installing magnetic clutch”, page 252 . 


Remaining installation steps are carried out in reverse sequence; 
note the.following: 


~spC@heck supercharger for leaks 
= “1.5 Checking supercharger for leaks”, page 250 . 


— Install coolant pipes on supercharger 


> “3.2.6 Removing and installing coolant pipes on supercharg- 
er’, page 217. 


Tightening torques 
@ = “1.3 Exploded view - rotor assembly”, page 243 


[Azi-10894 ] 


1.9 Removing and installing rotor assembly 
Special tools and workshop equipment required 
+ Internal puller - VAS 501 001- (not illustrated) 


@ Assembly tool -T40303- 
T40303 


W00-11586 


Removing 


* Supercharger secured to engine and gearbox support for as- 
sembly work 
=> “1.11.1 Securing supercharger to engine and gearbox sup- 
port for assembly work”, page 269 . 


— Remove magnetic clutch 
> “1.6 Removing and installing magnetic clutch”, page 252 . 


— Remove drive unit 
> “1.8 Removing and installing drive unit’, page 260 . 


— Position supercharger vertically in engine and gearbox sup- 
port. 


* Spur gears of rotor assembly face upwards. 
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- Carefully detach rotor assembly upwards -arrow-, ensuring 
that rotors do not damage inner surfaces of supercharger 
housing. 


- Set rotor module down carefully and ensure that it is kept free 
of dust. 


— Block off air ducts with clean cloths to prevent dirt or small 
objects from dropping into supercharger housing. 


A Caution 


Risk of damage to surfaces of supercharger housing. 


$ /f necessary, use cloths to protect the surfaces of the su- 
percharger housing during the following steps. 


— Using a screwdriver, bend seals -arrows- of both rotor needle 
bearings inwards. 


— Remove seals -arrows- of both rotor needle bearings with 
long-nose pliers. 


— Break open needle bearing cages -arrows- of both bearings 
with a screwdriver. 


A21-10956 
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Use long-nose pliers to remove needle bearing cages 
-arrows- of both bearings. 


Remove loose roller bearings completely using a magnet. 


+ mInsert threaded bush -VAS 501 001/4- into:sleeve of needle 


bearing; ensure that collar -1- faces upwards. VAS 501001/5 oss 
— Place thrust washer -VAS 501 001/5- on threaded bush -VAS 
501 001/4- with writing on tool facing upwards. 


A21-11099 


— Screw spindle -VAS 501 001/1- hand-tight into threaded bush 
-VAS 501 001/4- -item 1- as far as it will go. 


— Attach support sleeve -VAS 501 001/3- ; end with flat face 
must point downwards. 


VAS 501001/1 A| VAS 501001/3 F 
/ 


f; 
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— Screw forcing nut -VAS 501 001/2- onto spindle. 
- Position socket -VAS 501 001/6- on forcing nut. 


— Pull out sleeve of needle bearing by turning socket -VAS 501 
big ; counterhold with suitable tool at spindle -VAS 501 


— Pull out sleeve of second needle bearing in the same way. 


Installing 


— Thoroughly clean bearing seats and contact surfaces for rotor 
assembly. 


— Fit new needle bearing onto tool -T40303- . 
* Groove -arrow- faces supercharger housing. 


* Seal in needle bearing faces tool. 


A Caution 


Risk of diluting grease filling in needle bearing if too much en- 
gine oil is applied. 


@ Apply only a very thin layer of engine oil. 


— Lightly lubricate outer circumference (sleeve) of needle bear- 
ing with engine oil. 
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— Using assembly tool -T40303- , position needle bearing at hole 
in supercharger housing (ensure it is straight) and drive it in 
as far as stop with a large plastic hammer. 


— Check seating of needle bearing -1- in supercharger housing 
-2- after driving needle bearing in: 


* Dimension -a- = 1.5mm 1 
— If necessary, drive needle bearing in further. — = 


¢ 49 a | 
— 


A21-10961 


— Apply a thin layer of sealant -arrow- to sealing surface for rotor 
module on supercharger housing. 


— Carefully fit rotor assembly in supercharger housing. 


— Ensure that rotors do not damage inner surfaces of super- 
charger housing, and that rotor shafts are inserted into needle 
bearings. 


— Install drive unit 
> “1.8 Removing and installing drive unit”, page 260 . 


— Install magnetic clutch 
> “1.6 Removing and installing magnetic clutch”, page 252 . 


A21-10962 


— Check supercharger for leaks 
=> “1.5 Checking supercharger for leaks”, page 250 . 
1.10 Renewing drive shaft oil seal 


Special tools and workshop equipment required 
@ Pin- VW 295- 


WO0-11417 
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@ Sleeve - 3144- 


WO0-11368 


+ Plate - T40285- 
740285 


Procedure 
— Remove drive unit T40285 


=> “1.8 Removing and installing drive unit”, page 260 . 


— Place drive unit on plate - T40285- with front side facing up- 
wards, as shown in illustration. 


— Use drift - VW 295- to drive oil seal out of drive unit. 


A21-10897 


— Place drive unit on workbench with front side facing down- 
wards. 


- Drive.in,oil seal with.sleeve, -.3144-). 
* Installation. position: Open, side of.oil seal. faces tool: 


— Install drive unit 
> “1.8 Removing and installing drive unit”, page 260 . 


A21-10910 
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1.11 Securing supercharger to engine and 
gearbox support 


=> “1.11.1 Securing supercharger to engine and gearbox support 
for assembly work”, page 269 


> “1.11.2 Securing supercharger to engine and gearbox support 
for leak test”, page 270 


1.11.1 Securing supercharger to engine and 
gearbox support for assembly work 


[a] Note 


When performing assembly work, the openings in the bottom of 
the supercharger housing make it possible for you to see and ac- 
cess the charge air coolers. 


Special tools and workshop equipment required 
@ Engine and gearbox support - VAS 6095- 


è Gearbox support - T40206- with -T40206/1- 


@ Mounting -T40304- 


VAS 6095 


W00-11310 


T40206 


y. 
Za 


WO0-11488 
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Procedure 40304 


* Supercharger removed 
=> “1.4 Removing and installing supercharger’, page 244 . 


— Insert gearbox support - T40206- with -T40206/1- into engine 
and gearbox support - VAS 6095- . 


— Secure mounting -T40304- to -T40206/1- (only screw in bolts 
lightly at first), observing alignment of holes -1, 3, 10, 12- on 
mountings and gearbox support - T40206- . 


T40206/1 


— Place supercharger onto mounting -T40304- , as shown in il- 
lustration. 


* Bottom openings in supercharger housing make it possible for 
you to see and access charge air coolers. 


— Hand-tighten bolts -1- evenly in a diagonal sequence on both 


sides. tis T40304 
— Tighten bolts securing mounting -T40304- to -T40206/1- to 21 DME «Sha? 

NA. 9 $ SP is „VAS 6095 
- Tighten bolts -1- on both sides in diagonal sequence to 21 Nm. SS - 31 


Fa Ayt 
te > 
j 
3 
> fone F 
` 
T 


T40304 


T402061 
T40206 


1.11.2 | Securing supercharger to engine and 
gearbox support for leak test 


(å) Note 


When checking for leaks, the seals on the mountings -T40304- 
should seal off the openings in the supercharger housing. 


Special tools and workshop equipment required 
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+ Engine and gearbox support - VAS 6095- 
VAS 6095 


W00-11310 


@ Gearbox support - T40206- with -T40206/1- 
T40206 


@ Mounting -T40304- 


Z 
a 


WO0-11488 


Procedure 


* Supercharger removed 
> “1.4 Removing and installing supercharger’, page 244 . 


— Insert gearbox support - T40206- with -T40206/1- into engine 
and gearbox support - VAS 6095- . 


— Secure mounting -T40304- to -T40206/1- (only screw in bolts T40304 T40206/1 
lightly at first), observing alignment of holes -2, 5, 8, 14- on 
mountings and gearbox support - T40206- . T40304 


T40206/1 
[ A21-10793 | 
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— Place supercharger onto mounting -T40304- , as shown in il- 
lustration. 


* Seals of mountings should seal off openings in supercharger 
housing. 


— Lightly hand-tighten bolts -1- evenly in a diagonal sequence 740304 
on both sides. 


— Tighten bolts securing mounting -T40304- to -T40206/1- to 21 SA Ss z 
Nai: “ : oS i VAS 6095 
x ha PN F 


T40206/1 
T40206 


T40304 


- Use a feeler gauge -2- to check that bolts are tightened evenly 
and adjust if necessary. 


* There must be an even gap all around between supercharger 
-1- and mounting -T40304- . 


* Maximum permissible deviation in gap dimension: 0.2 mm. 


A21-10843 


1.12 Removing and installing sender 1 for tur- 
bocharger speed - G688- 

Removing 

— Remove engine cover panel 


> “3.1 Removing and installing engine cover panel”, 
page 43. 


272 Rep. gr.21 - Turbocharging/supercharging 


Audi A6 2011 > , Audi A6 China 2012 > , Audi A7 Sportback 2011 > | 
6-cylinder direct injection engine with supercharger (3.0 Itr. 4-valve TFSI, EA837evo) - Edition 05.2018 Awe: 


> Unplug’electrical:connector -2-. 
= RER bolt -3- and detach sender 1 for turbocharger speed 
` = 8- ` á 


[a] Note 


Disregard -item-1- 


Installing 

Installation is carried out in reverse order; note the following: N 
[a] Note 

Renew seals. 


— Install engine cover panel 
> “3.1 Removing and installing engine cover panel” 
page 43. 


Tightening torques 


@ = “1.1 Exploded view - supercharger”, page 239 
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2 Charge air system 


> “2.1 Exploded view - charge air system”, page 274 


> “2.2 Exploded view - hose connections for charge air system”, 
page 275 


> “2.3 Removing and installing charge air cooler”, page 275 


> “2.4 Removing and installing charge pressure sender G31 / 
G447 ”, page 280 


2.1 Exploded view - charge air system 


1 - Gasket 
Q Renew after removing 
2 - O-ring 
QO Renew after removing 
Q Coat with engine oil 
when installingscharge 
air cooler 
3 - O-ring 
QO), .Renew after.removing 
Q) Coat with engine oil 
when installing charge 
air cooler 
4 - Gasket 
Q Renew after removing 
5 - Charge air cooler (right- 
side) 
Q Removing and installing 
> “2.3 Removing and in- 


stalling charge air cool- 
er’, page 275 


6 - Bolt 
Q Self-locking 
Q Renew after removing 
Q 10Nm 


7 - Gasket 
QO Not supplied separately 


QO) Must not be detached 
from charge air cooler 


Q Coat with engine oil 
when installing charge 
air cooler 


8 - Supercharger housing 
9 - Bolt 
Q Self-locking 
QO Renew after removing 
QO 10Nm 
10 - Gasket 
QO Not supplied separately 
Q Must not be detached from charge air cooler 
Q Coat with engine oil when installing charge air cooler 
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11 - Charge air cooler (left-side) 
QO Removing and installing > “2.3 Removing and installing charge air cooler’, page 275 


2.2 Exploded view - hose connections for 
charge air system 


[a] Note 


+è Hose connections and air pipes/hoses must be free of oil and 
grease prior to fitting. 


@ Secure all hose connections with correct type of hose clips (as 
original equipment) > Electronic parts catalogue . 


@ The screw sections of used screw-type clips must be sprayed 
with rust remover prior to fitting so that the air hoses can be 
attached securely to the hose connections. 

Tightening torque for 

1- Hose clip with width -a- = 13 mm: 5.5 Nm 


2- Hose clip with width -b- = 9 mm: 3.4 Nm 


A21-10396 


23 Removing and installing charge air cool- 
er 


Special tools and workshop equipment required 
+$ Fitting sleeve - 2033- 
2033 
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+ Assembly device fonvalves - 2036- 


@ Tyre lever for aluminium rims - V.A.G 1942- 
Removing 


* Supercharger secured to engine and gearbox support - VAS 
6095- for assembly work 
=> “1.11.1 Securing supercharger to engine and gearbox sup- 


port for assembly work”, page 269 . 


— Unscrew bolts -arrows- and detach bracket -1- with change- 
over valves. 


Charge air cooler (left-side): 
— Remove charge pressure sender 2 - G447- 


> “2.4 Removing and installing charge pressure sender G31 / 
G447 ”, page 280. 


Charge air cooler (right-side): 


— Remove throttle valve module - J338- 
> “4.3 Removing and installing throttle valve module J338 ”, 
page 301. 

— Remove charge pressure sender - G31- 


> “2.4 Removing and installing charge pressure sender G31 / 
G447 ”, page 280. 


Both sides (continued): 


— Remove bolts -1- and -2- and detach coolant pipes from su- 
percharger. 
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— Remove bolts -1, 2- for charge air cooler (left-side) and bolts 
-3, 4- for charge air cooler (right-side). 


-— Attach valve assembly device - 2036- with -2036/1- to super- 
charger, as shown in illustration. 


— Apply fitting sleeve - 2033- at front of charge air cooler. 


— Using tyre lever - V.A.G 1942- , apply moderate pressure and 
slowly press charge air cooler out of supercharger housing. 


Installing 


[a] Note 


@ Renew gaskets, O-rings and self-locking bolts after removal. 

+ Before assembly, always remove residues from threaded 
holes in supercharger housing using a thread tap. 

— Check gasket -5- on charge air cooler -4-. 

* The gasket must not be cracked or damaged. 

— Slide gasket -1- onto charge air cooler. 

— Insert O-ring -2- into opening in supercharger housing -3-. 


A21-10803 
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- Coat sealing surface -arrow A- and gasket -arrow B- of charge 
air cooler -1- with engine oil. 


- Also coat sealing surface inside supercharger housing with 
engine oil. 


A21-10455 


— When fitting charge air cooler, make sure that seals align with 
recesses in supercharger housing -arrows-. 


(È) Note rrotecte pyrig | J TO! te 


nittec thor j UDI 
To make it easier to insert and press in the charge air cooler, 
position the supercharger housing vertically'in engine and gèar- 
box support - VAS 6095- . 


A Caution 


Risk of damage to charge air cooler. 


A21-10900 


@ Only insert charge air cooler by hand. 


- Insert charge air cooler in supercharger housing -arrow A- by 
hand as far as stop, letting charge air cooler slide into hole 
-arrow B- in front of supercharger housing. 
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— If necessary, guide charge air cooler by hand via openings 
-arrows- in supercharger housing when inserting cooler. 


— As soon as possible (due to length of bolts), screw in 2 bolts 
loosely by hand to guide charge air cooler additionally. 


A Caution 


Risk of damage to charge air cooler. 


@ The charge air cooler must not be pulled in by screwing in 
the securing bolts. 


A21-10901 


@ Insert charge air cooler by hand (without using tools) until 
sealing flange with gasket makes contact with super- 
charger housing (maximum: 1 mm distance). Only then 
tighten bolts, as described in the following. 


— Tighten bolts -1, 2- for charge air cooler (left-side) and bolts 
-3, 4- for charge air cooler (right-side) in diagonal sequence 
and in small steps. 


Remaining installation steps are carried out in reverse sequence; 
note thesfollowing: 


— Install coolant pipes on supercharger 
=43.2.6 Removing ahd installing coolant pipes on supercharg- 
er”, page 217. 
— Install throttle valve module - J338- 
=p'4.3 Removing. and installing. throttle valve module J338.”, E 
page 301. 
— Install charge pressure sender 


>24 Removing and installing charge 'préssure sender 6347 
G447 ”, page 280 . 


— Check supercharger for leaks 
= “1.5 Checking supercharger for leaks”, page 250 . 


Tightening torques 
@ = “2.1 Exploded view - charge air system”, page 274 
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2.4 Removing and installing charge pres- 
sure sender -G31- / -G447- 
Removing 


— Remove supercharger 
> “1.4 Removing and installing supercharger’, page 244 . 


— Unscrew bolt -2- and detach charge pressure sender -G31- or 
-G447- -item 1-. 


Installing 
Installation is carried out in reverse order; note the following: 


Not 
i) i 


@ Renew self-locking bolts and O-ring after removal. 


+ Before assembly, always remove residues from threaded 
holes for charge pressure senders in supercharger housing 
using a thread tap. 


— Install supercharger 
> “1.4 Removing and installing supercharger’, page 244 . 


Tightening torques 
¢ = “1.1 Exploded view - supercharger”, page 239 
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24- Mixture preparation - injection 


1 Injection system 

> “1.1 Overview of fitting locations - injection system”, 

page 281 

> “1.2 Checking fuel system for leaks”, page 288 

1.1 Overview of fitting locations - injection system 


Fitting locations in engine compartment 


1 - Intake manifold flap poten- 
tiometer - G336- 


Q Exploded view 
=> “4.1 Exploded view - 
intake manifold (bottom 
section) with fuel rail”, 
page 295 


2 - Secondary air pump motor 
V101 


Q Exploded view 
=> “3.1 Exploded view - 
secondary air system”, 
page 354 


3 - Activated charcoal filter sol- 
enoid valve 1 - N80- 


4 - Crankcase breather shut- 
off valve - N548- 


Q Exploded view 
= “3.1 Exploded view - 
crankcase breather sys- 
tem”, page 167 


5 - Coolant circulation pump - 
V50- 
Q Fitting location 
> Fig. “Fitting location 
of coolant circulation 
pump -V50-"", 
page 283 
Q Exploded view 


=> “2.2 Exploded view - 
electric coolant.pump=.. 


6 - Brake servo pressure sen- 
sor - G294- 

QO) Removing and installing 

> Brake system; Rep. gr. 47 ; Vacuum system; Removing and installing brake servo pressure sensor 


7 - Accelerator position sender - G79- and accelerator position sender 2 - G185- 


Q Fitting location 
+ 'FigsS*Fitting location ofcaccelerator position'sender+G79-. accelerator position sender 2 -G185- ”“ 
page 282 


8 - Brake light switch - F- 
Q Fitting location > Fig. ““Fitting location of brake light switch -F- ”“ , page 282 
9 - Engine control unit - J623- 
QO Removing and installing > “9.1 Removing and installing engine/motor control unit J623 ”, page 334 
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10 - Charge air cooling pump - V188- 
Q Fitting location > Fig. “Fitting location of charge air cooling pump -V188- ”“ , page 283 
QO Exploded view > “2.2 Exploded view - electric coolant pump”, page 194 


11 - Intake manifold flap potentiometer 2 - G512- 
QO Exploded view > “4.1 Exploded view - intake manifold (bottom section) with fuel rail”, page 295 


Fitting location of accelerator position sender - G79- / accelerator 
position sender 2 - G185- 


@ In accelerator pedal module 


B Note 


The accelerator position sender - G79- and accelerator position 
sender 2 - G185- are integrated in the accelerator pedal module 
and cannot be renewed individually. 


Removing and installing > Fuel supply system; Rep. gr. 20 ; 
Accelerator mechanism; Removing and installing accelerator 
pedal module with accelerator position sender -G79- / -G185- 


Fitting location of brake light switch - F- 
+ In footwell on brake pedal 
2 - Brake light switch - F- 


Removing and installing Brake system; Rep. grà45 ; Sensors; 
Removing and installing brake light switch 


Fitting location of temperature sender for engine temperature 
regulation - G694- 


+ -item 1- below intake manifold (bottom section) on cylinder 
bank 1 (right-side) 


Removing and installing > page 202 
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1<- 


Removing and installing 
> “2.4/4 Removing and installing coolant circulation pump V50!"Pos: 
age-195 itted u \uthorised by AUDI AG. AUDI AG d 


Fitting location of charge air cooling pump - V188- 
@ Beneath longitudinal member (front left) 
3 - Electrical connector for charge air cooling pump - V188- 


A 
Removing and installing -Ž > 
> “2.4.2 Removing and installing charge air cooling pump V188 P 
a page 197 ~a 
a 


di 


Fitting locations on engine (from above) 
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1 - Ignition coils with output 
stages for cylinder bank 1 


@ Ignition coil 1 with output 
stage - N70- 


+ Ignition coil 2 with output 
stage - N127- 


@ Ignition coil 3 with output 
stage - N291- 
QO Exploded view 
=> “1.1 Exploded view - 
ignition system”, 
page 375 


2 - Exhaust camshaft control 
valve 1 - N318- 
Q Exploded view 
=> “4.1 Exploded view - 
valve gear”, page 129 


3 - Camshaft control valve 1 - 
N2 


ae 


Q Exploded view 


=> “4.1 Exploded view - 
valve gear”, page 129 


4 - FSI injectors 
@ Injector, cylinder 1 - N30- 
+ Injector, cylinder 2 - N31- 


+ Injector, cylinder 3 - N32- 


Q Exploded view 


=> “5.1 Exploded view - 
fuel rail with injectors”, 
page 305 


5 - Knock sensor 1 - G61- 20 19 18 17 16 15 


Q Exploded view 
=> “1.1 Exploded view - ignition system”, page 375 


6 - Knock sensor 2 - G66- 
Q Exploded view = “1.1 Exploded view - ignition system”, page 375 


7 - Oil pressure switch - F22- 
ü Exploded view = “4.1 Exploded view - oil filter’, page 172 
8 - Oil pressure switch for reduced oil pressure - F378- 
QO Exploded view = “4.1 Exploded view - oil filter’, page 172 
9 - FSI injectors 
@ Injector, cylinder 4 - N33- 
@ Injector, cylinder 5 - N83- 
@ Injector, cylinder 6 - N84- 
m) Exploded view > "5.1 Exploded view - fuel rail with injectors”, page 305 
ff hh. A à 
10 - Cam$haft don ol Valvel2 + N208- 
` as, | . 


Q Explodediview $4.1 Explodêd view - valve gear”, page 129 


tne” Seas 


11 - Exhaust camshaft control valve 2 - N319- 
ü Exploded view = “4.1 Exploded view - valve gear”, page 129 
12 - Ignition coils with output stages for cylinder bank 2 


+è Ignition.coil 4 with output stage -.N292- 
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+ Ignition coil 5 with output stage - N323- 


+è Ignition coil 6 with output stage - N324- 
QO Exploded view = “1.1 Exploded view - ignition system”, page 375 


13 - MPI injectors 
+è Injector 2, cylinder 4 - N535- 
@ Injector 2, cylinder 5 - N536- 
+è Injector 2, cylinder 6 - N537- 
@ Exploded view > “4.1 Exploded view - intake manifold (bottom section) with fuel rail”, page 295 
14 - Hall sender 2 - G163- 
Q Exploded view = “1.1 Exploded view - ignition system”, page 375 
15 - Fuel pressure sender - G247- 
Q Exploded view = “5.1 Exploded view - fuel rail with injectors”, page 305 
16 - Fuel pressure sender for low pressure - G410- 


17 - Temperature sender for engine temperature regulation - G694- 


Q Fitting location 
> Fig. “Fitting location of temperature sender for engine temperature regulation -G694- ”“ , page 282 


18 - Coolant temperature sender - G62- 
Q Exploded view = “2.3 Exploded view - coolant temperature senders”, page 195 


19 - Hall sender - G40- 
Q Exploded view = “1.1 Exploded view - ignition system”, page 375 


20 - MPI injectors 

@ Injector 2, cylinder 1 - N532- 

@ Injector 2, cylinder 2 - N533- 

@ Injector 2, cylinder 3 - N534- 

@ Exploded view > “4.1 Exploded view - intake manifold (bottom section) with fuel rail”, page 295 


Fitting locations on engine (from left side) 
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1 - Hall sender 4 - G301- 


QO Exploded view 
=> “1.1 Exploded view - 
ignition system”, 
page 375 

2 - Lambda probe 2 after cata- 
lytic converter - G131- 

ū With Lambda probe 2 
heater after catalytic 
converter - Z30- 

Q Exploded view 
> “8.1 Exploded view - 
Lambda probe”, 
page 329 

3 - Lambda probe 2 - G108- 

QO With Lambda probe 
heater 2 - Z28- 

Q Exploded view 
=> “8.1 Exploded view - 


Lambda probe” 
page 329 


4 - Left electrohydraulic engine 
mounting solenoid valve - 
N1 


5 - Valve for oil pressure con- 
trol - N428- 


Q Exploded view 
=> “4.2 Exploded view - 
oil pressure switches/oil 
pressure control”, 
page 173 


| A2e-11347 | 


Fitting locations on engine (from right side) 
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1 - Engine speed sender - 

G28- 
QO Exploded view 

=> “1.1 Exploded view - 


ignition system” 

page 375 
2 - Lambda probe after catalyt- 
ic converter - G130- 


QO With Lambda probe 1 
heater after catalytic 
converter - Z29- 

Q Exploded view 
=> “8.1 Exploded view - 
Lambda probe”, 
page 329 

3 - Lambda probe - G39- 

QO With Lambda probe 
heater - Z19- 

Q Exploded view 
=> “8.1 Exploded view - 
Lambda probe”, 
page 329 

4 - Hall sender 3 - G300- 


Q Exploded view 
=> “1.1 Exploded view - 


ignition system’, 
page 375 
5 - Fuel metering valve - N290- 


Q Exploded view 
=> “7.1 Exploded view - 
high-pressure pump”, 
page 321 


6 - Oil level and oil temperature 
sender - G266- 


Q Exploded view 
=> “1.1 Exploded view - sump/oil pump”, page 155 


7 - Right electrohydraulic engine mounting solenoid valve - N145- 


Fitting locations on supercharger 
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1 - Magnetic clutch for super- 
charger - N421- 


=> “1.1 Exploded view - super- 
charger”, page 239 


2 - Charge pressure sender - 
G 


=> “1.1 Exploded view - super- 
charger”, page 239 


3 - Throttle valve module - 
J338- 


Q Including throttle valve 
drive for electric throttle 
- G186- , throttle valve 
drive angle sender 1 for 
electric throttle - G187- 
and throttle valve drive 
angle sender 2 for elec- 
tric throttle - G188- 


Q Exploded view 
=> “1.1 Exploded view - 
supercharger’, 
page 239 


4 - Coolant valve for cylinder 
head - N489- 


5- — for coolant circuit 


6 - Intake manifold flap»valve™ 
N316- 


7 - Secondary air inlet valve - 
N112- 


8 - Intake air temperature 
sender - G42- / intake manifold 
pressure sender - G71- 


Q Exploded view = “1.1 Exploded view - supercharger”, page 239 


9 - Regulating flap control unit - J808- 
Q With regulating flap position control motor - V380- and regulating flap potentiometer - G584- 


10 - Charge pressure sender 2 - G447- 
Q Exploded view = “1.1 Exploded view - supercharger’, page 239 
11 - Sender 1 for turbocharger speed - G688- 


1.2 Checking fuel system for leaks 

— Allow engine to run for several minutes at moderate rpm. 
— Switch off ignition. 

— Check complete fuel system for leaks. 


— If leaks are found although the connections have been tight- 
ened to the correct torque, the relevant component must be 
renewed. 


— Road-test vehicle and accelerate with full throttle at least once. 
— Then check high-pressure system again for leaks. 
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2 Vacuum system 


=> “2.1 Connection diagram - vacuum system”, page 289 


=> “2.2 Checking vacuum system”, page 290 


2.1 Connection diagram,- vacuum system 


A Caution 


Risk of engine malfunctions 


@ When routing vacuum lines, make sure they are not 
kinked, twisted or,crushed. 


(å) Note 


@ Dark grey = Vacuum supply line 


@ Red = Control pipe to vacuum units for actuating intake mani- 
fold flaps 


+ Pink = Control pipe to the secondary air combination valves 
è Green = Control pipe to coolant shut-off valve 
+è Light grey = Control pipe to coolant pump 
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1 - Coolant pump 


2 - Vacuum unit 


Q For intake manifold flap 
on cylinder bank 1 
(right-side) 


3 - Secondary air inlet valve - 
N112- 


4 - Intake manifold flap valve - 
N3 


5 - Solenoid for coolant circuit 
4 


6 - Coolant valve for cylinder 
head - N489- 


7 - Combination valve for sec- 
ondary air system (right-side) 


8 - Combination valve for sec- 


9 
ondary air system (left-side) 10 
9 - Vacuum unit AS 
Q For intake manifold flap 
on cylinder bank 2 (left- 
side) 
10 - Non-return valve ie 
11.-Vacuum pump ~ 11 
12 - Coolant shut-off valve j 


12 


AN-113419 


2.2 Checking vacuum system 
Special tools and workshop equipment required 


@ Hand vacuum pump - VAS 6213- 
VAS 6213 


W00-11210 


Procedure 

— Check all vacuum lines in the complete vacuum system for: 
@ Cracks 

@ Traces of animal bites 
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# Kinked or crushed lines 
+ Porous‘or leaking lines 


— Check vacuum line to solenoid valve and from solenoid valve 
to\corresponding component: 


Sedfafaultis stored inthe event memory, check the vacuumines 
leading to the corresponding component and also check the 
remaining vacuum lines in the system. 


— Ifitis not possible to build up a vacuum with the hand vacuum 
pump - VAS 6213- or if the vacuum pressure drops again im- 
mediately, check the hand vacuum pump and connecting 
hoses for leaks. 


2. Vacuum system 291 


CORD Audi A6 2011 > , Audi A6 China 2012 > , Audi A7 Sportback 2011 > 
Auð 6-cylinder direct injection engine with supercharger (3.0 Itr. 4-valve TFSI, EA837evo) - Edition 05.2018 


3 Air cleaner 


=> “3.1 Exploded view - air cleaner housing”, page 292 
=> “3.2 Removing and installing air cleaner housing”, page 292 
3.1 Exploded view - air cleaner housing 


1 - Air duct 
QO Clean out salt deposits, 
dirt and leaves, etc. 
2 - Sealing element 
3 - Mounting 
Q) For air cleaner housing 
4 - Air cleaner housing 


ū Clean out salt deposits, 
dirt and leaves, etc. 


Q Removing and installing 
> “3.2 Removing and in- 
stalling air cleaner hous- 
ing”, page 292 

5 - Air filter element 


Q Use genuine air filter el- 
ement > Electronic 
parts catalogue i 

Q Changéinteðals 3 7 
Maintenance tables) { 

Q Removing and installing 
=> Maintenance "Book® 
let 411 

6 - Air pipe 


Q Tightening torque for 
screw-type clips 


> “2.2 Exploded'view - 
hose connections for 


charge air system”, 
page 275 


7 - Cover 
QO For air cleaner housing 


QO Remove any salt depos- 
its or dirt 


QO Removing and installing > Maintenance ; Booklet 411 
8 - Air duct 
ū Clean out salt deposits, dirt and leaves, etc. 


9 - Bolt 
QO 1.5Nm 


3.2 Removing and installing air cleaner 
housing 
Removing 


— Remove lock carrier cover > General body repairs, exterior; 
Rep. gr. 63 ; Bumper (front); Removing and installing attach- 
ments . 
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— Remove bolts -arrows- and detach air duct -1-. 


Se Ba eS eek | 


— Remove bolts -arrows- and detach air duct -2-. 


(i) Note 


Disregard -item 1-. ay = anma ee oe e en 


mr y — 


A24-10872 |E 


— Move hos al filter system clear at air 
pipe. 


- Detach vacuum-hose -2- from connection. on air Pipe-ommerc 
— Loosen hose, clips -arrows- and detachvainpipe. AUDI AG does not 


with respect to the correctness of information in this docume 
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— Lift off air cleaner housing -1-. 


— Press release tabs and disconnect secondary air hose 
-arrow-. 


Installing 


a Note 


@ The air cleaner housing must always be clean. 


@ Secure all hose connections with the correct type of hose clips 
(same as original equipment) = Electronic parts catalogue . 


+è To prevent malfunctions, cover all critical parts of the engine 
air intake tract (intake pipes, etc.) with a clean cloth before 
blowing out the air cleaner housing with compressed air. 


Remaining installation steps are carried out in reverse sequence; 
note the following: 


— Install lock carrier cover > General body repairs, exterior; 
Rep. gr. 63 ; Bumper (front); Removing and installing attach- 
ments . 


Tightening torques 
@ = “3.1 Exploded view - air cleaner housing”, page 292 


@ = “2.2 Exploded view - hose connections for charge air sys- 
tem”, page 275 


permitted unt authorised by AUDI AG. AUDI AGd guar ora 


with respect to the rrectne of informatio t lor py 
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4 Intake manifold 
> “4.1 Exploded view - intake manifold (bottom section) with fuel 
rail”, page 295 


> “4.2 Removing and installing intake manifold (bottom section 
with fuel rail”, page 297 


> “4.3 Removing and installing throttle valve module J338 ”, page 


301 

> “4.4 Removing and installing regulating flap control unit J808 ” 

page 303 

4.1 Exploded view - intake manifold (bottom section) with fuel rail 


MPI low-pressure injection system 


[a] Note 


Illustration shows components for cylinder bank 2 (left-side). 


1 - Vacuum hose 
Q To intake manifold flap 
valve - N316- 
2 - O-ring 
QO Renew after removing 
3 - Intake manifold flap poten- 
tiometer 2 - G512- 

Q Cylinder bank 1. (right- 
side): intake manifold 
flap potentiometer - 
G336- 

4 - O-ring 

Q Renew after removing 
5 - Retaining clip 
6 - Injector 

QO For MPI low-pressure 
injection system 

QO) Removing and installing 
> “5.3.1 Removing and 
installing injectors - ve- 
hicles with MPI engine”, 
page 310 

7 - O-ring 
QO Renew after removing 


8 - Fuel rail 
QO For MPI low-pressure 
injection system 


QO) Removing and installing 
> “5.2.1 Removing and 
installing fuel rail, MPI 
injection”, page 308 


9 - Fuel pressure sender for 
low pressure - G410- 


QO) Removing and installing 
> “6.3 Removing and installing fuel pressure sender for low pressure G410 ”, page 319 
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Q 15Nm 
10 - Bolt 
QO 9Nm 
11 - Fuel supply line 
Q For MPI low-pressure injection system 
12 - Bolt 
Q 9Nm 
13 - Fuel hose 
14 - Bolt 
Q 5Nm 
15 - Gaskets 
Q Renew after removing 
16 - Bolt 
Q Tigitoniig torque : , , , 
> Fig. “Intake manifold (bottom section) for cylinder bank 1 (right-side 


page 296 , 
> Fig. “Intake manifold (bottom section) for cylinder bank 2 (left-side) - tightening torque” , page 296 
17 - Intake manifold (bottom section) 
ü Removing and installing 


> “4.2 Removing and installing intake manifold (bottom section) with fuel rail’, page 297 
18 - Gaskets 
Q Renew after removing 


Intake manifold (bottom section) for cylinder bank 1 (right-side) - 
tightening torque 


— Tighten bolts and nuts -arrows- in stages (final torque 9 Nm). 


Intake manifold (bottom section) for cylinder bank 2 (left-side) - 
tightening torque 


— Tighten bolts and nuts -arrows- in stages.(final torque 9 Nm). 


296 Rep. gr.24 - Mixture preparation - injection 


Audi A6 2011 > , Audi A6 China 2012 > , Audi A7 Sportback 2011 > | 


6-cylinder directinjection ¢ 


Throttle valve*module=J338-* tightening torque 
— Tighten bolts -arrows- in diagonal sequence to 10 Nm. 


Regulating flap control unit - J808- - tightening torque and se- 
quence 


— Tighten bolts in stages as follows: 


Tightening torque 
aoo ee Screw in by hand until contact is made 


4.2 Removing and installing intake manifold 
(bottom section) with fuel rail 


Special tools and workshop equipment required 
@ Tool inserts - V.A.G 1331/2- 
+ Hand vacuum pump - VAS 6213- 


Removing 


— Remove supercharger 
=> “1.4 Removing and installing supercharger”, page 244 . 


Ginewithsupercharger (3.0 Itr. 4-valve TFSI, EA837evo) - Edition 05.2018 Auer 


VAS 6213 


A24-10753 


W0O0-11210 
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Intake manifold (bottom section) for cylinder bank 1 (right-side): 
- Move fuel hose -1- clear at MPI fuel rail. 


— Unplug electrical connectors -4- and move electrical wiring 
clear. 


a Note 


Place a cloth underneath to catch escaping fuel. 


A WARNING 


The fuel system is pressurised. 


Risk of injury as fuel may spray out. 


Put on safety goggles. 


Put on protective gloves. 


Release pressure (wrap a clean cloth around connection 
and open connection carefully). 


- Release hose clip -2- and detach fuel hose. 
- Remove bolts -3- and -arrow-. 


— Disconnect vacuum hose -2-. 


— Unscrew bolts -arrows- and detach bottom section of intake 
manifold (right-side), paying attention to MPI fuel line -3-. 


— Unplug electrical connector -1-. 
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Intake manifold (bottom section) for cylinder bank 2 (left-side): 


[| Note 


Place a cloth undermeath to catch escaping fuel. 


A WARNING 


The.fuel.system_is-pressurised. 
Risk of injury as fuel may-spray.out. 
Put on safety goggles. 
Put on protective gloves. 


Release pressure (wrap a clean cloth around connection 
and open connection carefully). 


— Release hose clip -2- and detach fuel hose. 


— Unplug electrical connectors -3- and move electrical wiring 
clear. 


— Remove bolts -1- and -arrows-. 


— Unplug electrical connector -2- and disconnect vacuum hose 


— Unscrew bolts -arrows- and detach bottom section of intake 
manifold (left-side), paying attention to MPI fuel line. 


Both sides (continued): 


A Caution 


Risk of irreparable damage to engine. 


@ Block off the intake ports with clean cloths to prevent small 
objects from dropping into the engine through the intake 
ports in the cylinder heads. 


Installing 
Installation is carried out in reverse order; note the following: 


[a] Note 


@ Renew seals after removing. 


@ Secure all hose connections with correct type of hose clips (as 
original equipment) = Electronic parts catalogue . 
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A Caution 


Risk of damage to intake manifold flaps. 


$ To prevent the intake manifold flaps from catching on the 
guide plates in the cylinder head, the flaps must be in the 
power mode position -arrows- (intake passage fully open) 
when the intake manifold (bottom section) is installed. 


Intake manifold (bottom section) for cylinder bank 1 (right-side): 


— Connect hand vacuum pump - VAS 6213- to vacuum unit 
(right-side), as shown in illustration. 


— Use vacuum pump to generate a vacuum. 
* This will cause the intake manifold flaps to open. 


Intake manifold (bottom section) for cylinder bank 2 (left-side): 


— Connect hand vacuum pump - VAS 6213- to vacuum hose 
-1- for vacuum unit (left-side), as shown in illustration. 


— Use vacuum pump to generate a vacuum. 

* This will cause the intake manifold flaps to open. 

Both sides (continued): 

— Tighten bolts and nuts for intake manifold (bottom section). 


— Press intake manifold (bottom section) with fuel rail evenly on- 
to injectors. 


A24-11388 


— Disconnect hand vacuum pump from vacuum unit/vacuum 
hose. 


— Install supercharger 
> “1.4 Removing and installing supercharger’, page 244 . 


Tightening torques 
+f “AyrExpidded view “intake manifold (bottom section) with 


@ = Fig. “Intake manifold (bottom section) for cylinder bank 1 


(right-side) -tightening torqgue™ ; page 296 
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4.3 Removing and installing throttle valve 
module - J338- 
Removing 


— Remove engine cover panel 


=> “3.1 Removing and installing engine cover panel”, 
page 43. 


- Move hose -1- for activated charcoal filter system clear at air 
pipe. 


— Detach vacuum hose -2- from connection on air pipe. 
— Loosen hose clips -arrows- and detach air pipe. 


— Unplug electrical connector -1-. 


— Unscrew bolts -arrows- and detach throttle valve module - 
J338- . 


— Disconnect intermediate flange from crankcase breather shut- 
off valve - N548- and detach. 


A Caution 


Risk of irreparable.damage to.engine: 


$ Block off the intake port with a clean cloth to prevent small 
items from dropping into the supercharger. 


Installing 


Installation is carried out in reverse order; note the following: 


[a] Note 


@ Renew O-rings after removing. 


@ Secure all hose connections with correct type of hose clips (as 
original equipment) = Electronic parts catalogue . 


iG 
A24-10294 
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— Insert intermediate flange -2- with O-rings into supercharger 
-1- -left arrows-. 


— Fitthrottle valve module - J338- -item 3- on intermediate flange 
-right arrows-. 


— Tighten bolts -4-. 
— Engage crankcase breather shut-off valve - N548- . 


— Install engine cover panel 


> “3.1 Removing and installing engine cover panel”, 
page 43. 


- Adapt throttle valve module after renewal: 


* Vehicle diagnostic tester must be connected. 


— Selecting operating mode. 


- Using button and “Function/component selection” func- 
tion, select the following in succession from tree: 


Drive train 

01 - Self-diagnosis compatible systems 
Simos injection and ignition system 
Functions 


“ff © è 


Adapt throttle valve control module 
Tightening torques 


= Fig. ““ Throttle valve module -J338- - tightening torque” , 
page 297 


@ = “2.2 Exploded view - hose connections for charge air sys- 
tem”, page 275 
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4.4 Removing and installing regulating flap 
control unit - J808- 
Removing 


— Remove engine cover panel 


=> “3.1 Removing and installing engine cover panel”, 
page 43. 


— Unplug electrical connector -3-. 
— Remove bolts -5- and -6-. 


— Detach bypass elbow -1- with intermediate flange -2- and reg- 
ulating flap control unit - J808- -item 4-. 


Installing 


A24-10753 


Installation is carried out in reverse order; note the following: 


[a] Note 


Renew O-rings after removing. 


= Install engine\cover'panel 
£ "38.1 Removing andiinstalling engine cover panel”, 
page 43, 

— Adapt regulating flap control unit after renewal: 

* Vehicle diagnostic tester must be connected. 

— Selecting operating mode. 


- Using button and “Function/component selection” func- 
tion, select the following in succession from tree: 


@ Drive train 

+è 01 - Self-diagnosis compatible systems 
@ Simos injection and ignition system 

@ Functions 

+ Adapt regulating flap control unit 
Tightening torques 


@ = Fig. ““ Regulating flap control unit -J808- - tightening torque 


and sequence™ , page 297 


4.5 Removing and installing fuel line 
Removing 


— Remove intake manifold (bottom section) for cylinder bank 1 
(right-side) 
= “4.2 Removing and installing intake manifold (bottom sec- 
tion) with fuel rail”, page 297 . 


— Remove lock carrier cover > General body repairs, exterior; 
Rep. gr. 63 ; Bumper (front); Removing and installing attach- 
ments . 
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— Remove bolts -arrows- and detach air duct -1-. 


— Remove bolts -arrows- and detach air duct -2- from air cleaner 
housing. 


B Note 


Disregard -item 1-. 


— Unscrew bolts -2, 3- and detach connection -1-. 


- Release hose clip -2- and detach fuel hose. 


- Remove bolts -arrows-, detach fuel line and unplug electrical 
connector -1-. 


Installing 
Installation is carried out i 


— Install lock carrier cove 
Rep. gr. 63 ; Bumper (fro 
ments . 


— Install intake manifold (bottom section) for oe Bank L , 


(right-side) 
> “4.2 Removing and ir ing i 
tion) with fuel rail”, page 297. ~ 


Tightening torques h respect to the cor 


@ > “4.1 Exploded view - intake manifold (bottom section) with 
fuel rail”, page 295 


@ = “3.1 Exploded view - air cleaner housing”, page 292 
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5 Injectors 


> “5.1 Exploded view - fuel rail with injectors”, page 305 
> “5.2 Removing and installing fuel rail”, page 308 
> “5.3 Removing and installing injectors”, page 310 


=> “5.4 Cleaning FSI injectors - vehicles with FSI engine”, 
page 316 


5.1 Exploded view - fuel rail with injectors 


> “5.1.1 Exploded view - fuel rail with injectors, vehicles with MPI 
low-pressure injection system”, page 305 


> “5.1.2 Exploded view - fuel rail with injectors, vehicles up to 
03.2015 with FSI high-pressure injection system”, page 305 


> “5.1.3 Exploded views»fuelbrail with,injectors, vehicles from 
04.2015 onwards with FSI high-pressure injection system”, page 
307 


5.1.1 Exploded’ view - fuel rail with injectors, 
vehicles with MPI low-pressure injection 
system 


For exploded view of fuel rail with injectors on vehicles with MPI 
low-pressure injection'system; refer to 


=> “4.1 Exploded view - intake manifold (bottom section) with fuel 
rail”, page 295 . 


5.1.2 Exploded view - fuel rail with injectors, vehicles up to 03.2015 with FSI high- 
pressure injection system 


FSI high-pressure injection system 


5. Injectors 305 


CORD Audi A6 2011 > , Audi A6 China 2012 > , Audi A7 Sportback 2011 > 
Aue: 6-cylinder direct injection engine with supercharger (3.0 Itr. 4-valve TFSI, EA837evo) - Edition 05.2018 


1 - Injector 
Q Removing and installing 
=> “5.3.2 Removing and 
installing injectors - ve- 
hicles with FSI engine”, 
page 311 
2 - Spacer ring 
QO Renew if damaged 
3 - O-ring 
QO Renew after removing 
Q Lubricate lightly with 
clean engine oil 
4 - Support ring 
QO Renew after removing 


Q Make sure it is correctly 
seated 


Q Via this support ring, the 
fuel rail exerts the force 
which holds the injector 
in the cylinder head 


5 - Fuel pressure sender - 
G247- 
Q Removing and installing 


=> “6.2 Removing and in- 
stalling fuel pressure 


sender G247 ” 
page 318 


Q) Lubricate threads lightly 
with clean engine oil 


ü 25Nm 
6 - Bolt 

n 9Nm 
7 - High-pressure pipe 


Q Removing and installing) 47x3 Rémovingańnd installing high-pressure pipe’; page 326 
QO Do not alter shape 
Q Check for damage.before re-installing 
Q To loosen and tighten high-pressure pipe, counterhold at pipe connection 
Q Lubricate threads of union nuts with fuel 
OQ 25Nm 
8 - Threaded connection 
QO 40Nm 
QO Renew after removing 
9 - Fuel rail 
10 - Bolt 
QO Tighten alternately in stages; final torque 9 Nm 
11 - Washer 


QO Renew if damaged 

ū Installation position: conical side faces injector 
12 - Retaining ring 

QO Renew if damaged 

Q Fitting location: side with collar faces injector 
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13 - Circlip 
QO Renew if damaged 


14 - Combustion chamber ring seal 


QO Renew after removing 
=> “5.3.2 Removing and installing injectors - vehicles with FSI engine”, page 311 
QO Do not apply grease or use any other lubricants 


5.1.3 Exploded view - fuel rail with injectors, vehicles from 04.2015 onwards with 
FSI high-pressure injection system 


FSI high-pressure injection system 


1 - Bolt 
QO 9Nm 


2 - High-pressure pipe 
OY Removing and installing 


> “7.3 Removing and in- 
stalling high-pressure 
pipe”, page 326 


Do not alter shape 


Check for damage be- 
fore re-installing 


a, Toloosen,and.tighten 
high-pressure pipe, 
counterhold at pipe con- 
nection 


Q Lubricate threads of un- 
ion nuts with fuel 


e25.Nm 
37 Connection 
QO. 40:Nm 
Q Renew after removing 


oo 


4 - Fuel rail 


5 - Bolt 


QO Tighten alternately in 
stages; final torque 9 
Nm 


6 - Support ring 
Q Renew after removing 


QO) Make sure it is correctly 0 
seated 


QO Via this support ring, the 
fuel rail exerts the force 
which holds the injector 
in the cylinder head 


7 - O-ring 

QO Renew after removing 

QO Lubricate lightly with clean engine oil 
8 - Spacer ring 

QO Renew if damaged 
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9 - Injector 
QO Removing and installing 
> “5.3.2 Removing and installing injectors - vehicles with FSI engine”, page 311 
ū Cleaning = “5.4 Cleaning FSI injectors - vehicles with FSI engine”, page 316 


10 - Combustion chamber ring seal 


QO Renew after removing 
> “5.3.2 Removing and installing injectors - vehicles with FSI engine”, page 311 
QO Do not apply grease or use any other lubricants 


11 - Fuel pressure sender - G247- 


Q Removing and installing > “6.2 Removing and installing fuel pressure sender G247 ”, page 318 
Q Lubricate threads lightly with clean engine oil 


QO 25Nm 
5.2 Removing and installing fuel rail 
> “5.2.1 Removing and installing fuel rail, MPI injection” 
page 308 
> “5.2.2 Removing and installing fuel rail, FSI injection” 
page 309 
5.2.1 Removing and installing fuel rail, MPI in- 
jection 


(à Note 


The removal and installation procedures are described for cylin- 
der bank 1 (right-side). 
Removing 


— Remove supercharger 
> “1.4 Removing and installing supercharger’, page 244 . 
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— Move fuel hose -1- clear. 


A WARNING 


The fuel system Is pressurised. 
Risk of injury as fuel may spray out. 


Put on safety goggles. y 
E 


SS se 
: TAIA Zy 


Put on protective gloves. 


Release pressure (wrap a clean cloth around. connection 
and open connection carefully). 


— Unplug electrical connectors -4-. 
— Release hose clip -2- and detach fuel hose. 


— Remove bolts -arrow- and detach fuel rail with injectors from 
intake manifold (bottom section). 


(å) Note 


Disregard -item 3-. 


Installing 


Installation is carried out in reverse order; note the following: 


(å) Note 


@ Renew O-rings after removing. 
@ Secure all hose connections with correct type of hose clips (as 
original equipment) > Electronic parts catalogue . 


— Install supercharger 
> “1.4 Removing and installing supercharger”, page 244 . 


Tightening torques 


@ = “4.1 Exploded view - intake manifold (bottom section) with 
fuel rail”, page 295 


5.2.2 Removing and installing fuel rail, FSI in- 
jection 


[a] Note 


The removal and installation procedures are described for cylin- 
der bank 2 (left-side). 
Removing 


— Remove supercharger 
> “1.4 Removing and installing supercharger’, page 244 . 
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— Unplug electrical connector -2-. 


A WARNING 


The fuel system is pressurised. 
Risk of injury as fuel may spray out. 
Put on safety goggles. 


Put on protective gloves. 


Release pressure (wrap a clean cloth around connection 
and open connection carefully). 


— Remove union nut -1- and bolts -arrows- and detach fuel rail 
-3- from injectors. 


a Note 


Unplug electrical connectors of any injectors that remained 
lodged in fuel rail. 
Installing 


Installation is carried out in reverse order; note the following: 


(å Note 


Renew O-rings after removing. 


¢ If connection -arrow- has been unfastened or unbolted, it must 
be renewed. 


— Install supercharger 
> “1.4 Removing and installing supercharger’, page 244 . 


Tightening torques 


@ = “5.1 Exploded view - fuel rail with injectors”, page 305 


5.3 Removing and installing injectors 


> “5.3.1 Removing and installing injectors - vehicles with MPI en- 
gine”, page 310 


> “5.3.2 Removing and installing injectors - vehicles with FSI en- 
gine”, page 311 


§.3.1 Removing and installing injectors - ve- 
hicles with MPI engine 


a Note 


The removal and installation procedures, are described for.cylin- 
der bank 1 (right-side). 
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Removing 


— Remove supercharger 
> “1.4 Removing and installing supercharger”, page 244 . 


— Move fuel hose -1- clear. 
— Unplug electrical connectors -4-. 


A WARNING 


The fuel system is pressurised. 
Risk of injury as*tuel may spray out. 


Put on safety goggles. 


Put on protective gloves. 


Release pressure (wrap a clean cloth around connection 
and open connection carefully): 


— Release hoseiclip-2-and>detach fuel hose. 


— Remove bolts -arrow- and detach fuel rail with injectors from 
intake manifold (bottom section). 


(å) Note 


Disregard -item 3-. 


— Remove retaining clip -2- and detach injector -3- from fuel rail 
-1-. 


Installing 
Installation is carried out in reverse order; note the following: 


(ë) Note 


@ Renew O-rings after removing. 


@ Secure all hose connections with correct type of hose clips (as 
original equipment) = Electronic parts catalogue . 


— Install supercharger 
> “1.4 Removing and installing supercharger’, page 244 . 


Tightening torques 
@ = “5.1 Exploded view - fuel rail with injectors”, page 305 


§.3.2 Removing and installing injectors - ve- 
hicles with FSI engine 


Special tools and workshop equipment required 
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+ Tool set for FSI engines - T10133 C- 
T10133 C 


Po, 


KAAN wo0-11512 


Removing, > eS 4 s 


— Remove relevant fuel rail 
> 19.2 Removing.and installing fuel rail”, page 308 


Removing, any, injectors, lodged. in fuel rail: 
- Carefully.pull.injectors.out-of fuel.rail. 


Removing any injectors lodged in cylinder head: Ñ 

— Cover open inlet ports with a clean cloth. AN 

— Unplug electrical connector on injector that is to be removed. l ` 

— Slide sleeve -T10133/18A- over injector. ¥ 

— Carefully knock against stop sleeve several times to loosen —_ 
injector. 


[a| Note 


@ Use a torque wrench to pull out injector. 
@ Adjust torque wrench to 5 Nm. 


— Apply puller -T10133/20- to groove on injector. 


— Attach removal tool -T10133/16A- and pull out injector by turn- 
ing bolt -T10133/21- . 
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Dismantling injector - vehicles up to 03.2015 
— Pull support ring -4-, O-ring -3- and spacer ring -2- off injector 


[a] Note 


Renew retaining ring -6-, washer -5- and circlip -7- only if they are 
damaged or when installing a new injector. 


— Carefully remove old combustion chamber ring seal -8-. To do 
so, cut open combustion chamber ring seal using knife or prise 
open with small screwdriver and then pull off forwards. 


(å) Note 


Take care not to damage groove on injector. Injector must be re- 
newed if groove is damaged. 


Dismantling injector - vehicles from 04.2015 onwards 
— Pull support ring -5- and spacer ring -3- off injector -2-. 


— Carefully remove old combustion chamber ring seal -1-. To do 
so, cut open seal using knife or prise open with small screw- 
driver and then pull off forwards. 


tee 


Take care not to damage groove on injector. The injector must be 
renewed if the groove is damaged. 


Installing 


[a] Note 


+è Renew combustion chamber ring seal, spacer ring, O-ring and 
support ring after removing. 


@ Lubricate O-rings of injectors lightly with clean engine oil. 


— Clean bore in cylinder head with nylon cylinder brush - 
T10133/4- . 
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— Fit assembly cone -T10133/5- with new combustion chamber 
ring seal -1- from repair kit onto injector -2-. 


T10133/5 


- Using assembly sleeve -T10133/6- , push combustion cham- 
ber ring seal onto assembly cone -T10133/5- as far as it will 


go. 


— Turn round assembly sleeve -T10133/6- and slide combustion 
chamber ring seal into groove. 


[a| Note 


The combustion chamber ring seal is widened when it is pushed 
onto the injector. After pushing it on, it therefore has to be com- 
pressed again. This is done in two stages, as described below. 


— Push calibration sleeve -T10133/7- onto injector as far as it will 
go and simultaneously turn it slightly (approx. 180°). 


— Pull calibration sleeve -T10133/7- off again by turning it in the 
opposite direction. 


- Push calibration sleeve -T10133/8- onto injector as far as it will 
go and simultaneously turn it slightly (approx. 180°). 


— Pull calibration sleeve -T10133/8- off again by turning it in the 
opposite direction. 
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Fully assembling injector - vehicles up to 03.2015 
— Fit parts from_repair kit onto.injector -1-: 

2 - Spacer ring 

3 - O-ring 

4 - Support ring 

5 - Washer 

6 - Retaining ring 

7 - Circlip 


-— To make it easier to install injector in fuel rail, lubricate new O- 
ring lightly with clean engine oil before installing it. 


(ë) Note 


The combustion chamber ring seal -8- must not be lubricated. 


Fully assembling injector - vehicles from 04.2015 onwards 
— Fit parts from repair kit onto injector -2-: 

3 - Spacer ring 

4 - O-ring 

5 - Support ring 


— To make it easier to install injector in fuel rail, lubricate new O- 
ring lightly with clean engine oil before installing it. 


(å) Note 


The combustion chamber ring seal -1- must not be lubricated. 


All vehicles (continued) 


— Use assembly tool -T10133/9- to insert injector as far as it will 
go into hole in cylinder head; note correct installation position. 


* Electrical connector of injector must engage in recess in cyl- 
inder head. 


[a] Note 


It should be possible to insert the injector easily. If necessary wait 
until the combustion chamber ring seal has contracted sufficient- 


ly. 


Perform further installation in reverse order, paying attention to 
the following: 


— Install fuel rail 
> “5.2 Removing and installing fuel rail”, page 308 . 
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5.4 Cleaning FSI injectors - vehicles with 
FSI engine 

Special tools and workshop equipment required 

@ Ultrasonic cleaning unit - VAS 6418- 

@ Mounting plate for injection modules - VAS 6418/1- 


@ Cleaning fluid - VAS 6418/2- 


Cleaning 
— Remove injectors 


=> “5.3.2 Removing and installing injectors - vehicles with FSI 
engine”, page 311. 

— Close drain tap -arrow- on ultrasonic cleaning unit - VAS 6418- 
(located on right side of housing). 


Fill ultrasonic unit with 2,120 ml of water which has been al- 
lowed to settle for a few minutes and cleaning fluid - VAS 


thy 
Wa! 


li 


li 


Mixture ratio for cleaning fluid 


* 2,100 ml of tap water which has been allowed to settle for a 
few minutessand 20 ml of cleaning fluid - VAS 6418/2- 


t 


N23-10262 


— Place mounting-plate for injection modules,- VAS,6418/1-,0n 
top of cleaning unit. ion 6418/1 


A WARNING 


/t is important to read the safety notes in the operating instruc- 


tions before switching on the ultrasonic cleaning unit - VAS 
6418- . 

The ideal fluid level is approx. 1-4 mm above the base of the 
mounting plate. The ultrasonic cleaning unit - VAS 6418- can 
be damaged if the fluid level is too low. 


T 6418 


— Insert FSI injectors all the way into guides of mounting plate 
for injection modules - VAS 6418/1- . 
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Switch on cleaning unit by pressing button -C-. 


Select a cleaning time of 30 minutes with rotary control -A-. 


VAS 6418 


Set rotary control -B- to a temperature of 50°C. 


Press [>] button -D- to start cleaning procedure. 


(äl Note 


@ The temperature-controlled.cleaning pineess is now started. 
While the fluid isbeing heated, the ultrasound is activated at 
intervals in order to circulate the cleaning solution. The ultra- 
sound is activated continuously when the preselected tem- 
perature is reached: 


@ The actual cleaning process commences when the tempera- 
ture reaches at least 50 °C. and must ast forat least 30 
minutes. 


— Install injectors withinew combustion chamber seal 


=> “5.3.2 Removing and installing injectors - vehicles with FSI 
engine”, page 311. 
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6 Senders and sensors 


> “6.1 Removing and installing intake air temperature sender 
G42 / intake manifold pressure sender G71 ”, page 318 


> “6.2 Removing and installing fuel pressure sender G247 ”, page 
318 


> “6.3 Removing and installing fuel pressure sender for low pres- 

sure G410 ”, page 319 

6.1 Removing and installing intake air tem- 
perature sender - G42- / intake manifold 
pressure sender - G71- 


Removing 


— Remove throttle valve module - J338- 
> “4.3 Removing and installing throttle valve module J338 ” 


page 301. 
— Unplug electrical connector -1-. 


— Unscrew bolts -arrows- and detach intake air temperature 
sender - G42- / intake manifold pressure sender - G71- . 


(à Note 


Disregard -item 2-. 


Installing 
Installation is;carried. out, in.,reverse order; note the following: 


(i Note 


Renew O-rings after removing. 


— Install throttle valve module - J338- 
2> “4.3 Removing and installing throttle valve module J338 ”, 


page 301. 
Tightening torques 


@ = “1.1 Exploded view - supercharger”, page 239 


6.2 Removing and installing fuel pressure 
sender - G247- 


Special tools and workshop equipment required 
@ Assembly tool - T10118- 
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+ Socket (27 mm) - T40218- or commercially available socket 
(27 mm) 


Removing 


— Remove supercharger 
> “1.4 Removing andiinstalling supercharger’; page244 


— Unplug electrical'connector~1-: 


A WARNING 


The fuel system is pressurised. 
Risk of injury as fuel may spray out. 


Put on safety goggles. 


Put on protective gloves. 


Release pressure (wrap a clean cloth around connection 
and open connection carefully). 


— Unscrew fuel pressure sender - G247- -item 2-. 
Installing 
Installation is carried out in reverse order; note the following: 


— Check tightening torque of connection before tightening fuel 
pressure sender. 


— Install supercharger 
=> “1.4 Removing and installing supercharger’, page 244 . 


Tightening torques 
@ = “5.1 Exploded view - fuel rail with injectors”, page 305 


6.3 Removing and installing fuel pressure 
sender for low pressure - G410- 
Removing 


— Remove supercharger 
=> “1.4 Removing and installing supercharger’, page 244 . 


WO0-11255 
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— Unplug electrical connéctore2-.~ > 


— Unscrew fuel bressira poy fa Ibw-prbssure - G410- 
-item 1-. 


Installing 
Installation is carried out in-reverse:order; note the following: 


— Install supercharger 


=> “1.4 Removing and installing supercharger”, page 244 . 
Tightening torques 


@ = “4.1 Exploded view - intake manifold (bottom section) with 
fuel rail’, page 295 
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7 High-pressure pump 


> “7.1 Exploded view - high-pressure pump”, page 321 

> “7.2 Removing and installing high-pressure pump”, page 322 
> “7.3 Removing and installing high-pressure pipe”, page 326 
7.1 Exploded view - high-pressure pump 


1 - Bolt 


Q Tightening torque and 
sequence 
> Fig. ““High-pressure 
pump - tightening torque 
and sequence” , 


page 322 
2 - High-pressure pump 


Q With fuel metering valve 
- N290- 


ū Do not dismantle 


OQ) Removing and installing 
> “7.2 Removing and in- 
stalling high-pressure 
pump”, page 322 

3 - Union nut 


ū Lubricate thread of un- 
ion nut with fuel 


Q 27 Nm 
4 - O-ring 
Q Renew after removing 
5 - Bolt 
Q 9Nm 
6 - Fuel supply hose with con- 
nection 
QO Low-pressure side lead- 
ing-from fuel,tank 
7 - High-pressure pipe 
ū Removing and installing 
> “P3 Removingánd M 


stalling high-pressure 
pipe”, page 326 


QO Do not alter shape 

Q Check for damage before re-installing 
8 - Bolt 

Q 9Nm 
9 - Roller tappet 

Q Can only be installed in one position 

Q Lubricate lightly with clean engine oil before installing 
10 - Gasket 

QO Renew after removing 
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11 - Housing 
12 - O-ring 
QO Renew after removing 
13 - Hall sender - G40- 
OQ) Removing and installing > “1.5 Removing and installing Hall senders”, page 379 
14 - Bolt 
Q Tightening torque > Item 14 (page 376) 
15 - Threaded pin 
Q 9Nm 
16 - Protective plate 
Q For high-pressure pipe 
17 - Nut 
OQ 9Nm 
18 - Bolt 
OQ 9Nm 
19 - Fuel supply hose with connection 
QO Low-pressure side to MPI injectors 
Q Removifig and installing 38"4.5*Removing and installing fuel line”, page 303 
20 - Bolt 
QO 9Nm 
21 - O-ring 
QO) Renew after removing 
22 - O-ring 
Q Renew aftersremoving 


High-pressure pump - tightening torque and sequence 


— Tighten bolts in stages as follows: 


Stage [Botts [Tighteningtorque | 


1. | -arrows- | Screw in by hand until contact is made 
2. | -arrows- | Tighten in stages; final torque 20 Nm 


A24-11415 


7.2 Removing and installing high-pressure 
pump 


Special tools and workshop equipment required 
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@ Ratchet - V.A.G 1331/1- 


woo-10045 


+ Socket insert AF 14, flared ring spanner - V.A.G 1331/8- 


@ Engine bung set - VAS 6122- 
VAS 6122 


WO0-11228 


@ Adapter - T40058- 
T40058 


wo0-10109 


@ Feeler gauge 
Removing 


[a] Note 


+ The high-pressurepumpshould only be removed and installed 
when the engine is cold. 


@ When installing the high-pressure fuel pump, it is essential to 
ensure that no dirt\enters the fuel system. 


+r Use a cloth to catch escaping fuel. 
— Remove air cleaner housing 


2> “3.2 Removing and installing air cleaner housing”, 
page 292. 


7. High-pressure pump 323 


anD Audi A6 2011 > , Audi A6 China 2012 > , Audi A7 Sportback 2011 > 
Auð 6-cylinder direct injection engine with supercharger (3.0 Itr. 4-valve TFSI, EA837evo) - Edition 05.2018 


— Unscrew nuts -arrows- and remove guard plate -1-. 


A WARNING 


The fuel system is pressurised. 
Risk of injury as fuel may spray out. 
Put on safety goggles. 


Put on protective gloves. 


Release pressure (wrap a clean cloth around connection 
and open connection carefully). 


- Disconnect fuel hose -1- > Fuel supply system; Rep. gr. 20 ; 
Plug-in connectors; Disconnecting plug-in connectors . 


— Seal off open lines and connections with plugs (thoroughly 
cleaned) from engine bung set - VAS 6122- . 


— Unscrew bolt -2- and detach connection -1-. 


a Note 


Disregard -item 3-. 


Protected by copyright. Copying for private or commercial 


yermitted unless authorised by AUDI AG. AUDI AG does not guarante: 


with respect to the correctness of information in this document. Co 
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Unplug electrical connector -3-. 
Remove bolt -2- on retaining clip. 
Remove union nut -1-. 

Remove bolts -arrows-. 


Carefully pull out high-pressure pump. It is possible that the 
roller tappet may remain lodged inside. 


[a] Note 


Do not attempt to bend high-pressure pipe to a different shape. 


Installing 


Installation is carried out in reverse order; note the following: 


a Note 


+ 
+ 


+ 


Renew O-ring after removal. 


The connections of the high-pressure pipe must not be dam- 
aged. 


Do not attempt to bend high-pressure pipe to a different shape. 


Check roller tappet -1- for damage and renew if necessary. 


Lightly lubricate roller tappet with oil and insert it so that lug 
-arrow A- slides into guide notch -arrow B-. 


Insert guide pin of adapter -T40058- as follows: 


The larger-diameter section -arrow 1- faces towards the en- 
gine. 


Thélsmallet-diameter Section -arrow 2- faces the adapter. 
Remove noise insulation (front) = General body repairs, ex- 


sterior;,Rep. gr...66.; Noise insulation; Removing and installing 


noise insulation . 


[Ara-10026 | 
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- Rotate crankshaft in direction of engine rotation -arrow- using 
adapter - T40058- and angled ring spanner, and at the same 
time press roller tappet into housing until it reaches lowest 
point. 


— Only lift high-pressure pipe slightly to fit high-pressure pump. 


— Press high-pressure pump down by hand as far as possible 
onto stop. 


— Atthe same time, tighten securing bolts by hand. 


— Tighten bolts; for procedure refer to 


=> Fig. “High-pressure pump - tightening torque and se- 
quence” , page 322. 


— Install high-pressure pipe 
> “7.3 Removing and installing high-pressure pipe”, 
page 326. 

— Install air cleaner housing 
> “3.2 Removing and installing air cleaner housing”, 
page 292. 


— Check fuel system for leaks 
=> “1.2 Checking fuel system for leaks”, page 288 . 


Tightening torques 

@ = Fig. “High-pressure pump - tightening torque and se- 
quence” , page 322 

@ = “7.1 Exploded view - high-pressure pump”, page 321 


@ = General body repairs, exterior; Rep. gr. 66 ; Noise insula- 
tion; Exploded view - noise insulation 


7.3 Removing and installing high-pressure 
pipe 
Special tools and workshop equipment required 
@ Open end spanner insert, AF 17 - V.A.G 1331/6- 
V.A.G 1331/6 


( 
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Removing 


— Remove fuel line for MPI injection system 
=> “4.5 Removing and installing fuel line”, page 303 . 


A WARNING 


The fuel system is pressurised. 


Risk of injury as fuel may spray out. 
Put on safety goggles. 
Put on protective gloves. 


Release pressure (wrap a clean cloth around connection 
and open connection carefully). 


— Remove union nuts -1, 2, 3-. If necessary, counterhold threa- 
ded connection. 


— Remove bolts -arrows-. 


(å) Note 


Do not attempt to bend high-pressure pipe to a different shape. 


Installing 


(ë) Note 


@ The connections of the high-pressure pipe must not be dam- 
aged. 


+è Donotattemptto bend high-pressure pipe to a different shape. 


* lf connection -arrow- has been unfastened or unbolted, it must 
be renewed. 


A24-11416 
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— First tighten union nut by ‘hand until itmakes contact, making 
sure that high-pressure pipe is not under tension. 


— Tighten union nutwith torque-wrench. ~V:AiG 1331+ and tool 
insert, AF 17 - V.A.G 1331/6- ; to do so, counterhold at hexa- 
gon flats of threaded connection on fuel rail with an open-end 
spanner. 


— Do not tighten bolt for retainer until high-pressure pipe has 
been tightened. 


V.A.G 1331/6 


— Install fuel line for MPI injection system 
= “4.5 Removing and installing fuel line”, page 303 . 
Tightening torques | 


@ > “4.1 Exploded view - intake manifold (bottom section) with 
fuel rail”, page 295 


@ > “7.1 Exploded view - high-pressure pump”, page 321 
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8 Lambda probe 
=> “8.1 Exploded view - Lambda probe”, page 329 
> “8.2 Removing and installing Lambda probe”, page 330 


8.1 Exploded view - Lambda probe 


[a] Note 


@ New Lambda probes are coated with an assembly paste. 


@ Inthe case of a used Lambda probe, coat only the thread with high-temperature paste; refer to » Electronic 
parts catalogue for high-temperature paste. 


@ The assembly paste/high-temperature paste must not make contact with the slots on the Lambda probe 
body. 


1 - Lambda probe 2 after cata- 
lytic converter - G131- 


QO With Lambda probe 2 
heater after catalytic 
converter - Z30- 


OQ Removing and installing 


> “8.2.2 Removing and 
installing Lambda probe 
G108 / G131” 


08- 


Q With Lambda probe 
heater 2 - Z28- 


tected by copyriqnt. Capyina or | 
Q Removing and installing 
permitted=8:22 Removing and > 


installing Lambda probe 


Pro 


3 - Lambda probe - G39- 
Q With Lambda probe 
heater - Z19- 
QO Removing and installing 


> “8.2.1 Removing and 


installing Lambda probe 
G39 / G130” 


page 330 
Q 55Nm 
4 - Lambda probe after catalyt- 
ic converter - G130- 
QO With Lambda probe 1 


heater after catalytic | == | 


converter - Z29- 
QO Removing and installing 


> “8.2.1 Removing and installing Lambda probe G39 / G130 ”, page 330 
QO 55Nm 
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8.2 Removing and installing Lambda probe 


= “8.2.1 Removing and installing Lambda probe G39 / G130”, 

page 330 

= “8.2.2 Removing and installing Lambda probe G108 / G131 ”, 

page 331 

8.2.1 Removing and installing Lambda probe 
-G39-'/ -G130- 

Special tools 'and workshop equipment required 

+ Lambda probe open ring spanner set - 3337- 


W00-11142 


Removing 


(à Note 


Re-install all cable ties in the same locations when installing. 


- Remove engine cover panel i 
> “3.1 Removing and installing engine cover panel” 


page 43. 


- Move hose -1- for activated charcoal filter system clear at air 
pipe. 
— Detach vacuum hose -2- from connection on air pipe. 


— Loosen hose clips -arrows- and detach air pipe. 


- Unscrew bolts -arrows- and unplug electrical connectors at ig- 
nition coils. 


- Press electrical wiring harness -1- up slightly. 


= < 
= Pp! 
A28-10119 
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— Unplug corresponding electrical connector and move clear: 
1- For Lambda probe after catalytic converter - G130- 
2- For Lambda probe - G39- 


— Unscrew relevant Lambda probes: 
1- Lambda probe - G39- using ring spanner -3337/7- 


2- Lambda probe after catalytic converter - G130- using ring 
spanner -3337/2- 


[a] Note 


For illustration purposes, the installation position is shown with 
the engine removed. 


Installing 
Installation is/carried out in reverse order; note the following: 


(å) Note 


+- -New Lambda probes are coated with an assembly paste! 


¢-Jf re-installing the old Lambda probes, coat the threads with 
high-temperature paste >. Electronic parts, catalogue.. 


@ The assembly paste/high-temperature paste must not get into 
the slots on the Lambda probe body. 


@ When installing, the Lambda probe wire must always be reat- 
tached at the same locations to prevent it from coming into 
contact with the exhaust pipe. 

Tightening torques 

@ = “8.1 Exploded view - Lambda probe”, page 329 


@ = “1.1 Exploded view - ignition system”, page 375 


@ = “2.2 Exploded view - hose connections for charge air sys- 
tem”, page 275 


8.2.2 Removing and installing Lambda probe 
-G108- / -G131- 


Special tools and workshop equipment required 
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@ Lambda probe open ring spanner set - 3337- 


l8 
e D a 


Removing 


B Note 


Re-install all cable ties in the same locations when installing. 


— Remove engine cover panel 
> “3.1 Removing and installing engine cover panel” 


page 43. 
-— Remove plenum chamber partition panel > General body re- 


pairs, exterior; Rep. gr. 50 ; Bulkhead; Exploded view - plenum 
chamber partition panel . 


— Unplug electrical connector -1-. 


— Remove bolt -2- and push coolant expansion tank to side with 
coolant hoses -arrows- connected. 


I menns 


PD NN 


Unplug relevant electrical connector and move electrical wir- 
ing clear: 


1- For Lambda probe 2 - G108- 
2- For Lambda probe 2 - G131- (after catalytic converter) 
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— Unscrew relevant Lambda probe using ring spanner -3337/7- : 
1- Lambda probe;:2 -.G108- 
2- Lambda probe 2 after catalytic converter - G131- 


[a] Note 


For illustration purposes, the installation position is shown with 
the engine removed. 


KS 


Installing s 


Installation is carried out in reverse order; note the following: 


[a] Note 


@ New Lambda probes are coated with an assembly paste. 


+è /fre-installing the old Lambda probes, coat the threads with 
high-temperature paste > Electronic parts catalogue . 


@ The assembly paste/high-temperature paste must not get into 
the slots on the Lambda probe body. 


@ When installing, the Lambda probe wire must always be reat- 
tached at the same locations to prevent it from coming into 
contact with the exhaust pipe. 


— Install engine cover panel 


> “3.1 Removing and installing engine cover panel”, 
page 43. 


Tightening torques 
@ = “8.1 Exploded view - Lambda probe”, page 329 
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9 Engine control unit 


> “9.1 Removing and installing engine/motor control unit J623 ”, 
page 334 


9.1 Removing and installing engine/motor 
control unit - J623- 
Removing 


— When renewing engine control unit, select diagnosis object 
“Replace engine control unit” in “Guided Functions” mode of 
> Vehicle diagnostic tester. 


— Switch off ignition. 


— Remove plenum chamber cover > General body repairs, ex- 
terior; Rep. gr. 50 ; Bulkhead; Removing and installing plenum 
chamber cover . 


— Unscrew bolts -arrows- and pull filler neck out of washer fluid 
reservoir through opening in body to right side. 


A92-10232 


I TTE 


— Release catch -arrow- and detach engine control unit - J623- 
-item 1-. 


a Note 


Disregard -item 2-. 


Installing 
Installation is carried out in reverse order; note the following: 


- Install plenum chamber cover > General body repairs, exte- 
rior; Rep. gr. 50 ; Bulkhead; Removing and installing plenum 
chamber cover . 


After installing a new engine control unit, the following operation 
must be performed: 


- Activate te control unit using > Vehicle diagnostic tester 
in “Guided Functions” mode, “Replace engine control unit”. 


Tightening torques 


¢ Filler neck for washer fluid reservoir > Electrical system; Rep. 
gr. 92 ; Windscreen washer system; Exploded view - wind- 
screen washer system 
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26- Exhaust system 


1 Exhaust-pipes/silencers 


> “1.1 Exploded view - silencers”, page 335 


> “1.2 Separating exhaust pipes/silencers”, page 337 
> “1.3 Removing and installing front silencers”, page 339 


> “1.5 Stress-free alignment of exhaust system”, page 340 


> “1.6 Checking exhaust system for leaks”, page 341 


1.1 Exploded view - silencers 


1 - Bolt 
QO 20Nm 


2 - Mounting 
QO Renew if damaged 
OQ Check preload 


> “1.5 Stress-free align- 
ment of exhaust sys- 


tem”, page 340 
3 - Nut 
OQ 23Nm 


4 - Clamp (front) 


Q Installation position 


> Fig. “Installation po- 
sition of front clamps” , 
page 336 


Q Push onto front silencer 
as far as stop 


Q Before tightening, align 
exhaust system so it is 
free of stress 
> “1.5 Stress-free align- 
ment of exhaust sys- 


tem”, page 340 
QO Tighten bolted connec- 
tions evenly 
5 - Bolt 
Q 20Nm 


6 - Mounting 
Q Renew if damaged 


Q Check preload 
> “1.5 Stress-free align- 


ment of exhaust sys- 
tem”, page 340 


7 - Centre silencer 


QO Combined in one unit with rear silencers as original equipment. Can be renewed separately for repair 
purposes 


Remove diagonal struts prior to removal if necessary > Fig. “Diagonal struts (Audi A7)”"" , page 337 
Cutting point > “1.2 Separating exhaust pipes/silencers”, page 337 
Align exhaust system so it is free of stress = “1.5 Stress-free alignment of exhaust system”, page 340 


ooo 
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8 - Gasket 
QO Renew after removing 


9 - Nut 
QO Renew after removing 
Q 23Nm 


10 - Front silencer 
Q With flexible joint; do not bend flexible joint more than 10° — otherwise it can be damaged 


ü Removing and installing > “1.3 Removing and installing front silencers”, page 339 

QO Aligmexhaust system sætis free of stress > “1.5 Stress-free alignment of exhaust system”, page 340 
11 - Mounting 

Q Renew ifdamaged 


QO Gheckipreload:= 51:5 Stress-free alignmentofexhaust system) page 340. 
12 - Nut 
OQ 23Nm 


13 - Rear silencer 
OQ Combined as one unit with centre silencer as original equipment 
Q Centre silencer and rear silencer can be renewed separately 
QO) Remove diagonal struts prior to removal if necessary > Fig. “Diagonal struts (Audi A7)”" , page 337 


Q Cutting point between centre silencer and rear silencer 
> “1.2 Separating exhaust pipes/silencers”, page 337 


ū Align exhaust system so it is free of stress > “1.5 Stress-free alignment of exhaust system”, page 340 
14 - Nut 

Q 23Nm 
15 - Clamp (rear) 

Q) For separate replacement of centre and rear silencers 


Q Installation position > Fig. “Installation position of rear clamps”™ , page 337 
Q) Before tightening, align exhaust system so it is free of stress 
Q 


> “1.5 Stress-free alignment of exhaust system”, page 340 
Tighten bolted connections evenly 


Installation position of front clamps 


— Install clamps so that the bolt ends do not protrude beyond 
bottom of clamp. 


* Installation position: bolted connections face outwards. 
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Installation position of rear clamps 


— Install clamps so that the bolt ends do not protrude beyond 
bottom of clamp. 


* Installation position: bolted connections face forwards. 


A26-10036 


Diagonal struts (Audi A7) 


— Remove diagonal struts -1- and -2- when removing centre si- 
lencer and rear silencer unit. 


— Install diagonal struts > Running gear, axles, steering; Rep. 
gr. 42 ; Subframe; Exploded view - subframe . 


a| A26-10987 


1.2 Separating exhaust pipes/silencers 


@ The connecting pipe can be cut through at the cutting point in 
order to renew the centre or rear silencer separately. 


@ The cutting point is marked by an indentation on the circum- 
ference of the exhaust pipe. 


Special tools and workshop equipment required 
@ Chain pipe cutter - VAS 6254- 


VAS 6254 
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Procedure 


struts -1- and -2-. 


— Cut through exhaust pipes at right angles at the positions 
marked -arrows- using chain pipe cutter - VAS 6254- . 


— Position centre of clamps -arrows- over cutting location. 


— Install clamps so that the bolt ends do not protrude beyond 
bottom of clamp. 


* Installation position: bolted connections face forwards. 
— Align the exhaust system so it is free of stress 


> “1.5 Stress-free alignment of exhaust system”, page 340 . 
Tightening torques 


¢ = “1.1 Exploded view - silencers”, page 335 


@ Diagonal struts > Running gear, axles, steering; Rep. gr. 42; 
Subframe; Exploded view - subframe 


A26-10036 
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1.3 Removing and installing front silencers 
Removing 


— Remove noise insulation (rear) > General body repairs, ex- 
terior; Rep. gr. 66 ; Noise insulation; Removing and installing 
noise insulation . 


— Unscrew nuts -arrows- for relevant front silencer. 


AN Caution 


Risk of damage to flexible joints in front silencer. 


@ Do NOT bend the flexible joint in the front silencer more 
than 10°. 


— Release and push back clamp -1- or -2- and detach relevant 
front silencer. 


Installing 


Installation is carried out in reverse order; note the following: 


(å) Note 


Renew gaskets and self-locking nuts after removal. 


— Align the exhaust system so it is free of stress 
> “1.5 Stress-free alignment of exhaust system”, page 340. 


Tightening torques 
@ = “1.1 Exploded view - silencers”, page 335 


+ > General body repairs,.exterior; Rep. gr. 66 ; Noise insula- 
tion; Exploded View ~ noise\insulation 
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1.4 Removing and installing silencers 
Removing 


— Audi A7: Remove diagonal struts > Running gear, axles, 
steering; Rep. gr. 42 ; Subframe; Exploded view - subframe . 


A Caution 


Risk of damage to flexible joints in front silencer. 


@ Do NOT bend the flexible joint in the front silencer more 
than 10°. 


— Release clamps -1 and 2- and push to rear. 


A WARNING 


Risk of accident'taused by Weightof silencer. 
@ A second mechanic is required for removal of the silencer. 


— Unscrew bolts -1, 2- and remove silencers. 


(å) Note 


Disregard -item 3-. 


Installing 
Installation is carried out in reverse order; note the following: 


[a| Note 


Renew gaskets and self-locking nuts after removal. 


- Align the exhaust system so it is free of stress 
> “1.5 Stress-free alignment of exhaust system”, page 340. 


Tightening torques 
@ = “1.1 Exploded view - silencers”, page 335 


¢@ Diagonal struts > Running gear, axles, steering; Rep. gr. 42; 
Subframe; Exploded view - subframe 


1.5 Stress-free alignment of exhaust system 
Procedure 
* The exhaust system must be aligned when it is cool. 
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Vehicles without clamps between centre silencer and rear silenc- 
ers 


— Loosen bolted connections on front clamps. 


— Push exhaust system towards front of vehicle -arrow- until 
mountings in front of centre silencer are preloaded by -a- = 
6... 10 mm. 


— Tighten bolted connections on clamps evenly. 
— Align tailpipes > page 341. 


A26-0101 


Vehicles with clamps between centre silencer and rear silencers 


(å) Note 


On a vehicle with clamps fitted between the centre silencer and 
rear silencers, it is also necessary to align the centre silencer. 
— Loosen bolted connections on front and rear clamps. 


— Push exhaust system towards front of vehicle -arrow- until 
mountings in front of centre silencer are preloaded by -a- = 
6. 10mm. : á 


— Tighten bolted connections on front clamps evenly. 


— Push rear section of exhaust system towards front of vehicle 
-arrow-, so that mountings (rear) for rear silencers are preloa- 
ded by -a- = 11 ... 15 mm. 


— Align rear silencers so they are horizontal. 


p 


aii ] : 
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— Tighten bolted connections on rear clamps evenly. 
— Align tailpipes > page 341. 


Aligning tailpipes 

— Check clearance between tailpipes and bumper on both sides: 
* Dimension -x- (left-side) = dimension -x- (right-side) 
Tightening torques 

@ = “1.1 Exploded view - silencers”, page 335 


A26-0471 


1.6 Checking exhaust system for leaks 


— Start the engine and run at idling speed. 
— Plug tailpipes during leak test (e.g. with cloth or plugs). 
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— Listen for noise at connections between cylinder head/exhaust 
manifold, exhaust manifold/front exhaust pipe, etc. to locate 
any leaks. 


— Rectify any leaks that are found. 
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2 Emission control system 


=> “2.1 Exploded view - emission control system”, page 343 
> “2.2 Removing and installing catalytic converter”, page 344 


2.1 Exploded view - emission control system 


1 - Catalytic converter 


Q Protect against knocks 
and impact 


Q Removing and installing 


> “2.2 Removing and in- 
stalling catalytic con- 
verter”, page 344 


OY Mounting components 
=> Fig. ““Components of 


mountings for catalytic 
converter” , page 344 

2 - Gasket 
Q Renew after removing 


3 - Exhaust manifold 


OQ Removing and installing 
=> “4.2 Removing and in- 
stalling exhaust mani- 
fold”, page 366 


4 - Nut 
Q Renew after removing 


Q Coat thread with high- 
temperature paste; for 
high-temperature paste 
refer to > Electronic 
parts catalogue 


Q 23Nm 
5 - Gasket 
Q Renew after removing 
6 - Nut 
Q Tightening torque 
ədtem 9 cone 336) 
Te Front:silencer 


O1..With flexible joint; do.not 
bend flexible joint more than 10° — otherwise it can be damaged 


Q Removing and installing > “1.3 Removing and installing front silencers”, page 339 
Q Align exhaust system so it is free of stress > “1.5 Stress-free alignment of exhaust system”, page 340 
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Components of mountings for catalytic converter 
1- Nut, 23 Nm 

2- Spacer sleeve 

3- Compression spring 

4- Washer 

5- Bolt 

6- Bolt, 23 Nm 


7- Spacer sleeve 


8- Buffer 

9- Bracket 
10- Bolt, 23 Nm 
11- Bracket 


a Note 


The illustration shows the mountings on the right side as an ex- 
ample. 


2.2 Removing and installing catalytic con- 
verter 


> “2.2.1 Removing and installing catalytic converter (left-side)” 
page 344 


> “2.2.2 Removing and installing catalytic converter (right-side)”, 
page 348 


2.2.1 Removing and installing catalytic con- 
verter (left-side) 

Special tools and workshop equipment required 

@ Engine and gearbox jack - VAS 6931- 


VAS 6931 
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@ Gearbox support - T10337- 
T10337 


W00-10418 


Removing 


(å) Note 


Re-install all cable ties in the same locations when installing. 


- RemoveLambda'probe'2_ after catalytic converter - G131- 
= “8.2(2)Removing and inStalling Lambda probe G108 / G131 
£ page 331. 


— Remove'subframe cross brace > Running gear, axles, steer- 
ing; Rep. gr. 40 ; Subframe; Removing and installing subframe 
cross brace . 


A Caution 


Risk of damage to running gear components. 


@ The vehicle must NOT be lowered onto its wheels if the 
engine/gearbox mountings, steering rack or subframe 
cross brace are not properly installed. 


— Remove front silencer (left-side) 
=> “1.3 Removing and installing front silencers”, page 339 . 


— Remove wheel housing liner (front left) = General body re- 
pairs, exterior; Rep. gr. 66 ; Wheel housing liners; Removing 
and installing wheel housing liner (front) . 


— Detach intermediate steering shaft from steering rack and 
move clear by sliding splines together > Running gear, axles, 
steering; Rep. gr. 48 ; Steering column; Removing and instal- 
ling intermediate steering shaft . 
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— Remove bolt -2- and nut -3- and push coolant pipe (left-side) 
on gearbox clear to side. 


(å Note 


Disregard -items 1, 4-. 


— Unscrew bolts -arrows- and remove cover -1- from side of 
gearbox. 


— Loosen bolted connection -2- and swivel bracket -1- to rear 
-arrow-. 


Aiii 


r- 
| A26-11059 


Note 
Protected by copyright. Copying for private or commercial purposes, 
Dis zard -item Ass authorised by AUDI AG. AUDI AG does not guarantg k 
) J 
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j ‘ 
as K. EEE 


346 Rep. gr.26 - Exhaust system 


Audi A6 2011 > , Audi A6 China 2012 > , Audi A7 Sportback 2011 > 
6-cylinder direct injection engine with supercharger (3.0 Itr. 4-valve TFSI, EA837evo) - Edition 05.2018 Auer 


— Fit gearbox support - T10337- onto engine and gearbox jack 
and position underneath gearbox. 


Risk or accident. 


otec cted by ODVI Dc 
ri ‘Engine and Gearbox ook must 1 remain. in 1 position when N 
pi ise e a Ar ADEE rante 1383 Ae 


„under the vehicle... ectness of information in this document] Copy [| - 


— Remove bolts -arrows- for tunnel cross member. 
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— Lowertunnel cross member as far as distance -a- using engine 
and gearbox jack - VAS 6931- . 


* Dimension -a- = 70 mm (maximum). 

— Detach’catalytic*converter (left-side). 

Installing 

Installationisscarried Outin reverse order; note the following: 


a Note 


A10-10867 


Renew gaskets and self-locking nuts after removal. —_ - ——— 


— Install intermediate steering shaft > Running gear, axles, 
steering; Rep. gr. 48 ; Steering column; Removing and instal- 
ling intermediate steering shaft . 


— Install Lambda probe 2 after catalytic converter - G131- 
> “8.2.2 Removing and installing Lambda probe G108 / G131 


”, page 331. 
Tightening torques 


@ = “1.1 Exploded view - silencers”, page 335 


@ Subframe cross brace > Running gear, axles, steering; Rep. 
gr. 40 ; Subframe; Exploded view - subframe 


@ Tunnel cross member > 7-speed dual clutch gearbox; Rep. 
gr. 34; Assembly mountings; Exploded view - assembly 
mountings / > 8-speed automatic gearbox; Rep. gr. 37 ; As- 
sembly mountings; Exploded view - assembly mountings 


+ = General body repairs, exterior; Rep. gr. 66 ; Wheel housing 
liners; Exploded view - wheel housing liner (front) 


@ Cover to gearbox = 7-speed dual clutch gearbox; Rep. gr. 
34 ; ATF circuit; Exploded view - ATF circuit / > 8-speed au- 
tomatic gearbox; Rep. gr. 37 ; ATF circuit; Exploded view - 
ATF circuit 


@ = “3.1 Exploded view - coolant pipes”, page 205 

2.2.2 Removing and installing catalytic con- 
verter (right-side) 

Special tools and workshop equipment required 

@ Retaining tool - VW 785/1B- 


VW 785/1B 
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@ Engine and gearbox jack - VAS 6931- 
VAS 6931 


| wo0-11607 | 


@ Gearbox support - T10337- 
T10337 


W00-10418 


Removing 


oe 


Re-install all cable ties in the same locations when installing. 


— Remove front silencer (right-side) 
> “1.3 Removing and installing front silencers”, page 339 . 


- Remove subframe cross brace > Running gear, axles, steer- 
ing; Rep. gr. 40 ; Subframe; Removing and installing subframe 
cross brace . 


A Caution 


Risk of damage,to running gear Components. 


@ The vehicle must NOT be lowered onto its wheels if the 
engine/gearbox mountings, steering rack or subframe 
cross brate ar€ not properly installed. 


— Remove throttle valve module - J338- 
> “4.3 Removing: andsinstallingsthrottle valve module\J338-" 


page 301. 

— Remove coolant pipe from right side of gearbox 
> “3.2.8 Removing and installing coolant pipe (right-side) on 
gearbox”, page 220 . 


— Remove Lambda probe after catalytic converter - G130- 


> “8.2.1 Removing and installing Lambda probe G39 / G130 
” page 330. 
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- Detach electrical connectors -1 ... 5- from bracket and place 
to one side. 


— Unscrew bolts -arrows- and detach bracket -1-. 


— Remove nuts -arrows- and bolt -1- and move catalytic con- 
verter (right-side) towards rear. 


Protected by copyright. Copying f 


for private or commercial 
permitted unless authorised by AUDI AG. AUDI AG does 


with respect to the correctness of information in this doct 


— Remove bolts and detach retainer -1- for bracket for exhaust 
system. 


: 
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— Remove bolts -arrows- and detach heat shield -1-. 


— Detach vacuum hose -3- from combination valve for secon- 
dary air system. 


— Press release tabs on both sides and disconnect secondary 
air hose -2-. 


- Remove bolts -4-, detach combination valve (right-side) for 
secondary air system and move valve to left side. 


[a] Note 


x 
Disregard -item 1-. Bs 


— Release fasteners -arrows- and detach heat shield -1- for tun- 
nel (top right). 


— Fit gearbox support - T10337- onto engine and gearbox jack 
and position underneath gearbox. 


— Raise gearbox slightly using engine and gearbox jack. 


A WARNING 


Risk of accident. 


@ Engine and gearbox jack must remain in position when 
work is being carried out and must not be left unattended 
under the vehicle. 


ee 


ba 


V.A.G 1383A—+ 
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— Remove bolts -arrows- for tunnel cross member. 


— Lower tunnel cross member as far as distance -a- using engine 
and gearbox jack - VAS 6931- . 


* Dimension -a- = 60 mm (maximum). 


Protected by copyright. Copying for private or commercial purposes, in part or in whole, is not 
permitted unless authorised by AUDI AG. AUDI AG does not guarantee or accept any Liabilit 
yith respect to the correctness of information in this document. Copyright by AUDI AG. 
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— Secure gearbox in position using retaining tool - VW 785/1 B- , 
as shown in illustration. 


— Lift off catalytic converter (right-side). 
Installing 
Installation is carried out in reverse order; note the following: 


[a] Note 


Renew gaskets and self-locking nuts after removal. & w 785/ 1 Bs = > 


R261 1061 


= 


— Install combination valve for secondary air (right-side) 
=> “3.4.2 Removing and installing combination valve (right- 


side)”, page 362 . 


— Install Lambda probe after catalytic converter - G130- 
> “8.2.1 Removing and installing Lambda probe G39 / G130 
”, page 330. 


— Install coolant pipe (right-side) on gearbox 


> “3.2.8 Removing and installing coolant pipe (right-side) on 
gearbox”, page 220. 


— Install throttle valve module - J338- 
= “4.3 Removing and installing throttle valve module J338 ”, 
page 301. 


Tightening torques 


@ = “1.1 Exploded view - silencers”, page 335 


@ = Fig. “‘Components of mountings for catalytic converter” , 
page 344 


Tunnel cross member > 7-speed dual clutch gearbox; Rep. 
gr. 34 ; Assembly mountings; Exploded view - assembly 
mountings / => 8-speed automatic gearbox; Rep. gr. 37 ; As- 
sembly mountings; Exploded view - assembly mountings 


¢ = General body repairs, exterior; Rep. gr. 66 ; Strips / trim 
panels / extensions; Exploded view --heat'shield 


@ Subframe cross brace => Running gear, axles, steering; Rep: 
gr. 40 ; Subframe;, Exploded. view, -subframe 
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3 Secondary air system 


=> “3.1 Exploded view - secondary air system”, page 354 


=> “3.2 Removing and installing secondary air pump motor V101 
”, page 356 


= “3.3 Checking combination valve”, page 357 

= “3.4 Removing and installing combination valve", page 359 
3.4 Exploded view - secondary air system 
Secondary air pump motor - V101- 


1 - Secondary air pump motor 
- V104- 


Q, Fitting location: At front 
left of engine compart- 
ment: below longitudinal 
member 


Q Removing and installing 
=> “3.2 Removing and in- 


stalling secondary air 
pump motor V10 = 
page 356 


Q Check in[Guided Fault 
Finding] > Vehicle di- 


agnostic tester 
2 - Bolt 
QO 8Nm 
3 - Bonded rubber bush 


4 - Bracket 


Q For secondary air pump 
motor - V101- 


5 - Hose 
QO For secondary air 
6 - O-ring 
Q Renew after removing 
7 - Nut 
QO 9Nm 
8 - Pipe 
QO For secondary air 
9 - Bolt 
Q 8Nm 
10 - Nut 
QO 9Nm 
11 - O-ring 
QO Renew after removing 
12 - Hose 
QO For secondary air 
13 - Nut 
Q 9Nm 
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14 - Hose 

QO For secondary air 
15 - O-ring 

QO Renew after removing 
16 - O-ring 

QO Renew after removing 


Combination valves for secondary air system 


1 - Gasket 
QO Renew after removing 


2 - Combination valve for sec- 
ondary air system (left-side) 
Q Check operation and 
check for leaks 


=> “3.3 Checking combi- 
nation valve” 


page 357 
OQ Removing and installing 
> “3.4.1 Removing and 
installing combination 
valve (left-side)”, 
page 359 
3 - Seal 


Q Renew after removing 


4 - Hose 
Q From secondary air 
pump motor - V101- 
5 - Bolts 
Q 9Nm 


6 - Gasket 
Q Renew after removing 


7 - Vacuum hose 


8 - Combination valve for sec- 
ondary air system (right-side) 
Q Check operation and 

check for leaks 


=> “3.3 Checking combi- 
nation valve” 


page 357 
ü Removing and ae 
> “3.4.2 emoving an 


9- Gasket f) | | ] 
Q Renewaatter rémoving g 
10 - Heat shield = 
11 - Bolt 
ü 9Nm 


12 - Bolt 
QO 9Nm 
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13 - Bolt 
QO 9Nm 


14 - Heat shield 


15 - Bolt 
QO 9Nm 


16 - Vacuum hose 


17 - Bolts 
QO 9Nm 


3.2 Rémoying and installing secondary air 
pump motor - V101- | 


Removing 


a Note 


Re-install all cable'ties:in the same locations when installing. 


— Remove wheel spoiler (front right) = General body repairs, 
exterior; Rep. gr. 66 ; Wheel housing liners; Exploded view - 
wheel housing liner (front) . 


— Vehicles with auxiliary heater: Release clamp -arrow- and 
swivel exhaust pipe for auxiliary heater -1- to rear. 


— Remove air intake grille (right-side) from bottom section of 
bumper cover > General body repairs, exterior; Rep. gr. 63 ; 
Bumper (front); Removing and installing attachments . 
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— Unplug electrical connector -4- at secondary air pump motor - 
V1 


— Press release tabs and detach secondary air hoses -1- and 


— Remove nuts -3- and detach secondary air pump. 
Installing 
Installation/is carried out in reverse order; note the following: 


[a] Note 


Renew O-rings after removing. 


— Install tailpipe for auxiliary heater > Auxiliary heater, supple- 
mentary heater; Rep. gr. 82; Auxiliary/supplementary heater; 
Removing and installing exhaust system . 


Tightening torques 


@ = “3.1 Exploded view - secondary air system”, page 354 


@ Wheel spoiler = General body repairs, exterior; Rep. gr. 66; 
Wheel housing liners; Exploded view - wheel housing liner 
(front) 


3.3 Checking combination valve 
Special tools and workshop equipment required 
+ Hand vacuum pump - VAS 6213- 


Procedure 
* Vacuum hoses and hose connections do not leak. 
* Vacuum hoses are not clogged. 


— Remove throttle valve module - J338- 


=> “4.3 Removing and installing throttle valve module J338 ”, 
page 301. 


= A26-11054 |z 


VAS 6213 


W0O0-11210 
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— Release fasteners -arrow- and press wiring duct -1- towards 
rear. 


— Detach vacuum hose -1- or -2- from combination valve to be 
checked. 


— Connect hand vacuum pump - VAS 6213- to vacuum hose of 
combination valve to be checked. 


— Press release tabs and detach secondary, air hose -arrow- 
from secondary air pump motor-V101-. l 


- Extend secondary air hose with a test hose and blow lightly 
into secondary air hose with your mouth (do not use com- 
pressed air). 


* The combination valves for secondary air should be closed; it 
should not be possible to blow through the hose. 


— Operate hand vacuum pump. 


* The combination valve should open; it should now be possible 
to blow through the hose. 


a Note 


It is necessary to overcome slight initial resistance before it is 
possible to blow through the hose. 


- Renew combination valve for secondary air system if it does 
not open 
> “3.4 Removing and installing combination valve” 


page 359 . 
Assembling 


Assembly is carried out in reverse sequence; note the following: 


a Note 


Renew O-ring after removal. 


— Install throttle valve module - J338- 
> “4.3 Removing and installing throttle valve module J338 ” 


page 301. 


358 Rep. gr.26 - Exhaust system 


Audi A6 2011 > , Audi A6 China 2012 > , Audi A7 Sportback 2011 > anD 
6-cylinder direct injection engine with supercharger (3.0 Itr. 4-valve TFSI, EA837evo) - Edition 05.2018 Auer 


3.4 Removing and installing combination 
valve 

> “3.4.1 Removing and installing combination valve (left-side)” 

page 359 

> “3.4.2 Removing and installing combination valve (right-side)” 

page 362 


3.4.1 Removing and installing combination 
valve (left-side) 


Removing 


[a] Note 


Re-install all cable ties in the same locations when installing. 


— Remove front silencer (left-side) 
> “1.3 Removing and installing front silencers”, page 339 . 


- Remove body brace = Running gear, axles, steering; ole 
gr. 40 ; Suspension strut, upper links; Removing and installing 
body brace . 


— Remove wheel housing liner (front left) > General body re- 
pairs, exterior; Rep. or. 66 ; Wheel housing liners; Removing 
and installing wheel housing liner (front) . 


— Remove bolts -arrows- and detach heat shield (left-side) -1-. 


A Caution 


Risk of irreparable damage to electronic components. 
@ Observe notes on procedure for disconnecting the battery. 


— Switch off ignition and remove ignition key. Q. 
— Disconnect earth wire from battery terminal > Electrical sys- a U ia 
tem; Rep. gr. 27 ; Battery; Disconnecting and connecting : 


battery . 


— Move clear et age wiring for Lambda probe 2 after catalytic 
rt 


Remove bolt'=1- and nuts -arrows-, detach catalytic converter 
*ft-Side) from exhaust manifold and move to rear. 


~ 


` A26-10415 
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- Unscrew bolts -arrows- and pull filler neck -1- out of washer 
fluid reservoir and through opening in body to right side. 


— Remove cap nut -2- and move earth wiring clear. 


— Release fastener -arrow-, detach engine control unit - J623- 
-item 1- from bracket and swivel it to one side. 


EN 
N 


= 


A 


— Remove bolts -arrows- and detach cover -1- for electronics 
box in plenumechambenpyright. Copying for private or commercial p 


permitted unless authorised by AUDI AG. AUDI AG does noti g 


with respect to the correctness of information in this docun 


- Unplug electrical connectors -1- and unscrew nut -2- for elec- 
trical wiring. 


- Release catches -arrows- and detach relay carrier with fuse 
holder -3-. 


- Disengage engine wiring harness at electronics box in plenum 
chamber and move clear. 
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— Release catches -arrows A- and lift off wiring protector -1- 
-arrow B-. 


— Move clear wiring harness and press to one side. 


— Remove bolts -arrows- and detach heat shield -1-. 


av re 
— oe 
hia A P 
s Aoi i | 
1 


[rases J 


ermitted unless authorised by AUDI AG. AUDI AG does not guarantee or accept any liability 


3. Secondary air system 361 


CORD Audi A6 2011 > , Audi A6 China 2012 > , Audi A7 Sportback 2011 > 
Auð: 6-cylinder direct injection engine with supercharger (3.0 Itr. 4-valve TFSI, EA837evo) - Edition 05.2018 


— Remove bolts -3- for secondary air system hose. 


— Detach vacuum hose -2- from combination valve for secon- 
dary air system. 


— Unscrew bolts -1- and detach combination valve for secondary 
air system. 


Installing 
Installation is carried out in reverse order; note the following: 


a Note 


Renew gasket after removing. 


— Electrical connections and routing > Current flow diagrams, 
Electrical fault finding and Fitting locations. 


— Install engine control unit - J623- 


> “9.1 Removing and installing engine/motor control unit J623 gp EG jd 
”, page 334 . 


— Install filler neck for washer fluid reservoir > Electrical system; 
Rep. gr. 92 ; Windscreen washer system; Exploded view - 
windscreen washer system . 


— Install catalytic converter (left-side) 


> “2.2.1 Removing and installing catalytic converter (left- 
side)”, page 344 . 


— Observe steps required after re-connecting battery > Electri- 
cal system; Rep. gr. 27 ; Battery; Disconnecting and connect- 
ing battery . 


Tightening torques 


+è = Electrical system; Rep. gr. 97 ; Relay carriers, fuse carriers, 
electronics boxes; Overview of fitting locations - relay carriers, 
fuse carriers, electronics*boxes 


+ = General body repairs, exterior; Rep. gr. 66 ; Strips / trim 
panels / extensions; Exploded view - heat shield 


@ = General body repairs, exterior; Rep..gr; 66; Wheelbhousing 
liners; Exploded view - wheel housing liner (front) 


@ Body brace > Running gear, axles, steering; Rep. gr. 40; 
Suspension strut, upper links; Exploded view - suspension 
strut, upper links 


3.4.2 Removing and installing combination 
valve (right-side) 


Removing 


a Note 


Re-install all cable ties in the same locations when installing. 


- Remove front silencer (right-side) 
> “1.3 Removing and installing front silencers”, page 339 . 


— Remove wheel housing liner (front right) > General body re- 
pairs, exterior; Rep. gr. 66 ; Wheel housing liners; Removing 
and installing wheel housing liner (front) . 
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— Remove bolts -arrows- and detach heat shield (right-side) 


ST ato-11377 | 


— Move clear electrical wiring for Lambda probe 2 after catalytic 
converter - G131- . 


— Remove bolt -1- and nuts -arrows-, detach catalytic converter 
(right-side) from exhaust manifold and move to rear. 


— Remove throttle valve module - J338- 
=> “4.3 Removing and installing throttle valve module J338 ”, 
page 301. 


— Unplug electrical connector -2- at activated charcoal filter sol- — 
Prot&hoid valve’ 4 'N80° and‘detach vacuum hose -3- (press Pap 
pe rfelease, tebs)uthorised by AUDI AG. AUDI AG does not gua 


ee orap 
ym) Detach activated charcoal. filter, solenoid valve 1-+ N80- fron right 
bracket and move it clear to the side with hoses still attached. ~ 


(ë) Note 


Disregard -item 1-. 


— Remove bolts -arrows- and detach heat shield -1-. 
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— Detach vacuum hose -3- from combination valve for secon- 
dary air system. 


— Press release tabs on both sides and disconnect secondary 
air hose -2-. 


— Remove bolts -4- and detach combination valve (right-side) for 
secondary air system and bolts -1- for secondary air hose. 


Installing 
Installation is carried out in reverse order; note the following: 


(å) Note 


Renew gasket after removing. 


— Electrical connections and routing > Current flow diagrams, 
Electrical fault finding and Fitting locations. 


— Install throttle valve module - J338- 
> “4.3 Removing and installing throttle valve module J338 ” 


page 301. 


— Install catalytic converter (right-side) 
=> “2.2.2 Removing and installing.catalytic converter (right- 


side)”, page 348 . 
Tightening torques 


@ = “3.1 Exploded view - secondary air system”, page 354 


@ = General body repairs, exterior; Rep. gr. 66 ; Strips / trim 
panels / extensions; Exploded view - heat shield 


+ = General body repairs, exterior; Rep. gr: 66 ; Wheel housing 
liners; Exploded view -,wheel-housing liner, (front) 
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4 Exhaust manifolds 


> “4.1 Exploded view - exhaust manifold”, page 365 
> “4.2 Removing and installing exhaust manifold”, page 366 
4.1 Exploded view - exhaust manifold 


1 - Nut 
QO Renew after removing 


Q Coat thread with high- 
temperature paste; for 
high-temperature paste 
refer to > Electronic 
parts catalogue 


Q Tightening torque and 
tightening sequence: 
left-side 
=> Fig. ““Exhaust mani- 
fold (left-side) - tighten- 


ing torque and se- 
quence” , page 366 ; 
right-side 


> Fig. “Exhaust mani- 
fold right-side) - tight- 
ening torque and se- 


quence” , page 366 
2 - Bracket 
Q For heat shield 
3 - Exhaust manifold 


Q Removing and installing 


> “4.2 Removing and in- 
stalling exhaust mani- 
fold”, page 366 


4 - Gasket 
Q Renew after removing 
5 - Bolt 
a 9Nm 
6 - Heat shield 
7 - Washer 
8 - Bolt 
Q 9Nm 
9 - Lambda probe 
Q Before catalytic converter 
Q Removing and installing > “8.2.1 Removing and installing Lambda probe G39 / G130 ”, page 330 
10 - Nut 
Q Renew after removing 
Q Coatthread with high-temperature paste; for high-temperature paste refer to > Electronic parts catalogue 
Q 23Nm 
11 - Gasket 
QO Renew after removing 
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Exhaust manifold (left-side) - tightening torque and sequence 


a Note 


@ Renew nuts after removing. 


¢ Coat threads of nuts with high-temperature paste; for high 
temperature paste refer to > Electronic parts catalogue . 


— Tighten nuts in stages in the sequence shown: 


[Stage | Nuts _[Tighteningtorque  —  — — | 
(ema a Coe ee Screw in by hand until contact is made 


A26-10142 


Exhaust manifold (right-side) - tightening torque and sequence 


(à Note 


@ Renew nuts after removing. 


+è Coat threads of nuts with high-temperature paste; for high 
temperature paste refer to > Electronic parts catalogue . 


— Tighten nuts in stages in the sequence shown: 


Tightening torque 
ae ae e Screw in by hand until contact is made 


A26-10143 


4.2 Removing and installing exhaust mani- 
fold 

=> “4.2.1 Removing and installing exhaust manifold (left-side)” 

page 366 

> “4.2.2 Removing and installing exhaust manifold (right-side)” 

page 370 

4.2.1 Removing and installing exhaust mani- 
fold (left-side) 

Removing 


a Note 


Re-install all cable ties in the same locations when installing. 


— Remove noise insulation panels > General body repairs, ex- 
terior; Rep. gr. 66 ; Noise insulation; Removing and installing 
noise insulation . 


~ were poly V-belt from air conditioner compressor 


"1.2.2 Removing and installing poly V-belt for ancillaries”, 
page 48. 
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— Remove air conditioner compressor > Heating, air condition- 
ing; Rep. gr. 87 ; Air conditioner compressor; Detaching and 
attaching air conditioner compressor at bracket . 


— Remove bolts -arrows- and detach heat shield -1-. 


axes MOTT ] 


d detach heat shield for drive shaft 


Unbolt drive shaft (left-side) from gearbox flange shaft > Run- 
ning gear, axles, steering; a gr. 40; Drive aise nemovilig 
>and installing drive: shaft. r private il purpose 


Sl 


gy £21030" | 


A Caution 


Risk of damage to flexible joints in front silencer. 


@ Do NOT bend the flexible joint in the front silencer more 
than 10°. 


- navel and push back clamp -1- and tie up front silencer (left- 
side). 


[a] Note 


Disregard -item 2-. 


— Remove bolt -1- and nuts -arrows- and push catalytic convert- 
er (left-side) towards rear of vehicle. 
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— Remove bolt -1- and nut -2- and push coolant pipe (left-side) 
clear to side. 


(å Note 


Disregard -arrows-. 


- Take electrical connector -1- for Lambda probe 2 - G108- out 
of bracket, unplug and move wiring clear. 


a Note 


Disregard -item 2-. 


4 
jel 


— Unscrew nuts -arrows- and move clear coolant pipe on longi- 
tudinal member. 


- Unplug electrical connector -1-. 


-— Remove bolt -2- and push coolant expansion tank to side with 
coolant hoses -arrow 
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— Release fasteners -1- and -arrows- and detach heat shield 
from longitudinal member (left-side). 


— Remove bolts -1... 4-and detach heat shield. 


4. Exhaust manifolds 369 


CORD Audi A6 2011 > , Audi A6 China 2012 > , Audi A7 Sportback 2011 > 
Aue: _ 6-cylinder direct injection engine with supercharger (3.0 Itr. 4-valve TFSI, EA837evo) - Edition 05.2018 


— Remove nuts -1- and -8- and detach bracket for heat shield. Il 

— Remove nuts -2 ... 7- and -9- and detach exhaust manifold. g eee j 

Installing Pema To eT] TA 
A esT 6 E7 


Installation is carried out in reverse order; note the following: 


g Note 


Renew gasket and self-locking nuts after removal. 


+è Coat threads of nuts with high-temperature paste; for high 
temperature paste refer to > Electronic parts catalogue . 


— Fit exhaust manifold with gasket for catalytic converter and 
tighten nuts 
=> Fig. ““Exhaust manifold (left-side) - tightening torque and 


sequence” , page 366 . 
- Electrical connections and routing > Current flow diagrams, 
Electrical fault finding and Fitting locations. 


— Install catalytic converter (left-side) 


=> “2.2.1 Removing and installing_catalytic converter (left- 
side)”, pagaf344 ; 


— Install poly V-belt 


> “1.2.2 Removing.and installing poly V-belt for ancillaries”, 
page 48 . 


Tightening torques 


@ = Fig. ““Exhaust manifold (left-side) -, tightening torque and 
sequence™ , page 366 


@ = Running gear, axles, steering; Rep. gr. 40 ; Drive shaft; 
Exploded view - drive shaft 


@ = General body repairs, exterior; Rep. gr. 66 ; Strips / trim 
panels / extensions; Exploded view - heat shield 


@ = General body repairs, exterior; Rep. gr. 66 ; Wheel housing 
liners; Exploded view - wheel housing liner (front) 


@ = General body repairs, exterior; Rep. gr. 66 ; Noise insula- 
tion; Exploded view - noise insulation 


@ = Heating, air conditioning; Rep. gr. 87 ; Air conditioner com- 
pressor; Exploded view - air conditioner compressor drive unit 


4.2.2 Removing and installing exhaust mani- 
fold (right-side) 


Removing 


a Note 


Re-install all cable ties in the same locations when installing. 


— Drain coolant 


> “1.3 Draining and filling cooling system”, page 183 . 


— Also remove noise insulation (rear) > General body repairs, 
exterior; Rep. gr. 66 ; Noise insulation; Removing and instal- 
ling noise insulation . 
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— Remove air cleaner housing 
=> “3.2 Removing and installing air cleaner housing”, 
page 292. 
— Remove Lambda probe - G39- 
> “8.2.1 Removing and installing Lambda probe G39 / G130 
”, page 330 . 


— Remove bolts -arrows- and detach heat shield (right-side) 


— Remove front wheel (right-side) > Running gear, axles, steer- 
ing; Rep. gr. 44 ; Wheels, tyres . 


— Remove cover -1- for drive shaft in wheel housing (right-side). 


Irotected by copyright VII rt te í ) iL pur 


- Remove bolts -arrows- and detach heat shield for drive 
(right-side). to the correct) i ) n this d 
— Unbolt drive shaft (right-side) from gearbox flange shaft > 


Running gear, axles, steering; Rep. gr. 40 ; Drive shaft; Re- 
moving and installing drive shaft . 


shaft 
J [ 


Ji 


(E % is 


_ ; 
D à — 
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A Caution 


Risk of damage to flexible joints in front silencer. 


@ DoNO 
than 10°. 


— Loosen and push back 
(right-side). 


Protected by copyr ght. Copying for p ate or lik | 
a Note pel \itted unless authorised by AL AG. AUDI AG does not í 


Disregard -item 1-. 


Vehicles without auxiliary heater: 
— Remove bolts -1, 2-. 


- Release hose clips -arrows-, disconnect coolant hoses from 
coolant pipe at longitudinal member (right-side) and detach 
coolant pipe. 


Wii 


i A 
le = oil ae 
Fee A19-11276 
z i 


Vehicles with auxiliary heater: 
- Loosen nut -1- and remove bolt -2-. 


- Release hose clips -arrows-, disconnect coolant hoses from 
coolant pipe at longitudinal member (right-side) and detach 
coolant pipe. 
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All vehicles (continued): 


— Remove bolt -1- and nuts -arrows- and pull catalytic converter 
off exhaust manifold. 


[a] Note 


For illustration purposes, the installation position is shown with 
the engine removed. 


— Remove bolts -1 ... 4- and detach heat shield. 
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— Remove nuts -7- and -9- and detach bracket for heat shield. 


— Remove nuts -1 ... 6- and -8- and detach exhaust manifold. 
Installing 
Installation is carried out in reverse order; note the following: 


a Note 


@ Renew gaskets and self-locking nuts after removal. 


+è Coat threads of nuts with high-temperature paste; for high 
temperature paste refer to > Electronic parts catalogue . 


@ Secure all hose connections with the correct type of hose clips 
(same as orginal.equipment).> Electronic parts catalogue . 


— Fit exhaust manifold with gasket for catalytic converter and 
tighten nuts 
> Fig. ““Exhaust manifold (right-side) - tightening torque and 
sequence” , page 366 . 


- Install catalytic converter (right-side) 


> “2.2.2 Removing,and installing.catalytic converter (right- 
side)”, page 348 . 


— Install Lambda probe - G39- 


> “8.2.1 Removing and installing Lambda probe G39 / G130 
”, page 330. 


— Install air cleaner housing 
> “3.2 Removing and installing air cleaner housing”, 
page 292. 


(å) Note 


Do not reuse coolant. 


— Fill up with coolant > page 185 . 
Tightening torques 


@ = Fig. “Exhaust manifold (right-side) - tightening torque and 
sequence” , page 366 


@ = Running gear, axles, steering; Rep. gr. 40 ; Drive shaft; 
Exploded view - drive shaft 


@ = General body repairs, exterior; Rep. gr. 66 ; Strips / trim 
panels / extensions; Exploded view - heat shield 


@ = General body repairs, exterior; Rep. gr. 66 ; Wheel housing 
liners; Exploded view - wheel housing liner (front) 


è = Running gear, axles, steering; Rep. gr. 44 ; Wheels, tyres 


@ = General body repairs, exterior; Rep. gr. 66 ; Noise insula- 
tion; Exploded view - noise insulation 
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28- Ignition system 


1 Ignition. system 
> “1.1 Exploded view - ignition system”, page 375 


> “1.2 Test data: spark’plugs”.-page 376 


> “1.3 Removing and installing ignition coils with output stages”, 
page 376 


=> “1.4 Removing and installing knock sensor”, page 379 
> “1.5 Removing and installing Hall senders”, page 379 


> “1.6 Removing and installing engine speed sender G28 ”, page 
380 


1.1 Exploded view - ignition system 


1 - Bolt 
QO 9Nm 


2 - Hall sender 


Q Cylinder bank 1 (right- 
side) 


@ Inlet side: Hall sender - 
G 


+ Pau side: Hall sender 3 
OQ Removing and installing 
=> “1.5 Removing and in- 
stalling Hall senders”, 
page 379 
3 - O-ring 
Q Renew after removing 


4 - Knock sensor 


OY Contact surfaces be- 
tween knock sensor and 
cylinder block must be 
free of corrosion, oil and 
grease 


@ Cylinder bank 1 (right-side): 
knock sensor 1 - G61- 

@ Cylinder bank 2 (left-side): 
knock sensor 2 - G66- 


QO) Removing and installing 


> “1.4 Removing and in- 
stalling knock sensor”, 


page 379 
5 - Bolt 
Q 25Nm 
6 - Spark plug 


QO) Remove and install with spark plug socket and extension - 3122 B- > Maintenance ; Booklet 411 
Q Tightening torque > Maintenance ; Booklet 411 
Q Change interval > Maintenance tables 
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7 - Ignition coil with output stage 

Ignition coil 1 with output stage - N70- 

Ignition coil 2 with output stage - N127- 

Ignition coil 3 with output stage - N291- 

Ignition coil 4 with output stage - N292- 

Ignition coil 5 with output stage - N323- 

Ignition coil 6 with output stage - N324- 

Removing and installing > “1.3 Removing and installing ignition coils with output stages”, page 376 


8 - Bolt 
QO 5Nm 


9 - Electrical wiring harness 


Oovcvoodod 


10 - Engine speed sender - G28- 
Q Removing and installing > “1.6 Removing and installing engine speed sender G28 ”, page 380 
11 - Bolt 
Q 9Nm 
12 - O-ring 
QO Renew after removing 
13 - Hall sender 
Q Cylinder bank 2 (left-side) 
@ Inlet side: Hall sender 2 - G163- 
@ Exhaust side: Hall sender 4 - G301- 
ü Removing and installing > “1.5 Removing and installing Hall senders”, page 379 
14 - Bolt 
QO 9Nm 


1.2 Test data, spark plugs 


Idling speed Cannot be adjusted; regulated by idling speed sta- 
bilisation 


Ignition timing Not adjustable (determined by control unit) 
Ignition system Multi-coil system with 6 ignition coils (output stages 


integrated) connected directly to spark plugs via 
spark plug connectors 


Spark plugs Designations > Electronic parts catalogue 
Tightening torque > Maintenance ; Booklet 411 
Firing order 1-4-3-6-2-5 


1.3 Removing and installing ignition coils 
with output stages 


Special tools and workshop equipment required 
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@ Puller - T40039- 
T40039 


Removing 
Cylinder bank 1 (right-side): 


— Remove engine cover panel 
> “3.1 Removing and installing engine cover panel”, 
page 43. 


- Move hose -1- for activated charcoal filter system clear at air 
pipe. 


— Detach vacuum hose -2- from connection on air pipe. 
— Loosen hose clips -arrows- and detach air pipe. 


Cylinder bank 2 (left-side): 
— Unplug electrical connector -1-. 


— Remove bolt -2- and push coolant expansion tank to side with 
coolant hoses -arrows- connected. 


— Unscrew bolts -arrows- and unplug electrical connectors at ig- 
tenition coils. 


JE 
| | l J , if 


san Moye electrical wiring harness ee down slightly. 


. 1 t E 
Ni p to the correctr ; f for nint nt y J À 
(ä) Note 


Illustration shows the installation position for cylinder bank 2 (left- 
side) as an example. 
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(å Note 


@ To remove ignition coils, fit puller - T40039- onto upper (thick) 
rib -arrow- of ignition coil with output stage. 


@ The lower ribs can be damaged if they are used. 


— Pull out ignition coil -arrow-. 


Installing 
Installation is carried out in reverse order; note the following: 


— Apply a thin bead of silicone paste all around end of sealing 
hose of ignition‘coil with output stage -arrows. 


Silicone paste =: Electronic parts:catalogue (ETKA): 


— Align ignition coils with connectors and attach all connectors 
onto ignition coils simultaneously. 


— Press ignition coils onto spark plugs by hand evenly (do not | 
knock in with tools). 

— Install engine cover panel 
> “3.1 Removing and installing engine cover panel”, 

pag ; 


43 
@ = “2.2 Exploded view - hose connections for charge air sys- 


Tightening torques 
@ = “1.1 Exploded view - ignition system”, page 375 \ 
tem”, page 275 
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1.4 Removing and installing knock sensor 
Removing 
Knock sensor 1 - G61- , cylinder bank 1 (right-side): 


— Remove FSI injector for cylinder 2 


=> “5.3.2 Removing and installing injectors - vehicles with FSI 
engine”, page 311. 


— Take electrical connector -arrow- out of bracket, unplug it and 
move electrical wiring clear. 


Knock sensor 2 - G66- , cylinder bank 2 (left-side): 


— Remove FSI injector for cylinder 5 


> “5.3.2 Removing and installing injectors - vehicles with FSI 


— Remove plenum chamber partition panel > General body re- 
pairs, exterior; Rep. gr. 50 ; Bulkhead; Exploded view - plenum 
chamber partition panel . 


- Take electrical connector -arrow- out of bracket, unplug it and 
move electrical wiring clear. 


Both sides (continued): 


— Remove bolt -1- for knock sensor 1 - G61- or bolt -2- for knock 
sensor 2 - G66- and detach knock sensor. 


Installing 
Installation is carried out in reverse order; note the following: 


— Install FSI injector 


= “5.3.2 Removing and installing injectors - vehicles with FSI 
engine”, page 311. 


Tightening torques 
@ = “1.1 Exploded view - ignition system”, page 375 


1.5 Removing and installing Hall senders 


Removing 


— Unplug electricals-connector.-1- (cylinder bank 1). 
— Unscrew bolt -arrow-,and:remove-Hall-sender -‘G40-—. 


Z E 


AVE 


7 
A 


= 
~ 


A28-10004 |P 
iT ME 
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— Unplug electrical connector -1- (cylinder bank 2). 

— Remove bolt -arrow- and detach Hall sender 2 - G163- . 
Installing 

Installation is carried out in reverse order; note the following: 


a Note 


Renew O-rings after removing. 


— Install engine cover panel 
=> “3.1 Removing and installing engine cover panel” 


page 43. 
Tightening torques 


@ = “1.1 Exploded view - ignition system”, page 375 


1.6 Removing and installing engine speed 
sender - G28- 
Removing 


— Remove noise insulation (rear) > General body repairs, ex- 
terior; Rep. gr. 66 ; Noise insulation; Removing and installing 
noise insulation . 


- Remove bolt -arrow- for coolant pipe on gearbox (right-side). 


- ee bolts -arrows- and push ATF cooler slightly to one 
side. 


a Note 


Disregard -item 


Protected by copyright. Copying for private or commercia 


permitted unless authorised by AUDI AG. AUDI AG do 


with respect to the correctness of information in this doc 
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— Unplug electrical connector -2-. 


— Unscrew bolt -1- and pull out engine speed sender - G28- . 
Installing 


ied out in reverse order; note the following: 


@Ets > 7-speed dual clutch gearbox; Rep. gr. 


xploded view - ATF circuit / > 8-speed au- 
ATF circuit . 


; Rep. gr. 37 ; ATF circuit; Exploded view - 


ial purposes in part or in T my 
t pipe (right-side) on Eaa 
permitted ge@arsox!ttpage 220 AUDI AG. AUDI AG does not guarantee or accep - — 


with resPightening torques ss of information in this document. Copyright by AUDI AG 
@ = “1.1 Exploded view - ignition system”, page 375 


¢ > General body repairs, exterior; Rep. gr. 66 ; Noise insula- 
tion; Exploded view - noise insulation 
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